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CONNECTORS (1)

1.27MM(.050”) SPACING D-SUB. CONNECTORS
1.27MM(.050”) SPACING CENTRONIC CONNECTORS
D-SUBMINIATURE CONNECTORS
D-SUB. DUAL PORT CONNECTORS
CENTRONIC CONNECTORS
SERIAL ATA CONNECTORS
PLASTIC HOODS
METAL HOODS
ACCESSORIES

CAT. CON-C-1



CAT. CON-C-1 (INDEX 1)

DESCRIPTION

MOUNTING OPTION FOR D-SUB. CONNECTOR

STANDARD D-SUB. CONNECTORS & MICRO D-SUB CONNECTORS
D-SUB. & HIGH DENSITY D-SUB. CONNECTOR SOLDER TYPE

D-SUB. & HIGH DENSITY D-SUB. CONNECTOR CRIMP TYPE

D-SUB. CONNECTOR I.D.C. TYPE

D-SUB. & HIGH DENSITY D-SUB. CONNECTOR STRAIGHT PCB MOUNT TYPE
D-SUB. & HIGH DENSITY D-SUB. CONNECTOR RIGHT ANGLE PCB MOUNT TYPE

D-SUB. CONNECTOR R/A WITH METAL BRACKETS

SLIM D-SUB. CONNECTORS FOR NOTEBOOK:
DUAL PORT D-SUB. & HIGH DENSITY D-SUB. CONNECTOR

TRIPLE PORT D-SUB. CONNECTOR

D-SUB. HIGH POWER CONNECTOR WITH COAXIAL PINS

MICRO D-SUB. CONNECTOR

HALF PITCH (1.27MM) D-SUB. CONNECTORS
HALF PITCH D-SUB. CONNECTOR IDC TYPE & SOLDER TYPE

HALF PITCH D-SUB. CONNECTOR STRAIGHT PCB MOUNT TYPE

HALF PITCH D-SUB. CONNECTOR RIGHT ANGLE PCB MOUNT TYPE

PLASTIC & METAL HOODS FOR HALF PITCH D-SUB. & MINI RIBBON CONNECTORS-------=--------

57 SERIES CENTRONIC CONNECTOR
57 SERIES CENTRONIC CONNECTOR SOLDER TYPE

57 SERIES CENTRONIC CONNECTOR 1.D.C. TYPE

PAGE

C0001~C0002

C0005~C0007
C0011~C0013
C0021~C0026
C0031~C0042
C0051~C0069
C0071~C0078
C0091~C0099
C0111~C0129
C0131~C0132
C0141~C0146
C0181~C0183

C0201~C0211
C0221~C0229
C0241~C0245
C0491~C0499

C0501~C0508
C0521~C0532

57 SERIES CENTRONIC CONNECTOR STRAIGHT PCB MOUNT TYPE
57 SERIES CENTRONIC CONNECTOR RIGHT ANGLE PCB MOUNT TYPE

HALF PITCH (1.27MM) CENTRONIC CONNECTORS
HALF PITCH MINI RIBBON CONNECTOR IDC TYPE & SOLDER TYPE

HALF PITCH MINI RIBBON CONNECTOR STRAIGHT PCB MOUNT TYPE
HALF PITCH MINI RIBBON CONNECTOR R/A PCB MOUNT TYPE

HALF PITCH MINI RIBBON CONNECTOR SMT TYPE

0.80MM VHDC CONNECTORS
0.80MM PITCH VHDC CONNECTOR 1.D.C. TYPE

0.80MM PITCH VHDC CONNECTOR RIGHT ANGLE PCB MOUNT TYPE
0.80MM PITCH VHDC DUAL PORT RIGHT ANGLE PCB MOUNT TYPE

C0541
C0551~C0558

C0601~C0610
C0621~C0625
C0631~C0635
C0641~C0642

C0681~C0683
C0691~C0692
C0699

SERIAL ATA CONNECTORS
SERIAL ATA 7 PIN CONNECTOR:

eSATA 7 PIN CONNECTOR

SLIM LINE SATA 7+6 PIN CONNECTOR

SERIAL ATA 7+7 PIN CONNECTOR
SERIAL ATA 15 PIN CONNECTOR

SERIAL ATA 7+7+2 PIN CONNECTOR

SERIAL ATA 7+15 PIN CONNECTOR

C0701~C0731
C0741~C0756
C0761~C0781
C0791~C0795
C0801~C0804
C0811~C0817
C0821~C0912

MICRO SATA 7+9+7 PIN CONNECTOR
MINI SAS 26 PIN CONNECTOR

SAS 7+15+7 PIN CONNECTOR

SAS 32 PIN CONNECTOR

C0918
C0921~C0924
C0931~C0957

MINI SAS 36 PIN CONNECTOR:

C0959
C0961~C0964

ELlvzILA
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tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it
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CAT. CON-C-1 (INDEX 2)

DESCRIPTION PAGE
ACCESSORIES

PLASTIC HOOD FOR D-SUB. & CENTRONIC CONNECTOR C0971~C0976
METAL HOOD FOR D-SUB. & CENTRONIC CONNECTOR C0977~C0984
INNER METAL SHELL FOR D-SUB. CONNECTOR C0985
HARDWARE FOR D-SUB. CONNECTOR C0986~C0988
DUST COVER C0989
METAL BRACKET FOR D-SUB. CONNECTOR C0990~C0991
THUMBS SCREWS C0992

e TECHNICAL ALTERATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.
o ALL ARTICLES ARE RoHS & REACH/SVHC COMPLIANT.

':I F tel. 02.3361.1626 info@elitaliaweb.it
g&uﬂ ﬁ"l—u%l 00012 fax 02.2626.1009 www.elitaliaweb.it
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MOUNTING OPTION FOR D-SUB. SOLDER, CRIMP & STRAIGHT PCB MOUNT TYPE

~

OPTION K (H=4.0MM)
OPTION K3 (H= 3.2MM)
OPTION K6 (H=5.8MM)
WITH #4-40 THREADED
RIVETED CLINCH NUTS

—

0

OPTION BR
WITH #4-40 THREADED
RIVETED BRACKETS

OPTIONJ (NON-THROUGH HOLE H= 5.8MM)
OPTION J4 (H= 4.0MM)

OPTION JT (THROUGH HOLE)

WITH #4-40

THREADED FIXED

JACK SCREWS (H= 5.8MM or 4.0MM)

OPTION BRJ

WITH #4-40 THREADED
RIVETED BRACKET

AND JACKSCREWS
ASSEMBLED TO CONNECTOR

T T

OPTION KJ

WITH #4-40 THREADED
RIVETED CLINCH NUTS

AND JACK SCREWS
ASSEMBLED TO CONNECTOR

—qt-[‘ - - - - - nl—

A

I= &

|
i

i _Tw_ L = |
= = 8
=
=
OPTION JBR

WITH #4-40 THREADED RIVETED
NUTS AND BRACKETS
ASSEMBLED TO CONNECTOR

T T

= 2

\_

"4

3 r—
= ——
! H & ig.
2 =
= (L
ORDERING INFORMATION:
1. FOR SOLDER TYPE: OPTION K, K3, K6, J, JT, KJ, J4
2. FOR CRIMP TYPE: OPTION J, JT, J4
3. FOR STRAIGHT PCB TYPE: ALL MOUNTING OPTIONS
tel. 02.3361.1626 info@elitaliaweb.it
g&.ﬂ%ﬂ_—.% C0001 fax 02.2626.1009 www.elitaliaweb.it
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MOUNTING OPTIONS FOR D-SUB. CONNECTOR RIGHT ANGLE TYPE

STANDARD (BLANK):
Boardlocks assembled by
#4-40UNC Hex Screw Bolts

OPTION NA:
L-shape Tabs assembled by
#4-40UNC Hex Screw Bolts

SCREW

RIGHT ANGLE PALLET
4#-40 UNC

OPTION N:
Riveted Boardlocks
with #4-40UNC Open

OPTION NB:
Riveted L-shape Tabs
with #4-40UNC Open

OPTION NI:

Riveted Boarlocks with

Assembled #4-40UNC Hex Screw Bolts
OPTION NH:

Riveted Boardlocks with

Loose #4-40UNC Hex Screw Bolts

OPTION NK:

Riveted L-shape Tabs with

Assembled #4-40UNC Hex Screw Bolts
OPTION NL:

Riveted L-shape Tabs with

Loose #4-40UNC Hex Screw Bolts

ORDERING INFORMATION:
FOR EXAMPLE:

STANDARD: 5262-25TB
OPTION N: 5262-25TB/N
OPTION NH: 5262-25TB/NH
OPTION NI: 5262-25TB/NJ
OPTION NA: 5262-25TB/NA
OPTION NB: 5262-25TB/NB
OPTION NL: 5262-25TB/NL
OPTION NK: 5262-25TB/NK

4

ELZILA

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. CONNECTOR SOLDER TYPE

SPECIFICATIONS
B . . Current Rating: 3A or 5A
#3050 | No. of Dimensions(mm) Contact Resistance: 25mQ Max.
A “ Contacts| A B c D Insulation Resistance: 1000MQ Min. at 500V
09 16.92124.9930.81|19.23 Dielectric Voltage: 1000V at 1 Minute
’ﬂ o ,::::ﬂn:: ' ’J} E ;: 2252 i?gi 2233 igg Operating Temperature: -55°c to +105°
——L—-—-——J 37 55.42 | 63.50 | 69.32 | 57.33 MATERIALS
Insulator: PBT, UL94V-0 Rated
x Contact: Brass
al Shell: Brass,Steel
= Contact Plating: Gold Over Nickel Plated
E Shell Plating: Tin Over Copper Plated
*RoHS & REACH compliant.
0.8
5201
C
] #3050 No. of Dimensions(mm) J JT
Contacts| A B C D

A / 2Pes

09 16.33|24.99 | 30.81 | 19.23

T
1.90
12,55

|
¥
T 15 | 24.66|33.32|39.14 | 27.56 =
: looooooo : ! 25 |38.38|47.04|53.04|41.28
37 |54.84|63.50|69.32 |57.33 i s pen Gptisn

| P

3 || fj::l;]_

BRI

YT
i

ORDERING INFORMATION:
PIN 52xx-xXTW/xXx
T 234 5

1. CONNECTOR TYPE:

"01" MALE WITH FULL GOLD

PLATED STAMPED CONTACTS (3A)
"02" FEMALE WITH FULL GOLD

PLATED STAMPED CONTACTS (3A)
"05" MALE WITH SELECTIVE GOLD

PLATED STAMPED CONTACTS (3A)
"06" FEMALE WITH SELECTIVE GOLD

PLATED STAMPED CONTACTS (3A)
"07" MALE WITH FULL GOLD

PLATED MACHINED CONTACTS (5A)
"08" FEMALE WITH FULL GOLD

PLATED MACHINED CONTACTS (5A)

K3 K K6
lﬂ
i - k|
ik::um: i.Ep:r;Um ‘:f:“wu

2. NO. OF CONTACTS:
09, 15, 25, 37, 50
3. SHELL FINISH:
"T" TIN PLATED
4. INSULATOR COLOR:
"W" WHITE (STANDARD)
"B" BLACK
"U" BLUE
5. MOUNTING OPTION:
" " 23.05MM THROUGH HOLES
OTHERS: K, K3, K6, J, JT, J4

ELZILA C0005

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. HIGH DENSITY CONNECTOR SOLDER TYPE

C SPECIFICATIONS
a Current Rating: 3A or 5A
= Contact Resistance: 25mQ Max.
A #3.050 Insulation Resistance: 1000M<Q Min. at 500V
F Ton Dielectric Voltage: 1000V at 1 Minute
Operating Temperature: -55° to +105°
T eaalinee s et
a B q;_ e
s - MATERIALS
= = Insulator: PBT, UL94V-0 Rated
E = = .
- Contact: Brass
+ Shell: Brass,Steel
= - Contact Plating: Gold Over Nickel Plated
+I s B ]+i = Shell Plating: Tin Over Copper Plated
! | *RoHS & REACH compliant.
R 3 TR 5203, 5209
x
0
K3 K6 J JT
C 3
B =
A lose Option pen Option
Open
z #3.050 g N
Typ.
wl £] 5203, 5209
| o Iﬂﬂﬂﬂﬂﬂﬂﬂl
o 2 Nl ocosoooy No. of Dimensions(mm)
- J = Contacts| A B C D E F
E S 15 16.92 | 24.99 | 30.81 | 19.23 | 2.29 | 1.145
- 26 25.25 | 33.32 | 39.14 | 2756 | 2.29 | 1.145
44 38.96 | 47.04 | 53.04 | 41.28 | 2.29 | 1.145
r ] = *' 62 55.42 | 63.50 | 69.32 | 57.33 | 2.41 | 1.205
A el = 5204, 5210
. M o No. of Dimensions(mm)
- P Contacts| A B C D E F
0 5204, 5210 15 | 16.33 | 24.99 | 30.81 | 19.23 | 2.29 | 1.145
26 24.66 | 33.32 | 39.14 | 27.56 | 2.29 | 1.145
44 38.38 | 47.04 | 53.04 | 41.28 | 2.29 | 1.145
62 54.84 | 63.50 | 69.32 | 57.33 | 2.41 | 1.205
ORDERING INFORMATION:
P/N 52xx-xx%\{TV/xx
1. CONNECTOR TYPE: 2. NO. OF CONTACTS:

"03" MALE WITH FULL GOLD

PLATED STAMPED CONTACTS (3A)

"04" FEMALE WITH FULL GOLD

PLATED STAMPED CONTACTS (3A)

"09" MALE WITH SELECTIVE GOLD

PLATED STAMPED CONTACTS (3A)
"10" FEMALE WITH SELECTIVE GOLD
PLATED STAMPED CONTACTS (3A)

"87" MALE WITH FULL GOLD

PLATED MACHINED CONTACTS (5A)

"88" FEMALE WITH FULL GOLD

PLATED MACHINED CONTACTS (5A)

15, 26, 44, 62, 78

3. SHELL FINISH:

"T" TIN PLATED

4. INSULATOR COLOR:

"W" WHITE (STANDARD)
"B" BLACK
"U" BLUE

5. MOUNTING OPTION:

" " @3.05MM THROUGH HOLES
OTHERS: K, K3, K6, J, JT, J4

ELZILA
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D-SUB. CONNECTOR SOLDER TYPE WITH FERRITE (EMI)

/

SPECIFICATIONS
PHENCUR NI, g No. of Dimensions(mm) Current Rating: 3A
A Pes Contacts| A B C D Contact Resistance: 25mQ Max.
09 16.92 | 24.99|30.81 | 19.23 Insulation Resistance: 1000MQ Min. at 500V
- 15 2525133.32139.14 | 27.56 Dielectric Voltage: 1000V at 1 Minute
§ {} eoo000000 {) 25 38.96 | 47.04 | 53.04 | 41.28 Operating Temperature: -55° to +105°%
L:‘_" gsie ) 37 |55.4263.50 | 69.32|57.33
- MATERIALS
Insulator: PBT, UL94V-0 Rated
) Contact: Brass
UlUUuuUuuUu = Shell: Brass,Steel
| 2 n Contact Plating: Gold Over Nickel Plated
1 - 1.2 L “ Shell Plating: Tin Over Copper Plated
RUSTRTRININTRTI1 RN TU *RoHS & REACH compliant.
b 1]
5291F
C
— J JT
B_ No. of Dimensions(mm)
A s Contacts| A B C D
09 16.3324.99 | 30.81 | 19.23 d
| i 15 24.66 | 33.32 | 39.14 | 27.56
72 kgl lphphedy ! ﬁ 25 | 38.38|47.04|53.04|41.28
" 37 54.84 | 63.50 | 69.32 | 57.33 W Closa Option r Option
E B |
K3 K K6
‘M ;E- =i - 1
12 L == P : BE]
RIS TeTeTeTeTe T m— T iy g "N woren
0 i -l LB-L0Unc
o :
5292F
ORDERING INFORMATION:
PIN52xxF-xxTB/xXx
T 7 3
1. CONNECTOR TYPE:
"91" MALE
"92" FEMALE
2. NO. OF CONTACTS:
09, 15, 25, 37
3. MOUNTING OPTION:
" " @#3.0MM THROUGH HOLES
OTHERS: K, K3, K6, J, JT, J4
g&.ﬂ%ﬂ_—.M C0007 tel. 02.3361.1626 info@elitaliaweb.it

fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. CONNECTOR CRIMP TYPE TERMINAL & HOUSING

C

SPECIFICATIONS
Current Rating: 3A

= ; No. of Dimensions(mm) Contact Resistance: 25mQ Max.
A L Contacts| A B C D Insulation Resistance: 1000MQ Min. at 500V
09 16.92]24.99|30.81 | 19.23| Dielectric Voltage: 1000V at 1 Minute
e EE .
J-Yovseoenso ' P o 15 25.25|33.32|39.14 | 27.56 |  Operating Temperature: -55° to +105°
e OB 00000 i W = 25 38.96 | 47.04 | 53.04 | 41.28
C - 37 55.42163.50(69.32|57.33| MATERIALS
Insulator: PBT, UL94V-0 Rated
r Contact: Brass
UUuUUULuUu b Shell: Brass,Steel
- = Contact Plating: Gold Over Nickel Plated
= Shell Plating: Tin Over Copper Plated
*RoHS & REACH compliant.
L. 5 5221
#3.050 J JT
B 2Pl No. of Dimensions(mm)
A Contacts| A B C D ;r ;r
7 09 16.33|24.99(30.81 | 19.23
A—LDOODDO00 r,{ 15 24.66 | 33.32 | 39.14 | 27.56
‘+—teoo000000 1 25 38.38 | 47.04 | 53.04 | 41.28 aza Ophion Oplien
1 37 54.84 | 63.50 | 69.32 | 57.33
= 2770
K3 K K6
I 3 A
Dpen R
[i] 5222 it AR L8-40Ung
PIN52xx-xXTB/XX

1. CONNECTOR TYPE:
"21" MALE
"22" FEMALE
2. NO. OF CONTACTS:
09, 15, 25, 37, 50
3. MOUNTING OPTION:
" " 23.05MM THROUGH HOLES
OTHERS: K, K3, K6, J, JT, J4

NOTE: CRIMPING TOOL P/N HT-213
INSERTION & EXTRACTION
TOOL P/N HT-101

- GLCTES

[ F PR I

w I ; e
.__tﬁ.{f‘r‘ — &3 \JT
sl | |
T =
L BT

L
%

3

B8 SiCioM

(o]

FEMALE TERMINAL:
5222-01 (per piece)
5222-0.5K (500pcs/Reel)
5222-10K (10000pcs/Reel)
FOR AWG24-26

- WO

MALE TERMINAL:
5221-01 (per piece)
5221-0.5K (500pcs/Reel)
5221-10K (10000pcs/Reel)
FOR AWG24-26

NOTE: P/N 5221-xxx/2024 & 5222-xxx/2024
FOR AWG20~24

/

ELvZILA
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D-SUB. 9 PIN FEMALE CONNECTOR SET CRIMP & ASSEMBLY TYPE

SPECIFICATIONS
Rating: 100V AC Max or 12V DC 2A Max

Insulation Resistance: 500M OHMS Min at 250V DC
Withstanding: 250V AC at 1 Minute

MATERIALS
Housing: Nylon 66
17.1 Plastic Cover: Nylon 66
16.3 Contacts: Phosphor Bronze

Plating: Gold Flash Plated

1630 _ )
p *RoHS & REACH compliant.

HOUSING

18.6

98,00 |
§ - = - @ CRIMP TERMINAL

PLASTIC COVER

ORDERING INFORMATION:
PIN5222-09ASSY

ONE SET INCLUDING ONE 9 PIN BLACK FEMALE HOUSING,
9 PCS CRIMP TERMINALS & ONE BLACK PLASTIC COVER

':IF tel. 02.3361.1626 info@elitaliaweb.it
g&uﬂ ﬁlﬂ_—uM C0012 fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. HIGH DENSITY CONNECTOR CRIMP TYPE TERMINAL & HOUSING

SPECIFICATIONS
Current Rating: 3A

Contact Resistance: 25mQ Max.
- ; Insulation Resistance: 1000MQ Min. at 500V
No. of Dimensions(mm) . ; )
#1050 |Contacts| A B C D E = Dielectric Voltage: 1000V at 1 Minute
S Typ 15 16.92 | 24.99 | 30.81 | 19.23 | 2.29 | 1.145 Operating Temperature: -55° to +105°
s 26 25.25133.32139.14 | 27.56 | 2.29 |1.145
b 44 |38.9647.04|53.04|41.28| 229 |1.145 MATERIALS
E gl 5| 62 [5542|6350/69.32|57.33| 2.41 |1.205  Nsulator: PBT, UL94V-0 Rated
- Contact: Brass
Shell: Brass,Steel
| _ Contact Plating: Gold Over Nickel Plated
_+ | WY | g =| Shell Plating: Tin Over Copper Plated
| =3 *RoHS & REACH compliant.
" PR | —
* 5223
C J JT
B
A No. of Dimensions(mm)
E :ﬁ 0 Cogta(z:ts A B C D E F :1 -
I 09 16.3324.99 (30.81 | 19.23 | 2.29 |1.145
g_:l R s 15 | 24.66|33.32|39.14 | 27.56 | 2.29 |1.145 lase Optien Option
= g 25 38.38 47.04 |53.04 |41.28 | 2.29 |1.145
k E ; 37 54.84 1 63.50 | 69.32 | 57.33 | 2.41 |1.205
K3 K K6
J | i | % =
T Ll # il §
* 5224 i e
Ll L0l &8 -Lilng
ORDERING INFORMATION:
PIN52xx-xXTB/XX )
T 7T Ois g
144~
1. CONNECTOR TYPE:
"23" MALE .
"24" FEMALE T, -
2. NO. OF CONTACTS: —
15, 26, 44, 62, 78 " [ v .| o
3. MOUNTING OPTION: B —
" " @3.056MM THROUGH HOLES MALE TERMINAL.: FEMALE TERMINAL.:
OTHERS: K, K3, K6, J, JT 5223-01 (per piece) 5224-01 (per piece)
5223-0.5K (500pcs/Reel) 5224-0.5K (500pcs/Reel)
NOTE: CRIMPING TOOL P/N HT-213 5223-10K (10000pcs/Reel)  5224-10K (10000pcs/Reel)
INSERTION & EXTRACTION FOR AWG26-28 FOR AWG26-28
TOOL P/N HT-101
g&ﬂ%ﬂl_’% C0013 tel. 02.3361.1626 info@elitaliaweb.it

fax 02.2626.1009 www.elitaliaweb.it
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LOW PROFILE D-SUB. CONNECTOR ALL PLASTIC I.D.C. TYPE

SPECIFICATIONS

—{ Current Rating: 3A
I 3,50 Dia Contact Resistance: 25mQ Max.
2.7 71— S i
— Ll y {y 2 HOLES) Insulation Resistance: 1000MQ Min. at 500V
Qﬁ EE ;! L] Dielectric Voltage: 1000V at 1 Minute
5 -_,'_ & Operating Temperature: -55° to +105°
o f B @
o]
- S MATERIALS
i Insulator: PBT, UL94V-0 Rated
[ : | :]: 1 Contact: Brass
el T _—l: ! Shell: Brass,Steel
= : : { Contact Plating: Gold Over Nickel Plated
! e 57 Pm“ i Shell Plating: Tin Over Copper Plated
2.54 —=lE = *RoHS & REACH compliant.
i 3 | >
e 11 3.50 Dia
o , e7/——1 /| (2 HOLES)
) —— — o (ﬂnnnuuunnnnnd‘ o~
et COo00CO00CCoD
it p o -
e S 0 G R | :
LI 11 : I = ol -
5251L -xxPxx A >
s 26— 7
| [l | !
g mm—— O
e ol ]
L - M
* U o
No. of Dimensions(mm) ) 2=
Contacts| A B C D E F
09 30.89|24.99|16.92|10.16 | 16.33 | 21.78 | F |
15 39.14 | 33.32 | 25.25 | 17.78 | 24.66 | 29.62
25 |53.09 |47.04(38.96 | 30.48 | 38.38 | 43.35 i : """""" _,-—
37 69.39 | 63.50 | 55.45 | 45.72 | 54.84 | 59.92 g: U S———
i} 11 I
52521 -xXPxx f |
—rl26
ORDERING INFORMATION:
PIN52xxL-xXPxXx
T 2 31
1. CONNECTOR TYPE: 4. MOUNTING TYPE:
"51" MALE "0" @3.50MM THROUGH HOLES
"52" FEMALE
2. NO. OF CONTACTS:
09, 15, 25, 37

3. INSULATOR COLOR:
"B" BLACK (STANDARD)
"U" BLUE (STANDARD)
"A" GRAY (OPTIONAL)
"N" DARK GREEN (OPTIONAL)
"R" DARK RED (OPTIONAL)

\_

/

':IF tel. 02.3361.1626 info@elitaliaweb.it
g&ll] ﬁ"-'__l% C0021 fax 02.2626.1009 www.elitaliaweb.it
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THREADED INSERTS

2.77—~H

aaddddadan

i#4-40 THREADED
{2 INSERTS )

=

B.36

| oopooooo |

—=H1.2

LOW PROFILE D-SUB. CONNECTOR I.D.C. TYPE WITH METAL SHELL &

SPECIFICATIONS
Current Rating: 3A

Contact Resistance: 25mQ Max.

Insulation Resistance: 1000M<Q Min. at 500V

Dielectric Voltage: 1000V at 1 Minute
Operating Temperature: -55° to +105°

MATERIALS
Insulator: PBT, UL94V-0 Rated

Contact: Brass

Shell: Brass,Steel

Contact Plating: Gold Over Nickel Plated
Shell Plating: Tin Over Copper Plated

]
f
—f—1.27 i
— S4 o ——|~12.E ! *RoHS & REACH compliant.
' F { s T £4-40) THREADED
FOITYE 277 | (2 INSERTS )
e : o 7
2 S o e
3 = ==
u 1
b4t gL d — i
52511 -xxMxx L J #r oo
5 ip
} | I |
b il
— | 1,07 2
No. of Dimensions(mm) 254 o 2 e
Contacts| A B C D E F T}
09 30.89|24.99|16.92|10.16 | 16.33 | 21.78
15 39.14 | 33.32 | 25.25 | 17.78 | 24.66 | 29.62 f- i
25 53.09 | 47.04 | 38.96 | 30.48 | 38.38 | 43.35 "
37 |69.39|63.50 | 55.45 | 45.72 | 54.84 | 59.92 o e A
g o=
iy & N
5252L -xxMxx
I
ORDERING INFORMATION:
P/IN52xxXL-XXMXX
T Z 31
1. CONNECTOR TYPE: 4. MOUNTING TYPE:
"51" MALE "N" UNC4-40 THREADED INSERTS
"52" FEMALE "3" M3*0.5 THREADED INSERTS
2. NO. OF CONTACTS:
09, 15, 25, 37
3. INSULATOR COLOR:
"B" BLACK (STANDARD)
"U" BLUE (STANDARD)
"A" GRAY (OPTIONAL)
"N" DARK GREEN (OPTIONAL)
"R" DARK RED (OPTIONAL)
tel. 02.3361.1626 info@elitaliaweb.it
g&.ﬂ%ﬂ_—,% C0022 fax 02.2626.1009 www.elitaliaweb.it




LOW PROFILE D-SUB. CONNECTOR I.D.C. TYPE WITH METAL SHELL &
THROUGH HOLES

C D 330 Di SPECIFICATIONS
27 1 £ Current Rating: 3.0 A
| /"~ (2 RIVETS) g- 5.0 Ampere
r Contact Resistance: 25mQ Max.
I@ il 18 Insulation Resistance: 1000MQ Min. at 500V
0% I ) Dielectric Voltage: 1000V at 1 Minute
g I B @ Operating Temperature: -55° to +105°
ol
A 5
b MATERIALS
i [_DE-DW'] ; Insulator: PBT, UL94V-0 Rated
th ! Contact: Brass
- w——é Shell: Brass,Steel
| ——127 e Contact Plating: Gold Over Nickel Plated
""4"‘254 o _-I_lg_é._-_ Shell Plating: Tin Over Copper Plated
1 *RoHS & REACH compliant.
| F |
o T B E ID 330 Dia
| = 277 ;12 RIVETS)
L] T r |
L Jl i j I8 Soscee |
7] | - L1 m“n“" | |
| | .'
52511 -xxMx1 —I-la_&-l-— & i | | LY
L 1 u T
| 1
@ =T !
7 L
[ 1.27 [~
No. of Dimensions(mm) £.94 o 261
Contacts| A B C D E E T

09 30.89|24.99|16.92|10.16 | 16.33 | 21.78
15 39.14 | 33.32 | 25.25| 17.78 | 24.66 | 29.62 J
25 53.09 | 47.04 | 38.96 | 30.48 | 38.38 | 43.35 [ .

37 69.39 | 63.50 | 55.45 | 45.72 | 54.84 | 59.92 u'-"g PR -
t ; J-L [17] g
52521 -xxMx1 L -1.5.&-],——
ORDERING INFORMATION:
PIN52xxL-xxMx1
T 2 31
1. CONNECTOR TYPE: 4. MOUNTING TYPE:
“51" MALE “1" ¥3.30MM RIVETED THROUGH HOLES
52" FEMALE
2. NO. OF CONTACTS:
09, 15, 25, 37

3. INSULATOR COLOR:
"B" BLACK (STANDARD)
"U" BLUE (STANDARD)
"A" GRAY (OPTIONAL)
"N" DARK GREEN (OPTIONAL)
"R" DARK RED (OPTIONAL)

':IF tel. 02.3361.1626 info@elitaliaweb.it
g&uﬂ ﬁlﬂ_—uM C0023 fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. CONNECTOR I.D.C. TYPE FOR FLAT CABLE ASSEMBLY

A SPECIFICATIONS
B Current Rating: 3.0 Ampere
c Contact Resistance: 25mQ Max.
D Insulation Resistance: 1000MQ Min. at 500V
Rl __E_I Dielectric Voltage: 1000V at 1 Minute
i o — 1 Operating Temperature: -55° to +105°c
ssssdAODODON ﬂ!| E
LIR wnnn l’g‘!'--‘-- r-| od
. = MATERIALS
Tl '\ #3.05 clear hole Insulator: PBT, UL94V-0 Rated
Contact: Brass
e Shell: Brass,Steel
- o E_I Contact Plating: Gold Over Nickel Plated
“| ":__ Shell Plating: Tin Over Copper Plated
3_ l_hﬁw(‘,_ﬂﬂ_lg ﬂ WL *RoHS & REACH compliant.
= £ - .
—— 12z ml—- [N —
2.54
F Cover
Wi s “Q"
[ et
=]
: igwd ==
115,5
in_Reli
No. of Dimensions(mm)
Contacts| A B C D E F
09 30.81|24.99|16.92|16.33|11.08 |10.16
15 39.14 | 33.32|25.50 | 24.66 | 19.39 | 17.78
25 53.04 | 47.04 | 38.96 | 38.38 | 33.24 | 30.48
37 69.32 | 63.50 | 55.42 | 54.84 | 49.86 | 45.72
ORDERING INFORMATION:
PN 52XX-XXXXX
1T 7 345
1. CONNECTOR TYPE: 5. MOUNTING OPTION:
"97" MALE "0" @3.05MM THROUGH HOLES
"98" FEMALE "4" UNC4-40 THREADED INSERT
2. NO. OF CONTACTS: "3" M3 THREADED INSERT
09, 15, 25, 37
3. SHELL TYPE:
"P" ALL PLASTIC TYPE
"M" METAL SHELL TYPE
4. INSULATOR COLOR:
"B" BLACK (STANDARD)
"U" BLUE
g&.ﬂ%ﬂ_—.%l C0024 tel. 02.3361.1626 info@elitaliaweb.it

fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. MALE CONNECTOR WITH METAL SHELL I.D.C. TYPE

SPECIFICATIONS

Current Rating: 3A

Contact Resistance: 25mQ Max.

Insulation Resistance: 1000MQ Min. at 500V
Dielectric Voltage: 1000V at 1 Minute

1.00£0.13
_40E.D05)

] Operating Temperature: -55° to +105°%

MATERIALS

Insulator: PBT, UL94V-0 Rated

Contact: Brass

Shell: Brass,Steel

Contact Plating: Gold Over Nickel Plated
Shell Plating: Tin Over Copper Plated
*RoHS & REACH compliant.

10.70+£0.25
e [ 4Z1£.010)
9.00+0.25
1 | {.354%.010) ]
21,60 MAX, — 18.35+0.38,/(.7224.015 T
{.850) " [~ T : i
AFTER CrmeniG - [C T[T o
ik s . 2n.mtumg.a1at.ma}
i —— __I_l_
o ]
i
armel
siomunl
1 ¥
é‘[‘:%:::ﬁ?:h E
=
a3 D
2la A
o
Sl 8
]
’

s 55 3
€ 8.0040.28 e w@ 338 3
. L eI S R 53 3
H S|
fuu MAX, Eﬂ 18.20:40.38 /. 7174.015) T §§ =1 g 8
843 ’ H muun{gw } b [ T .
e e 20852038 /(er3e015) 4t 28 o8
e—l— —t H 2 ,
+018 e i 10°TYP, OPTIOMAL
c ;% il ] ki B ~JREAR MOUNT CHLY)
FLrALL / (120l I
s % \sguore
& ! )4 N | ki
— : ? b FOR FRONT MOUNTING {
—C— |
i A "= %
. B L
Dimensions(mm)
CT:)II(iia(():ft‘s + + +| +| + + +| +| 1£0.13 1£0.13
A+0.13 | B+0.25| C+0.13 | D+0.13 | E+0.25 | F+£0.25 | G+0.25| H+0.25 REAR MOUNTING |FRONT MOUNTING
09 2499 | 30.80 | 11.08 8.31 16.10 | 18.60 | 16.92 | 16.33 20.47 22.20
15 33.32 | 39.10 | 19.39 | 16.62 | 24.00 | 26.60 | 25.25 | 24.66 28.80 30.53
25 47.04 | 53.09 | 33.24 | 30.47 | 38.14 | 40.90 | 38.96 | 38.38 42.52 44.27
37 63.50 | 69.40 | 49.86 | 47.09 | 54.60 | 57.10 | 55.45 | 54.84 59.08 60.73
ORDERING INFORMATION:
P/IN5213-XXXXX
T 2312
1. NO. OF CONTACTS: 4. HOUSING COLOR:
09, 15, 25, 37 " " BLUE (STANDARD)
2. HOUSING CONSTRUCTION TYPE: "B" BLACK
"C" STANDARD THROUGH HOLES
"D" UNC4-40 THREADED INSERTS
3. STRAIN RELIEF TYPE:
"P" PLASTIC STRAIN RELIEF
"S" STEEL STRAIN RELIEF
g&ﬂ%ﬂ__’% C0025 tel. 02.3361.1626 info@elitaliaweb.it

fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. FEMALE CONNECTOR WITH METAL SHELL I.D.C. TYPE

SPECIFICATIONS
Current Rating: 3A

1.

2.

NO. OF CONTACTS:

09, 15, 25, 37

HOUSING CONSTRUCTION TYPE:
"C" STANDARD THROUGH HOLES
"D" UNC4-40 THREADED INSERTS

. STRAIN RELIEF TYPE:

"P" PLASTIC STRAIN RELIEF
"S" STEEL STRAIN RELIEF

ORDERING INFORMATION:
PIN5214-xXXXX
12314

4.

HOUSING COLOR:
" " BLUE(STANDARD)
"B" BLACK

\_

10.7040.25 )
E (4212 ma)| Contact Resistance: 15mQ Max.
800023 WG o Insulation Resistance: 1000MQ Min.
(. 354L.0n0) ! 13 § - g -
¥ | [ alg Fi Dielectric Wistanding: 500V AC
El.d-g) MNAK, 18 2040 38/ 717& 015) 2= g Operating Temperature: -55° to +105°
843) F AFER CRWANG POSIoN Ol 3T
AETER SRS 20654038,/ 8134 .015) | -
Y T ] T Pre-cruP Poaton MATERIALS
H ] STANDARD THROUGH HOLES Insulator: PBT, UL94V-0 Rated
+O15 Contact: Phosphor Bronze
rr—s—-—r- 215 *RoHS & REACH compliant.
2.7?111!.1 E {120F
TaE) el 5214
7 1 No. of Dimensions(mm)
e r—ils Contacts| A +0.13 | B +0.25 | C +0.13 | D +0.13 | E +0.25 | F +0.25 [H +0.25 | | +0.13 | J +0.13
—L == = 09 2499 | 30.80 | 11.08 | 831 | 16.10 | 1860 | 16.33 | 20.47 | 22.20
A — o 15 33.32 | 39.10 | 33.24 | 16.62 | 24.00 | 26.60 | 24.66 | 42.52 | 30.53
_ 8 o 25 47.04 | 53.09 | 19.39 | 30.47 | 38.14 | 40.90 | 38.38 | 28.80 | 44.27
e : 37 63.50 | 69.40 | 11.08 | 47.09 | 54.60 | 57.10 | 54.84 | 20.47 | 60.73
F
10.70+0.25
E {421£.010) -
9.00£0.25 g =B &
i {(354z.010) 1= o 53 '§ % ﬁ %
i # Bl
18.20£0.38/(. N7£.015) [ e B 5§32 3
AFTER wdrs{ POSITION ) l_f S o E P
20.654+0.38 /(, 8134.015) - g g 8 ¥
PHE-CRIMP POSITION SR wE
+ DS gad
H gl W W
WITH 48-40 UNC THREADED INSERT iE i e
c 4i— A0UNC— g el
2,77 TYP,
g [T
(Toa)_ ! ¢}-
19 z FOR FRONT MOUNTING -]
= -
2 ; I
o Lo it
HH A e
e B
[ 3

/

ELvZILA

C0026

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it



-

e
B36

.-.iﬂ pﬂ‘ a 'ﬂ‘:?ﬂiﬂ _E %

LIT4

1Bl

-8
" S L

Fa 1]

5231, 5233, 5235

#1100
w

3

D-SUB. CONNECTOR STRAIGHT PCB MOUNT TYPE

118
L85

SPECIFICATIONS
Current Rating: 3A or 5A

Contact Resistance: 25mQ Max.

Insulation Resistance: 1000MQ Min. at 500V
Dielectric Voltage: 1000V at 1 Minute
Operating Temperature: -55°c to +105°%

MATERIALS
Insulator: PBT, UL94V-0 Rated

Contact: Brass

Shell: Brass,Steel
Contact Plating: Gold Over Nickel Plated
Shell Plating: Tin Over Copper Plated
*RoHS & REACH compliant.

#1209

{]\:'

L e ]

D—0 & D—2>D

i

Recommended P.C.Board Layout

5231, 5233, 5235

No. of D

imensions(mm)

Contacts| A

B C D

09 16.92|24.99/30.81|19.23
15 25.25|33.32|39.14|27.56
25 38.96|47.04|53.04|41.28
37 55.42|63.50|69.32|57.33

5232, 5234, 5236

No. of D

imensions(mm)

Contacts| A

B C D

09

16.33

24.99/30.81|19.23

15

24.66

33.32(39.14|27.56

25

38.38

47.04153.04|41.28

37 |54.84[63.50|69.32|57.33
o 5232, 5234, 5236
K3 K K6 J JT JaT BR BRJ
_':1 lose _:;I__
Open LN-40Une
AL oln N
Lili-b0lne
ORDERING INFORMATION:
PIN 52 xx-XXTW/XXX
T 7234 5
1. CONNECTOR TYPE: 2. NO. OF CONTACTS:
"31" MALE WITH FULL GOLD 09, 15, 25, 37, 50
PLATED MACHINED CONTACTS (5A) 3. SHELL FINISH:
"32" FEMALE WITH FULL GOLD "T" TIN PLATED
PLATED MACHINED CONTACTS (5A) 4. INSULATOR COLOR:
"33" MALE WITH FULL GOLD "W" WHITE (STANDARD)
PLATED STAMPED CONTACTS (3A) "B" BLACK
"34" FEMALE WITH FULL GOLD "U" BLUE
PLATED STAMPED CONTACTS (3A) 5. MOUNTING OPTION:
"35" MALE WITH SELECTIVE GOLD " " @3.056MM THROUGH HOLES
PLATED STAMPED CONTACTS (3A) OTHERS: K, K3, K6, J, JT, J4T, BR, BRJ
"36" FEMALE WITH SELECTIVE GOLD
PLATED STAMPED CONTACTS (3A)
g&.ﬂ%ﬂ_—.%l C0031 tel. 02.3361.1626 info@elitaliaweb.it

fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. CONNECTOR WITH STAMPED CONTACTS STRAIGHT PCB TYPE

WITH FERRITE (EMI)

C

SPECIFICATIONS
B Current Rating: 3A
2-93.05 . N )
A PLL No. of Dimensions(mm) Contact Resistance: 25mQ Max.
Contacts| A B C D | Insulation Resistance: 1000MQ Min. at 500V
09 116.92]24.99|30.81 | 19.23 | Dielectric Voltage: 1000V at 1 Minute
e
4Lt ococonooa ' {{ 2 15 ]25.25)33.32|39.14 | 27.56 | Operating Temperature: -55% to +105%
L. CoOQpoOOO0 1 = 25 38.96 | 47.04 | 53.04 | 41.28
E | e 37 55.42 | 63.50 | 69.32 | 57.33 MATERIALS
P 2718 Insulator: PBT, UL94V-0 Rated
Contact: Brass
= 3| Shell: Brass,S.teel
= - Contact Plating: Gold Over Nickel Plated
: : Shell Plating: Tin Over Copper Plated
L ! *RoHS & REACH compliant.
CUTaUvaruoToY N{
o ! 5285F
c #1100
#3.050 " 2778 #3200
B
1Pl No. of Dimensions(mm) 3 145 / o
A Contacts| A B C D o \
; 09 |16.33|24.99|30.81[19.23 ] —°o—=o|eo—o ({‘
L+ 0 9 o—0
A foooooooe] H| o 15 | 24.66|33.32|39.14 [ 27.56
g 9900000 M =] e 25 38.38|47.04 |53.04 | 41.28
X 37 54.84 | 63.50 | 69.32 | 57.33 8
3 Recommended P.C.Board Layout
= 2110
-
N — : q
" . |
[ i
CUNATURTUATTvID ]
1] - 5286F
K3 K K6 J JT BR BRJ
L--]
| ""[
| J
L]
a L#-LOUn ] . -
Opan § e I € T “e-soune S
LE-LiUnc

\_

ORDERING INFORMATION:
PIN 52xxF-xXTB/XxXxX
T 7 3

1. CONNECTOR TYPE:
"85" MALE
"86" FEMALE
2. NO. OF CONTACTS:
09, 15, 25, 37, 50
3. MOUNTING OPTION:
" " @3.05MM THROUGH HOLES
OTHERS: K, K3, K6, J, JT, J4T, BR, BRJ

/

ELvZILA C0032

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. HIGH DENSITY CONNECTOR STRAIGHT PCB MOUNT TYPE

SPECIFICATIONS
L %Kﬂ\ 11" Current Rating: 3A or 5A
B 5 Contact Resistance: 25mQ Max.
A = Insulation Resistance: 1000MQ Min. at 500V
= ::-:5“ e a Dielectric Voltage: 1000V at 1 Minute
i ;,:I,_-____% | Recommended P.C.Board Layout Operating Temperature: -55° to +105°
E A EELEELLY
et ‘ﬂ HEE- L v s - (15 POSITION) MATERIALS
E g = {Qz, | T }gg. Insulator: PBT, UL94V-0 Rated
= uﬂ e 05 o Contact: Brass
| soy Shell: Brass,Steel
I Uu Uy l % ] E gi H b Contact Plating: Gold Over Nickel Plated
y | a_ -z B Shell Plating: Tin Over Copper Plated
] m Recommended P.C.Board Layout ~ ~ROHS & REACH compliant.
D 5229, 5237, 5239 (26, 44, 62 POSITION)
5229, 5237, 5239
o i X No. of Dimensions(mm)
B iy Contacts| A B C D E [= H
A " 15 16.92/24.99(30.81|19.23| 2.29 |1.145| 7.04
#3.050 ] RL 26 25.25|33.32(39.14|27.56| 2.29 |1.145| 6.88
_"”"_F S T "‘ - 44 38.96/47.04|53.04|41.28| 2.29 |1.145| 6.88
i a 5 r-."-“---- # Recommended P.C.Board Layout 62 55.42/63.50(69.32|57.33| 2.41 |1.205| 7.00
= LILIILLLC pu J (15 POSITION) 5230, 5238, 5240
E = _F ; No. of Dimensions(mm)
i oy Contacts| A B C D E F H
F‘" C 15 16.33/24.99(30.81|19.23| 2.29 |1.145| 7.04
1 I l I - U / - 26 24.66|33.32(39.14|27.56| 2.29 |1.145| 6.88
3 T i 2 q —H—£ = E 44 38.38|47.04|53.04|41.28| 2.29 |1.145| 6.88
= 'ﬁ' 62 |54.84|63.50/69.32|57.33| 2.41 [1.205] 7.00
-z n 5230 5238. 5240 Recommended P.C.Board Layout
(26, 44, 62 POSITION)
K3 K K6 J JT JAT BR BRJ
=
A 2
EEE::'LM: LE:ﬂm; Opan
L8-40Unc

ORDERING INFORMATION:
PIN 52xx-xXTW/xxX
T 234 5

1. CONNECTOR TYPE: 2. NO. OF CONTACTS:

"29" MALE WITH SELECTIVE GOLD 15, 26, 44, 62, 78
PLATED STAMPED CONTACTS (3A) 3. SHELL FINISH:

"30" FEMALE WITH SELECTIVE GOLD "T" TIN PLATED
PLATED STAMPED CONTACTS (3A) 4. INSULATOR COLOR:

"37" MALE WITH FULL GOLD "W" WHITE (STANDARD)
PLATED MACHINED CONTACTS (5A) "B" BLACK

"38" FEMALE WITH FULL GOLD "U" BLUE
PLATED MACHINED CONTACTS (5A) 5. MOUNTING OPTION:

"39" MALE WITH FULL GOLD " " @3.05MM THROUGH HOLES
PLATED STAMPED CONTACTS (3A) OTHERS: K, K3, K6, J, JT, J4T, BR, BRJ

"40" FEMALE WITH FULL GOLD
PLATED STAMPED CONTACTS (3A)

':IF tel. 02.3361.1626 info@elitaliaweb.it
g&uﬂ ﬁlﬂ_—uM C0033 fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. CONNECTOR WITH STAMPED PINS HIGH PROFILE STRAIGHT PCB

MOUNT TYPE
529 5293 SPECIFICATIONS
. : . . Current Rating: 3A
No. of Dimensions(mm) No. of Dimensions(mm) Contact Resistance: 15mQ Max.
Contacts) A | B | C | D | T | |Contacts| A | B | C | D | T |nsylation Resistance: 1000MQ Min. at 500V
09 30.80/24.99|16.34|19.20 09 30.80/24.99|16.34|19.20 Dielectric Voltage: 500V at 1 Minute
15 [39.15]33.32|24.70(27.70| 3.6 15 |39.15]33.32|24.70|27.70| 3.6 | qperating Temperature: -50°% to +100°%
48 4.8 A
25 |53.00|47.04|38.40 |41.10| Ty 25 |53.0047.04]38.40 | 41.10 | 54 | nsulator: PBT, UL94V-0 Rated
37 |69.30|63.50|54.80|57.30 | 7.2 37 69.30]63.50|54.80|57.30| 7.2 | congact: Brass, Stampped-Pin
50 |67.60|61.00]52.20|55.10 50 |67.60|61.00]52.20|55.10 Selective Gold Plated
Shell: Steel, Tin Plated
AdD.35 Ad0.35 *RoHS & REACH compliant.
B0.18 | B20.18
C20.18 I C20.18 ! 5.0040.20 T
g l L fa I 1 2 |
- F T ! a =
: EEr b
g | . A N =
= Tl o ol e A
358 2| S 'R ; | =5
#& L - é L ) 1 ; &
> L:_ N - ]ll: N Fa \- =2
s PITCH 277 N\_pa—s0unc-2 - PITEH 277 N\_ pa—spunc-2 e

SECTION: A-A

ORDERING INFORMATION:
P/IN 52XX-XXX/XXXXXX
T 23 45

1. CONNECTOR TYPE: 4. MOUNTING OPTION:

"93" MALE WITH STAMPED PINS
"94" FEMALE WITH STAMPED PINS
2. NO. OF CONTACTS:

" " 3.05MM THROUGH HOLESS
"BR" BOARD-LOCK
"BRJ" BOARD-LOCK & SCREW

09, 15, 25,37, 50 5. LENGTH X:

3. PIN LATCH & CONTACT TYPE:
"N" T=3.6MM FOR FEMALE & MALE
"Q" T=5.4MM FOR FEMALE & MALE
"R" T=7.2MM FOR FEMALE & MALE
"S" T=4.8MM FOR FEMALE & MALE

11.0, 12.0, 12.7, 13.7, 14.5, 15.0

B0.13
: i
o #1.05=Pin Hurmibar | _11"‘“.,_ i
51 % b 5T W
TPy
ooss D085 PIICH=2.77
0,38 5 Recommended P.C.Board Layout

ELvZILA C0034

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. MALE CONNECTOR WITH MACHINED PINS HIGH PROFILE STRAIGHT PCB
MOUNT TYPE

AZD.35
84010 SPECIFICATIONS
€015 17 A10£0.5 L Current Rating: 5A

1 | - }}' i Contact Resistance: 25mQ Max.

Insulation Resistance: 1000MQ Min. at 500V
Dielectric Voltage: 1000V at 1 Minute
Operating Temperature: -55° to +105°c

11.07£0.15
5.88
A 1
s
Lo
-] o
-+
k&
s
+7T
-+
s
S
-
-
s
-
— !
(FB_.
i
15.30£0.25
1
|
13.4040.35

MATERIALS

Insulator: PBT, UL94V-0 Rated

Contact: Brass

Shell: Brass,Steel

Contact Plating: Gold Over Nickel Plated
Shell Plating: Tin Over Copper Plated
*RoHS & REACH compliant.

10.7540.35

B.36£0.15

10.8040.25

Oi - ( ) " B £0.10 .
mensions(mm

PartNo- AT B [c | Db | x [T [k | =z | z7emos ot 05 NUMBER |
5293-09A/xx | 30.80 | 24.99 | 16.92 | 19.20 | 11.00 | 3.60 | 1.60 Kl . ;‘/;_; o
5203-09B/xx | 30.80 | 24.99 | 16.92 | 19.20 | 12.70 | 5.40 | 2.40 3 —4 * thbet (_]9_
5293-09C/xx | 30.80 | 24.99 | 16.92 | 19.20 | 1450 | 7.20 | 3.20 “M*

5203-15A/xx | 39.15 | 33.32 | 25.25 | 27.62 | 11.00 | 3.60 | 1.60 Recommended P.C.Board Layout
5203-15B/xx | 39.15 | 33.32 | 25.25 | 27.62 | 12.70 | 540 | 2.40

5203-15C/xx | 39.15 | 33.32 | 25.25 | 27.62 | 1450 | 7.20 | 3.20 B40.10

i
#1.05=-50PLC I #3.05-2

5293-25A/xx | 53.00 | 47.04 | 38.96 | 41.18 | 11.00 | 3.60 | 1.60 i
]

5293-25B/xx | 53.00 | 47.04 | 38.96 | 41.18 | 12.70 | 5.40 | 2.40 & | e LT7 PCHS "
5203-25C/xx | 53.00 | 47.04 | 38.96 | 41.18 | 14.50 | 7.20 | 3.20 ++++J.L+-+-4-§-+— B
5293-37A/Xx | 69.30 | 63.50 | 55.42 | 57.34 | 11.00 | 3.60 | 1.60 qa— — - PP — s
5293-37B/xx | 69.30 | 63.50 | 55.42 | 57.34 | 12.70 | 5.40 | 2.40 e

5293-37C/xx | 69.30 | 63.50 | 55.42 | 57.34 | 14.50 | 7.20 | 3.20 Recommended P.C.Board Layout
5293-50A/xx | 67.00 | 61.00 | 52.80 | 55.16 | 11.00 | 3.60 | 1.60
5293-50B/xx | 67.00 | 61.00 | 52.80 | 55.16 | 12.70 | 5.40 | 2.40
5293-50C/xx | 67.00 | 61.00 | 52.80 | 55.16 | 14.50 | 7.20 | 3.20

ORDERING INFORMATION:
P/IN 5293 -xxXx/XX
T 723 4

1. CONNECTOR TYPE: 4. MOUNTING OPTION:

"93" MALE WITH MACHINED PINS " " @3.05MM THROUGH HOLES
2. NO. OF CONTACTS: "BR" BOARD LOCK

09, 15, 25, 37, 50 "BRJ" BOARD LOCK & SCREW

3. PIN LENGTH & CONTACT TYPE:
"A" T=3.6MM MACHINED PINS
"B" T=5.4MM MACHINED PINS
"C" T=7.2MM MACHINED PINS

':IF tel. 02.3361.1626 info@elitaliaweb.it
g&.ﬂ ﬂﬂ_‘l% C0035 fax 02.2626.1009 www.elitaliaweb.it
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MOUNT TYPE

10.80+0.15

D-SUB. FEMALE CONNECTOR WITH MACHINED PINS HIGH PROFILE STRAIGHT PCB

A.6+0.25

13404035

7902015

10, 75:40.35

~

SPECIFICATIONS
Current Rating: 5A

Contact Resistance: 25mQ Max.

Insulation Resistance: 1000M<Q Min. at 500V
Dielectric Voltage: 1000V at 1 Minute
Operating Temperature: -55° to +105°

MATERIALS
Insulator: PBT, UL94V-0 Rated

Contact: Brass

Shell: Brass,Steel

Contact Plating: Gold Over Nickel Plated
Shell Plating: Tin Over Copper Plated
*RoHS & REACH compliant.

Recommended P.C.Board Layout

ORDERING INFORMATION:
PIN 5294 -xxx/XX
T 723 4

1. CONNECTOR TYPE:

"94" FEMALE WITH MACHINED PINS
2. NO. OF CONTACTS:

09, 15, 25, 37, 50
3. PIN LENGTH & CONTACT TYPE:

"A" T=3.6MM MACHINED PINS

"B" T=5.4MM MACHINED PINS

"C" T=7.2MM MACHINED PINS

q No. of Dimensions(mm
E Contacts A B C D
g g 09 30.80 | 24.99 | 16.30 | 19.20
= g 15 39.15 | 33.32 | 24.65 | 27.62
< 25 53.00 | 47.04 | 38.40 | 41.18
37 69.30 | 63.50 | 54.80 | 57.34
50 67.00 | 61.00 | 52.20 | 55.16
: B8+0.10 P
#3.05-2 i 2.77 PITCHS i #3.05—2
5 8
] wi

4. MOUNTING OPTION:

Recommended P.C.Board Layout

" " @3.05MM THROUGH HOLES
"BR" BOARD LOCK
"BRJ" BOARD LOCK & SCREW

\_

ELvZILA

C0036

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. HIGH DENSITY MALE CONNECTOR WITH MACHINED PINS HIGH PROFILE

STRAIGHT PCB MOUNT TYPE

SPECIFICATIONS
Current Rating: 5A

Contact Resistance: 25mQ Max.

~

Insulation Resistance: 1000M<Q Min. at 500V

Dielectric Voltage: 1000V at 1 Minute
Operating Temperature: -55° to +105°c

MATERIALS
Insulator: PBT, UL94V-0 Rated

Contact: Brass

Shell: Brass,Steel

Contact Plating: Gold Over Nickel Plated
Shell Plating: Tin Over Copper Plated
*RoHS & REACH compliant.

5295-xxx/BRJ

ORDERING INFORMATION:

PIN 5295-xxx/XX
T 723 4

1. CONNECTOR TYPE:
"95" MALE WITH MACHINED PINS
2. NO. OF CONTACTS:
15, 26, 44, 62, 78
3. PIN LENGTH & CONTACT TYPE:
"A" T=3.6MM MACHINED PINS
"B" T=5.4MM MACHINED PINS
"C" T=7.2MM MACHINED PINS

- AE0.35
= B40.18 i
1 \\ C+0.15 : PR
N .' /
o ol i
- o ..+_ -
E g gl% S —| & 4
y r i ) _Jee=154403
: ' T e
PETLArS -, ——
S 78P-LIMPLED12
= = , .
2 1| ECL a| 3
ad, i
= = R |
I g i
g = I g I
| : |
__Q_E' —E_EJ' T40.25
[ 15P=2.29 i P
#0740.05 ——--”—-— _‘__I__l_‘_ PTEH Eﬁ;:g Y e 38ED
D+0.25 gt 108402
Part No. Dimensions(mm) el i o]
A B C D T X
5295-15A/xx | 30.80 | 24.99 | 16.92 | 19.20 | 3.60 9.60
5295-15B/xx 30.80 | 24.99 | 16.92 | 19.20 | 5.40 | 11.00
5295-15C/xx 30.80 | 24.99 | 16.92 | 19.20 | 7.20 | 12.70
5295-26A/xx | 39.20 | 33.32 | 25.25 | 27.70 | 3.60 9.60
5295-26B/xx 39.20 | 33.32 | 25.25 | 27.70 | 5.40 | 11.00
5295-26C/xx 39.20 | 33.32 | 25.25 | 27.70 | 7.20 | 12.70
5295-44A/xx | 53.00 | 47.04 | 38.95 | 41.10 | 3.60 9.60
5295-44B/xx 53.00 | 47.04 | 38.95 | 41.10 | 5.40 | 11.00
5295-44C/xx 53.00 | 47.04 | 38.95 | 41.10 | 7.20 | 12.70
5295-62A/xx | 69.40 | 63.50 | 55.40 | 57.30 | 3.60 9.60
5295-62B/xx | 69.40 | 63.50 | 55.40 | 57.30 | 5.40 | 11.00
5295-62C/xx | 69.40 | 63.50 | 55.40 | 57.30 | 7.20 | 12.70
5295-78A/xx | 67.00 | 61.10 | 52.80 | 55.10 | 3.60 9.60
5295-78B/xx 67.00 | 61.10 | 52.80 | 55.10 | 5.40 | 11.00
5295-78C/xx 67.00 | 61.10 | 52.80 | 55.10 | 7.20 | 12.70

4. MOUNTING OPTION:
" " @3.05MM THROUGH HOLES
"BR" BOARD LOCK

"BRJH

BOARD LOCK & SCREW

ELvZILA

C0037

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. HIGH DENSITY FEMALE CONNECTOR HIGH PROFILE STRAIGHT PCB

MOUNT TYPE

ThS=10.80+0.15

e
i

[re———
e

2 440 LNC

SPECIFICATIONS

_ 7BS-15.4403

Current Rating: 3A or 5A

Contact Resistance: 25mQ Max.

Insulation Resistance: 1000MQ Min. at 500V
Dielectric Voltage: 1000V at 1 Minute
Operating Temperature: -55° to +105°c

MATERIALS
Insulator: PBT, UL94V-0 Rated

Contact: Brass

12,6403

Shell: Brass,Steel
Contact Plating: Gold Over Nickel Plated

0.9 58402

I

Shell Plating: Tin Over Copper Plated
*RoHS & REACH compliant.

[
3 : b
{ L
S [ |
Ll d
155=2.29
i) ——t Py | ez 78 1= 3560,
D£0.28 T A1 _109102 | 5706 xxx/BR
Dimensions(mm
Part No. A B c D T X
5296-15A(D)/xx | 30.80 | 24.99 | 16.34 | 19.20 | 3.60 | 9.60
5296-15B(E)/xx | 30.80 | 24.99 | 16.34 | 19.20 | 5.40 | 11.00
5296-15C(F)/xx | 30.80 | 24.99 | 16.34 | 19.20 | 7.20 | 12.70
5296-26A(D)/xx | 39.20 | 33.32 | 24.70 | 27.70 | 3.60 | 9.60
5296-26B(E)/xx | 39.20 | 33.32 | 24.70 | 27.70 | 5.40 | 11.00
5296-26C(F)/xx | 39.20 | 33.32 | 24.70 | 27.70 | 7.20 | 12.70
5296-44A(D)/xx | 53.00 | 47.04 | 38.40 | 41.10 | 3.60 | 9.60
5296-44B(E)/xx | 53.00 | 47.04 | 38.40 | 41.10 | 5.40 | 11.00
5296-44C(F)/xx | 53.00 | 47.04 | 38.40 | 41.10 | 7.20 | 12.70
5296-62A(D)/xx | 69.40 | 63.50 | 54.80 | 57.30 | 3.60 | 9.60
5296-62B(E)/xx | 69.40 | 63.50 | 54.80 | 57.30 | 5.40 | 11.00
5296-62C(F)/xx | 69.40 | 63.50 | 54.80 | 57.30 | 7.20 | 12.70
5296-78A(D)/xx | 67.00 | 61.10 | 52.20 | 55.10 | 3.60 | 9.60
5296-78B(E)/xx | 67.00 | 61.10 | 52.20 | 55.10 | 5.40 | 11.00
5296-78C(F)/xx | 67.00 | 61.10 | 52.20 | 55.10 | 7.20 | 12.70
ORDERING INFORMATION:
PIN5296-XxXX/XX
T 2723 4
1. CONNECTOR TYPE: 4, MOUNTING OPTION:
"96" FEMALE " " @3.05MM THROUGH HOLES
2. NO. OF CONTACTS: "BR" BOARD LOCK
15, 26, 44, 62, 78 "BRJ" BOARD LOCK & SCREW
3. PIN LENGTH & CONTACT TYPE:
"A" T=3.6MM MACHINED PINS (5A)
"B" T=5.4MM MACHINED PINS (5A)
"C"T=7.2MM MACHINED PINS (5A)
"D" T=3.6MM STAMPED PINS (3A)
"E" T=5.4MM STAMPED PINS (3A)
"F" T=7.2MM STAMPED PINS (3A)
tel. 02.3361.1626 info@elitaliaweb.it
g&.ﬂ%ﬂ_—.% C0038 fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. CONNECTOR HIGH PROFILE STRAIGHT PCB MOUNT TYPE WITH
MACHINED PINS & FERRITE

= - SPECIFICATIONS
#3053 B 10 -
— i (TR | " e Current Rating: 5A
R e ﬂ ] | Contact Resistance: 25mQ Max.
P i R R AT g [ || g Insulation Resistance: 1000MQ Min. at 500V
] s = _+++*;+;+;"‘Ic-'f+t*; 1 T 4 TFL_ i Dielectric Voltage: 1000V at 1 Minute
T 'at. 1 - - Operating Temperature: -55° to +105°
A4 — 80 LRLEE R 13 )
1 | s
a — ~iy .\ '| | S [ ——— ] | MATERIALS
et Dfbasetaaassrs) St 3| B Insulator: PBT, UL94V-0 Rated
2 e sassssl aasdd By g —5 i Contact: Brass
-"':'uL; E_‘_qm | e Shell: Brass,Steel
0 _ ,E—L,,;—, il T 9253F Contact Plating: Gold Over Nickel Plated
o | N ‘_‘_u_ '{ it L L[ No.of Dimensions(mm) Shell Plating: Tin Over Copper Plated
gl ! L} Contacts| A B c D *RoHS & REACH compliant.
g 09 [30.80]24.99]16.92|19.20
e 15 |39.15|33.32(25.25|27.62
25 |53.00(47.04|38.96|41.18 B+0.10
37 |69.30|63.50|55.42|57.34 P S —
anas 50 |67.00|61.00/52.80|55.16 \ el /—-1.M-P|N Gt
. ' & a5, JT.1 I 1%1.‘1#1. ji#x%x#x#ﬁ {)
w1033 :::I': - 8104038 “T - N (0 S I o 0 B A O G g
17 = | l- — 11 b Recommended P.C.Board Layout
hY N i T [ — i "
Sl N e s tb bl 1 - 8 8£0.10
FAE] B 3 i ]
-4 AR e I 4 3
Tt = —t ' #1.05-50PLC 2.77 PITCHS #3.05-2
50 = 34 4.5020.25 | 37 i /_
= 7 bdid bdbd
N = i B R B _{
- £y Py R S e A Y e T o | fa 2
| 5 T rr T Y T 5
= ! R s
£ T .51 Fe.J.7 1.0 1
= Recommended P.C.Board Layout
T
5254F
1.30 wid
No. of Dimensions(mm)
Contacts| A B C D
09 [30.80|24.99|16.30/19.20

15 |39.15|33.32|24.65|27.62
25 |53.00|47.04|38.40|41.18
37 |69.30|63.50|54.8057.34
D38 50 |67.00/61.00|52.20|55.16

ORDERING INFORMATION:
PIN 52xxF-xXxTB/xXX
T 7 3

1. CONNECTOR TYPE:
"53" MALE
"54" FEMALE
2. NO. OF CONTACTS:
09, 15, 25, 37
3. MOUNTING OPTION:
" " @3.05MM THROUGH HOLES
"BR" BOARD LOCK
"BRJ" BOARD LOCK & SCREW

/

'-'I F tel. 02.3361.1626 info@elitaliaweb.it
g&.ﬂ ﬂﬂ_‘l% C0039 fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. CONNECTOR STRAIGHT PCB TYPE WITH LONG MACHINED TAILS

Ji Al
g 000CCOCODOQY "
284 | 0000000000000 kL

A »013

0109

H" 217
11 - —

SPECIFICATIONS
Current Rating: 5A
Contact Resistance: 25mQ Max.

Insulation Resistance: 1000MQ Min. at 500V
Dielectric Voltage: 1000V at 1 Minute
Operating Temperature: -55° to +105°c

i MATERIALS
i —————t Insulator: PBT, UL94V-0 Rated
———— C {56 f;;; Contact: Brass
n_gﬁt | Shell: Brass,Steel
: e [ Contact Plating: Gold Over Nickel Plated
5 uobuuuy 33 F Shell Plating: Tin Over Copper Plated
i : 1R I 2 *RoHS & REACH compliant.
G | ]W m' 155 I 5017
No. of Dimensions(mm)
| H'H - L Contacts| A B C D E E G
= D sozs = = e 09 [16.92]24.99(/30.81|19.28| 1.20 [11.0013.00
—in7E | 15 |25.25/33.32(39.14|27.51| 1.20 |11.00|13.00
5277-25R/BR15.5J 25 38.96|47.0453.04|41.30| 1.20 {11.00|13.00
37 |55.42|63.50(69.32(57.71] 1.20 |11.00]13.00
?. T /:gw 50 |52.8661.11|66.92|55.30| 1.20 |11.00 |13.00
THE == | 5278
012 Lﬂa_ { C0O00O0O00O0QY ]¥ LETE] No. of Dimensions(mm)
E_EQr— Euuununuonunb , Contacts| A B C D E E G
| 09 [16.33]24.99(/30.81[19.28] 1.20 [11.00[13.00
AR 15 |24.66/33.32(39.14|27.51] 1.20 |11.00|13.00
B 180 L 25 [38.38]47.04|53.04|41.30| 1.20 [11.00|13.00

37 54.84163.50|69.32|57.71| 1.20 |11.00|13.00
50 52.34|61.11|66.92|55.30| 1.20 {11.00|13.00

5278-25R/K. S s

ANVETED BRACKETS

ORDERING INFORMATION:
P/IN 52 xX-XXX/XXX
T 23 "4

1. CONNECTOR TYPE:
"77" MALE
"78" FEMALE

2. NO. OF CONTACTS:
09, 15, 25, 37, 50

3. PIN LENGTH:
"Q" G=10.0MM
"R" G=13.0MM

4. MOUNTING OPTION:
K, J, KJ, BRxx, BRxxJ
"BR14.5" L= 14.50MM
"BR15.5" L= 15.50MM
OTHER LENGTHES:
8.4,11,95, 125, 155, 10.5MM...ETC.

ELvZILA

tel. 02.3361.1626 info@elitaliaweb.it
C0040 fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. CONNECTOR STRAIGHT PRESS FIT TYPE

/

C SPECIFICATIONS
A 4=40 UNC Current Rating: 3.0 Amperes
- 7/ /_ Contact Resistance: 25mQQ Max.
| ) F 1 | Insulation Resistance: 1000MQ Min. at 500V
ﬂ-ll'ﬁ' ) anunnanoaui?(lé;un:::;_'_ELQ_'E“ 12.55 Dielectric Voltage: 1000V at 1 Minute
C 1 = —— | Operating Temperature: -55° to +105°
\: =2.77
10~ MATERIALS
Insulator: PBT, UL94V-0 Rated
" \ Contact: Brass
Shell: Brass,Steel
. f 000 L}/(G 000 1 | I . i Contact Plating: Gold Over Nickel Plated
335 E0 Shell Plating: Tin Over Copper Plated
L —1 *RoHS & REACH compliant.
5143P
With 4—40 Threoded
Rivated Braockets.
c e
o 4-40 UNC o | 77 1.09
S 2 g s f{ I o nhonuuuno% -] DGQGUDSEIP‘
-N-N-N-F-¥.] 00000 Recommended P.C.Board Layout
10 7:9 & &nnoun:ﬁmnoun Bolb y
= o e f g o |
=2.77
el
No. of Dimensions(mm)
| 8 i Contacts| A B C D
‘ | rTT 09 16.92 124,99 | 30.81 | 16.33
1 f_ XX -1 2 5I'g 15 25.50 | 33.32|39.14 | 24.66
j 1 ! 80 25 |38.96|47.04|53.04|38.36
i -t 37 55.42 | 63.50 | 69.32 | 54.84
With 4=40 Threaded M
Riveted Brockets.
ORDERING INFORMATION:
PIN51xxXxP-xXxTB/xX
1T 27 3 4
1. CONNECTOR TYPE: 4, MOUNTING OPTION:
"43" MALE " " @3.06MM THROUGH HOLES
"44" FEMALE "J" FRONT RIVETED NUTS UNC4-40
2. NO. OF CONTACTS: "JM3" FRONT RIVETED NUTS M3
09, 15, 25, 37 "BR" WITH BOARDLOCKS
3. INSERT COLOR:
"B" BLACK
g&ﬂ%ﬂ__’% C0041 tel. 02.3361.1626 info@elitaliaweb.it

fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. CONNECTORS STRAIGHT PCB TYPE WITHOUT METAL REAR SHELL

SPECIFICATIONS
Current Rating: 3.0 Amperes

Contact Resistance: 25mQ Max.

Insulation Resistance: 1000MQ Min. at 500V
Dielectric Voltage: 1000V at 1 Minute
Operating Temperature: -55° to +105°

A
B
c
D
E
8 3 277
@ 5 ]
6] ?".uan'n'ngm Q IT: ﬁ
C T L S
Eis \
flooog 1
i 7 .
| w
ml
*
47.04(8)
& I Yy 9
d :-: ljﬂ"ﬁ]*ﬂ@ﬁﬁ.-" T s
\#2.2x2£0,03 \s1.04% ¢

Recommended P.C.Board Layout

ORDERING INFORMATION:
PIN 51xx-xxXxTB/xX
T Z 3 4

1. CONNECTOR TYPE:
"35" MALE
"36" FEMALE

2. NO. OF CONTACTS:
09, 15, 25, 37

3. INSERT COLOR:
"B" BLACK

23.05 Clear hole

MATERIALS
Insulator: PBT, UL94V-0 Rated

Contact: Brass
Shell: Brass,Steel

Contact Plating: Gold Over Nickel Plated
Shell Plating: Tin Over Copper Plated

*RoHS & REACH compliant.

AR
. L
w
No. of Dimensions(mm)

Contacts A B C D E
09 30.81 | 2499 | 16.92 | 16.33 | 11.08
15 39.14 | 33.32 | 2550 | 24.66 | 19.39
25 53.04 | 47.04 | 38.96 | 38.38 | 33.24
37 69.32 | 63.50 | 55.42 | 54.84 | 49.86

4. MOUNTING OPTION:

" " @3.05MM THROUGH HOLES

"J" FRONT RIVETED NUTS UNC4-40
"JM3" FRONT RIVETED NUTS M3
"BR" WITH BOARDLOCKS

/

ELZILA

C0042

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it
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D-SUB.

LLLLLRRERRERT R Ran

400080800000
o000 000000000

-~

d}

.

$ 0000005
# 306 £0.03
Dla €2 WOLESY

RIGHT ANGLE CONNECTOR WITH MACHINED CONTACTS

SPECIFICATIONS

Current Rating: 5A

Contact Resistance: 25mQ Max.

Insulation Resistance: 1000MQ Min. at 500V
Dielectric Voltage: 1000V at 1 Minute
Operating Temperature: -55° to +105°%

/

1
Wi S
. MATERIALS
Insulator: PBT, UL94V-0 Rated
Contact: Brass
MATING FACE Shell: Brass,Steel
= Contact Plating: Gold Over Nickel Plated
fa3aen l _[' U uuuguuuy Vi Shell Plating: Tin Over Copper Plated
T = T 099:0 25 . *RoHS & REACH compliant.
||III|I|IIIII D312 0005
£90¢0.13 \_l |_ ang
2 B4
- u FOOTPRINT
5247,5249 ~ 2247.5249
No. of Dimensions(mm)
Contacts| A B C D E
:':?i 09 16.92 | 24.99 | 30.81 | 19.28 | 10.82
e 15 | 25.25|33.32|39.14 | 27.51 | 10.82
s GO0 00GGO0000 25 38.96 | 47.04 | 53.04 | 41.28 | 10.82
_Eb_ 000000 00,08 500 37 55.42 | 63.50 | 69.32 | 57.71 | 10.90
-t 50 52.81|61.10 | 66.93 | 55.32 | 10.90
e = o =3 5248, 5250
0 . =il No. of Dimensions(mm)
- - Contacts| A B C D E
r 09 16.3324.99 | 30.81 | 19.28 | 10.90
HATlMG FACY R E—r 15 24.66 | 33.32|39.14 | 27.51 | 10.90
023840005 et ] % 25 38.38 |47.04 | 53.04 | 41.28 | 10.90
s | _ [ s _1 biisaiso | 37 [54.84]63.50]69.32]57.71]10.90
' L B S R ‘u 50 |52.43|61.10]66.9355.32[10.90
T | o
|
i e— n FOOTPRINT
! 5248, 5250
ORDERING INFORMATION:
PIN52xXx-xxXTW
T 723
1. CONNECTOR TYPE & FOOTPRINT:
"47" MALE WITH FOOTPRINT= 7.2MM
"48" FEMALE WITH FOOTPRINT= 7.2MM
"49" MALE WITH FOOTPRINT= 9.4MM
"50" FEMALE WITH FOOTPRINT= 9.4MM
2. NO. OF CONTACTS:
09, 15, 25, 37, 50
3. SHELL FINISH:
"T" FULL TIN PLATED
tel. 02.3361.1626 info@elitaliaweb.it
g&.ﬂ%ﬂ_—.% C0051 fax 02.2626.1009 Wwv%.elitaliaweb.it
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G40

k —— 5241, 5243

4G BOBBBOE D0 l} |
T -

-_— [ = I
- | ‘
— | i
i 10 }Hﬁ!
— o »
|. o- -| 5242, 5244

ORDERING INFORMATION:
PIN 52xx-xXTW/xXx
T 234 5

1. CONNECTOR TYPE & FOOTPRINT:
"41" MALE WITH FOOTPRINT= 7.2MM
"42" FEMALE WITH FOOTPRINT=7.2MM
"43" MALE WITH FOOTPRINT= 9.4MM
"44" FEMALE WITH FOOTPRINT= 9.4MM
2. NO. OF CONTACTS:
09, 15, 25, 37
3. SHELL FINISH:
"T" FULL TIN PLATED

D-SUB. RIGHT ANGLE CONNECTOR WITH MACHINED PINS & PLASTIC BRACKET

SPECIFICATIONS
Current Rating: 5A
Contact Resistance: 25mQ Max.

Insulation Resistance: 1000MQ Min. at 500V

Dielectric Voltage: 1000V at 1 Minute

Operating Temperature: -55° to +105%

MATERIALS
Insulator: PBT, UL94V-0 Rated

Contact: Brass
Shell: Brass,Steel

Contact Plating: Gold Over Nickel Plated

Shell Plating: Tin Over Copper Plated
*RoHS & REACH compliant.

5241, 5243
No. of Dimensions(mm)
Contacts| A B C D
09 16.92 | 24.99 | 30.81 | 18.20
15 25.25(33.32|39.14 | 26.30
25 38.96 | 47.04 | 53.04 | 40.30
37 55.42 | 63.50 | 69.32 | 56.50

5242 5244
No. of Dimensions(mm)
Contacts| A B C D
09 16.33|24.99|30.81|18.20
15 24.66 | 33.32 | 39.14 | 26.30
25 38.38 | 47.04 | 53.04 | 40.30
37 54.84 | 63.50 | 69.32 | 56.50

4. INSULATOR COLOR:

"W" WHITE
"B" BLACK

. MOUNTING OPTION:

" "W/O BOARDLOCKS
"BL" WITH BOARDLOCKS

\_

~

ELvZILA C0052

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. CONNECTOR RIGHT ANGLE TYPE WITH BOARDLOCKS
(CONTACT EXTENSION: 7.2MM STANDARD)

SPECIFICATIONS
Current Rating: 3.0 Amperes

Contact Resistance: 25mQ Max.

C Insulation Resistance: 1000MQ Min. at 500V
] ikt €00 Dielectric Voltage: 1000V at 1 Minute
4 /2 L : Operating Temperature: -55° to +105°

A

coeo0000

; PR Mg | ] MATERIALS
{4 Insulator: PBT, UL94V-0 Rated

p— Contact: Brass
H Shell: Brass,Steel
284 Contact Plating: Gold Over Nickel Plated
B.08 Shell Plating: Tin Over Copper Plated
5259. 5261 *RoHS & REACH compliant.

No. of | Dimensions(mm)

( Uuuuu ] Contacts| A B C 1385 112005 TYP,
I - 09 [16.9224.99]30.81 AL 2
a = 15 | 25.25|33.32(39.14 i f
ARARAAN 25 |38.96|47.04|53.04 - o o-=—AS o
| allplllallalialalla 1% 37 55426350169 32 f.nl } S s
b . S
vt L 2 P8 EDGE
C Recommended P.C.Board Layout
]
HL-LOUNC - N (BLANK)
A FET TS
| LY
= 00000008 a i ' E
~ 29990866 = "
| —
= o Threugh
U TIOoIommoy gp _Iﬂl iy 8
£.08 NJ NH
5260, 5262
[ ] No. of | Dimensions(mm) - L;;— [roriey
i Contacts| A B C - | i_ aE
RAAAAAR i 15 |24.6633.32]39.14 .
2 W i A e w
37 [54.84|63.50]69.32

ORDERING INFORMATION:
PIN 52xx-xXTB/XxX
T 7 3

1. CONNECTOR TYPE: 3. MOUNTING OPTION:
"59" MALE WITH SELECTIVE " " LOCKED SCREWS (4.8MM)
GOLD PLATED CONTACTS "N" WITHOUT SCREWS (5.8MM)
"60" FEMALE WITH SELECTIVE "NH" LOOSE SCREWS (4.8MM)
GOLD PLATED CONTACTS "NJ" ASSEMBLED SCREWS (4.8MM)

"61" MALE WITH FULL
GOLD PLATED CONTACTS
"62" FEMALE WITH FULL
GOLD PLATED CONTACTS
2. NO. OF CONTACTS:
09, 15, 25, 37

':IF tel. 02.3361.1626 info@elitaliaweb.it
g&.ﬂ ﬂﬂ_‘l% C0053 fax 02.2626.1009 www.elitaliaweb.it
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8 #L-LOUNC

D-SUB. CONNECTOR RIGHT ANGLE TYPE WITHOUT BOARDLOCKS
(CONTACT EXTENSION: 7.2MM)

SPECIFICATIONS
Current Rating: 3.0 Amperes

Contact Resistance: 25mQ Max.
Insulation Resistance: 1000M<Q Min. at 500V

7PLC 6.00 Dielectric Voltage: 1000V at 1 Minute
A / Operating Temperature: -55° to +105°
1 ) | 1 MATERIALS
:ﬂ ODOoOOCOOOOD ﬂ
pe @' t ceooonoo ‘ ‘@ o Insulator: PBT, UL94V-0 Rated
—p Contact: Brass
UUIJUUUI[IUUIJ[IHIJIJ Shell: Brass,Steel
284 Contact Plating: Gold Over Nickel Plated
8.08 Shell Plating: Tin Over Copper Plated
2259, 5261 *RoHS & REACH compliant.
No. of | Dimensions(mm)
( guuuu ] Contacts| A B C
4 09 [16.9224.99]30.81 e LEL S TR
- - i 15 | 25.25|33.32(39.14 \ oz _Il_
25 |38.96 | 47.04 |53.04
Hnﬁﬁﬂﬂﬁﬂﬂﬂﬁﬂ"n" 37 |55.42|63.5069.32 @ ol
@3.0 % -
5 -
E i B PCB EDGE
Recommended P.C.Board Layout
8
A LE-LOUNC 580 N B NA
2PLL
. —— ) | ILI:!-I ]
ﬂ @_ 00000000 _@ 7 i = [Er
0000000 - - Ii'
L S
W - Through I T
u |.| LE-A0Une
|28k
8.08 NK NL
5260, 5262
f ] No. of | Dimensions(mm) o s
Contacts| A B C R BT
= 09 | 16.33|24.99|30.81 -~ ;
e Q 15 | 24.66|33.32 | 39.14 @1@“ ] [ | |‘j_l =
ﬁﬂnﬂnﬂaﬂnﬂnﬂnﬁn : 25 [38.38|47.04|53.04 i
330 37 |54.84|63.5069.32
ORDERING INFORMATION:
PIN52xx-xxTB/xXx
T 7 3
1. CONNECTOR TYPE: 3. MOUNTING OPTION:
"59" MALE WITH SELECTIVE "NA" LOCKED SCREWS (4.8MM)
GOLD PLATED CONTACTS "NB" WITHOUT SCREWS (5.8MM)
"60" FEMALE WITH SELECTIVE "NL" LOOSE SCREWS (4.8MM)
GOLD PLATED CONTACTS "NK" ASSEMBLED SCREWS (4.8MM)
"61" MALE WITH FULL
GOLD PLATED CONTACTS
"62" FEMALE WITH FULL
GOLD PLATED CONTACTS
2. NO. OF CONTACTS:
09, 15, 25, 37
tel. 02.3361.1626 info@elitaliaweb.it
g&ﬂ%&% C0054 fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. CONNECTOR RIGHT ANGLE TYPE WITH 4 PRONGED BOARDLOCKS
(CONTACT EXTENSION: 7.2MM)

SPECIFICATIONS

L Current Rating: 3.0 Amperes
8 ML OUNC Contact Resistance: 25mQ Max.
4 TFLE 500 Insulation Resistance: 1000MQ Min. at 500V
Dielectric Voltage: 1000V at 1 Minute
= i &
- (& e

f

St Insulator: PBT, UL94V-0 Rated
284 Contact: Brass

Operating Temperature: -55° to +105°%
e — e S
1 0000000 'é i
3 gigie m.8.8m J E MATERIALS
T "
8

Shell: Brass,Steel
Contact Plating: Gold Over Nickel Plated

.08

2113 . . Shell Plating: Tin Over Copper Plated
No. of | Dimensions(mm) *RoHS & REACH compliant.
[ UULUULU Contacts| A B C

09 16.92 | 24.99 | 30.81

174805 TYP,
15 | 25.25|33.32|39.14 T S
25 | 38.96|47.04 | 53.04 P I
37 |55.42|63.50 | 69.32

16
e

4t

T L oo B O— o !
N o o—p o—op—L T
=
Lo A o~
C e B PCB EDGE
8 Recommended P.C.Board Layout
BL-LOUNC
=]
22000000 :
00000600
p—
)
-|_|—LE =5 B Thraugh
KL LH-LOUne
5114 NJ NH
[ ] No. of | Dimensions(mm)
Contacts| A B C _ [ETRET __[5]EF ]
] LI5E | LISH
#; = 09 16.33 | 24.99 | 30.81 !
o L 15 24.66 | 33.32|39.14 - —
é —afa%ﬂaﬂaﬂaﬂﬁﬂn—ﬁ. s melswonl | (G =
37 54.84 | 63.50 | 69.32 iy

ORDERING INFORMATION:
PIN 51xx-xxXxTB/xX
T 7 3

1. CONNECTOR TYPE:
"13" MALE
"14" FEMALE
2. NO. OF CONTACTS:
09, 15, 25, 37
3. MOUNTING OPTION:
" " LOCKED SCREWS (4.8MM)
"N" WITHOUT SCREWS (5.8MM)
"NH" LOOSE SCREWS (4.8MM)
"NJ" ASSEMBLED SCREWS (4.8MM)

\_

/

'-'IF tel. 02.3361.1626 info@elitaliaweb.it
g&.ﬂ ﬂﬂ_‘l% C0055 fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. CONNECTOR RIGHT ANGLE TYPE WITH STAMPED CONTACTS & FERRITE
(CONTACT EXTENSION: 7.2MM)

SPECIFICATIONS
Current Rating: 3.0 Amperes

~

/

Contact Resistance: 25mQ Max.
b#-4OUNC Insulation Resistance: 1000MQ Min. at 500V
£.00 Dielectric Voltage: 1000V at 1 Minute
/TP g
A Operating Temperature: -55° to +105°
ﬁ@“““vnf % “ MATERIALS
1] L So8mpe 8 J o Insulator: PBT, UL94V-0 Rated
Contact: Brass
uu quuuuuuluuuuul {“} E 281 Shell: Brass,Steel
- Contact Plating: Gold Over Nickel Plated
2 Shell Plating: Tin Over Copper Plated
2265F *ROHS & REACH compliant.
No. of | Dimensions(mm)
fuuuuu1 Contacts| A B C o
" 09 |16.92]24.99|30.81 L 88 '
= 15 |25.2533.3239.14 2770
ossesne 25 |38.96 | 47.04|53.04 | |y
geiReenense )y 37 |55.42|63.50 | 69.32 o 0 0—b 0—o—it
c o l"‘ ] PCB EDGE
B Recommended P.C.Board Layout
B4 -G OUNC
A 2 PLL 5.80 N (B LAN K)
: ©0000000 i 5
E @ 2000000 :
] i |
TUSTOVOVOTVTIN Il LW e
i) Jb -Lﬁ s By
B.08
5266F NJ NH
No. of | Dimensions(mm)
[ ] Contacts| A B C —:-; : B :
i " 09 [16.33]24.99]30.81 1
L ————— s 15 |24.6633.3239.14 (=11 I |B=
25 | 38.38|47.04 |53.04 i |
A LALLLLLLY RS 37 | 54.84|63.50]69.32
ORDERING INFORMATION:
PINS52xXxF-xXTB/xX
T 7 3
1. CONNECTOR TYPE: 3. MOUNTING OPTION:
"65" MALE " " LOCKED SCREWS (4.8MM)
"66" FEMALE "N" WITHOUT SCREWS (5.8MM)
2. NO. OF CONTACTS: "NH" LOOSE SCREWS (4.8MM)
09, 15, 25, 37 "NJ" ASSEMBLED SCREWS (4.8MM)
g&ﬂ%&% C0056 tel. 02.3361.1626 info@elitaliaweb.it

fax 02.2626.1009 www.elitaliaweb.it
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EUROPEAN STANDARD D-SUB. MALE CONNECTOR RIGHT ANGLE TYPE (9.4MM)

SPECIFICATIONS

B ‘E‘ = ol Current Rating: 3.0 Amperes
|2 i E1E] E 5 Contact Resistance: 25mQ Max.
) xu E‘ .\ F ] 4 +H | H Insulation Resistance: 1000MQ Min. at 500V
b i i i = E ﬁ Dielectric Voltage: 1000V at 1 Minute
i @‘ Y vy e _ Operating Temperature: -55°c to +105°%
— [++esasitesess
Li
MATERIALS
=4 #=40UNC Insulator: PBT, UL94V-0 Rated
TR IS Contact: Brass
a 'é" E 0 §' Shell: Brass,Steel
b S 3(3 Contact Plating: Gold Over Nickel Plated
& E ﬁ;ﬁ? s ¢ '3 =1 = Shell Plating: Tin Over Copper Plated
I 1z 3 & o ) *RoHS & REACH compliant.
o+
L jfreerzeory TT %= (M
e|e !
g|m
kol b e e =
K [ e e e - d Eg
_[ 180 'd" :
—{4——— (REF.) ol g
BLC TYPE 2.54(.110) (-150) < 8 lﬁ
= SEEEBEIEES :
;IDUNHNG TYPE 3 YA L - S
EE 2 OF 2 ®3.20 o <z
A8-40UNC-28 1263 - = 0=
THEECADED i el
RIVETER INSERT c Pt
#1.19 / Y L S
€047y A

Recommended P.C.Board Layout

&0/ (0063}

AMOUNTING TYPE

No. of Dimensions(mm)

Contacts | A+0.13 | B+0.25 | C+0.13 | D+0.13 | E+0.38 | F£0.05
09 2499 | 16.92 | 10.96 | 8.22 | 30.89 | 2.74
15 33.32 | 25.25 | 19.19 | 16.44 | 39.10 | 2.74
25 47.04 | 38.96 | 33.24 | 30.47 | 53.09 | 2.77
37 63.50 | 55.42 | 49.86 | 47.09 | 69.40 | 2.77

a5 smmc-2n
RIVETED IMSERT

D MOUNTING TYPE F MOUNTING TYPE

ORDERING INFORMATION:
PIN5271-xXX
T 2

1. NO. OF CONTACTS: NOTE: THE SPECIFICATION CONFORMS
09, 15, 25, 37 TO EUROPEAN STANDARD:

2. MOUNTING TYPE: * CONTACT EXTENTION: 9.4MM
"A" WITH BOARDLOCK GROUNDING * CONTACT CENTER SPACING: 2.54MM

BRACKET & WITH UNC4-40
THREADED RIVETED INSERT
"B" WITH BOARDLOCK GROUNDING
BRACKET & SCREW LOCK

"D" WITH @3.2MM MOUNTING HOLE
& UNC4-40 THREADED
RIVETED INSERT

"F" WITH @3.2MM MOUNTING HOLE
& WITH SCREW LOCK

':IF tel. 02.3361.1626 info@elitaliaweb.it
g&uﬂ ﬁlﬂ_—uM C0057 fax 02.2626.1009 www.elitaliaweb.it
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EUROPEAN STANDARD D-SUB. FEMALE CONNECTOR RIGHT ANGLE TYPE (9.4MM)

\_

51

7.80£0,25
(311£.010)

—

Bla E -
a2 c g g
8¢ gz %4
0 +
a3 28 F YEEE
] O S | =
1 3 i

Rl s ——t— - —b s -

) | B —i L

SPECIFICATIONS
Current Rating: 3.0 Amperes
Contact Resistance: 25mQ Max.
Insulation Resistance: 1000MQ Min. at 500V
Dielectric Voltage: 1000V at 1 Minute
Operating Temperature: -55° to +105°c

MATERIALS

=4 8-40UNC Insulator: PBT, UL94V-0 Rated
al= ' - Contact: Brass
pH E - g g Shell: Brass,Steel
414 = E g H| 8 Contact Plating: Gold Over Nickel Plated
= '2 = H N E E Shell Plating: Tin Over Copper Plated
— ~ & Y - .
[Th_-l [ i s E ﬁ]—- RoHS & REACH compliant.
HE
d|®
L] ]
- e 4
S AL LR EEEE RN afr—
T T 5
/ .80 -
= -———REF. L] BT =1+
MOUNTING TYPE SLC TYPE 2.54.110) (.150) i} T'—'in S8
SEE 2 OF 2 P | S13
g = P - -
AR=ADUNE =20
m'ﬁ:ngnmscﬂ 8320 / ; =]
€126} F TP, 1 =
/ c
21.19 J
o473 A
Recommended P.C.Board Layout
A MOUNTING TYPE No. of Dimensions(mm)
Contacts| A+0.13| B+0.25 | C+0.13 | D+0.13 | E+0.38 | F+0.05
::mjéa"r".gu;:*’m 09 | 2499 | 16.33 | 10.96 | 8.22 | 30.89 | 2.74
15 33.32 | 24.66 | 19.19 | 16.44 | 39.10 2.74
25 47.04 | 38.38 | 33.24 | 30.47 | 53.09 2.77
37 63.50 | 54.84 | 49.86 | 47.09 | 69.40 2.77

FABNANIABEY

D MOUNTING TYPE

FMOUNTING TYPE

ORDERING INFORMATION:
PIN5272-xXX
T 2

1

2.

. NO. OF CONTACTS:

09, 15, 25, 37

MOUNTING TYPE:

"A" WITH BOARDLOCK GROUNDING
BRACKET & WITH UNC4-40
THREADED RIVETED INSERT

"B" WITH BOARDLOCK GROUNDING
BRACKET & SCREW LOCK

"D" WITH @3.2MM MOUNTING HOLE
& UNC4-40 THREADED
RIVETED INSERT

"F" WITH @3.2MM MOUNTING HOLE
& WITH SCREW LOCK

NOTE: THE SPECIFICATION CONFORMS

TO EUROPEAN STANDARD:

* CONTACT EXTENTION: 9.4MM
* CONTACT CENTER SPACING: 2.54MM

~

ELZILA

C0058

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. CONNECTOR RIGHT ANGLE WITH BOARDLOCKS
(CONTACT EXTENSION: 9.4MM STANDARD)

C

SPECIFICATIONS
Current Rating: 3.0 Amperes

/

. L H-LOUNC Contact Resistance: 25mQ Max.
TPLC £00 Insulation Resistance: 1000MQ Min. at 500V
A L/ Dielectric Voltage: 1000V at 1 Minute
O —— f — Operating Temperature: -55° to +105°
1 o0 OO0 OCO0OO
i@} L el J LU E MATERIALS
Insulator: PBT, UL94V-0 Rated
JU VUTeureanmme o i - Contact: Brass
03 Shell: Brass,Steel
5273 Contact Plating: Gold Over Nickel Plated
: - Shell Plating: Tin Over Copper Plated
No. of | Dimensions(mm) k
[ Uuuuuou ] Contacts| A B C *RoHS & REACH compliant.
% 09 16.92 | 24.99 | 30.81
15 25.25|33.32|39.14 Ard2ah 35 hE. ]
- fA-A-A-AA 8 25 |38.96|47.04|53.04 e 2,
L 37 55.42 | 63.50 | 69.32 - -] a—‘l.r.n e—o—qly
b o 9
;. RECOMHEND PR THC B PLB EDGE
Recommended P.C.Board Layout
k=L OUNC
s S50 N (BLANK)
— ]
= I@_ 20000000 % e
-~ 0000000
—_—
qu "5.8 Thrﬂuqh
20 Li-40Une
5274 NJ NH
No. of | Dimensions(mm)
[ ] Contacts| A B c N ILL e
“ 09 |16.33]24.99[30.81 = -
= 15 24.66 | 33.32|39.14 g:
- AAARARAARA o 25 38.38 | 47.04 | 53.04
T 37 54.84 | 63.50 | 69.32 J
ORDERING INFORMATION:
PIN52xx-xxTB/xXx
1T 7 3
1. CONNECTOR TYPE:
"73" MALE
"74" FEMALE
2. NO. OF CONTACTS:
09, 15, 25, 37
3. MOUNTING OPTION:
" " LOCKED SCREWS (4.8MM)
"N" WITHOUT SCREWS (5.8MM)
"NH" LOOSE SCREWS (4.8MM)
"NJ" ASSEMBLED SCREWS (4.8MM)
tel. 02.3361.1626 info@elitaliaweb.it
g&ﬂ%&% C0059 fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. CONNECTOR RIGHT ANGLE WITHOUT BOARDLOCKS
(CONTACT EXTENSION: 9.4MM)

SPECIFICATIONS

Current Rating: 3.0 Amperes

- & -G OUNE Contact Resistance: 25mQ Max.
B /ﬁu; 6.00 Insulation Resistance: 1000MQ Min. at 500V
A Dielectric Voltage: 1000V at 1 Minute
. — E Operating Temperature: -55° to +105°%
i
—] MATERIALS
Insulator: PBT, UL94V-0 Rated
86 Contact: Brass
103 Shell: Brass,Steel
5273 Contact Plating: Gold Over Nickel Plated
No. of | Dimensions(mm) Shell Plating: Tin Over Copper Plated
( R T Contacts| A B C *RoHS & REACH compliant.
09 [16.9224.9930.81
2 15 | 25.2533.3239.14 P s 7
T 25 |38.96|47.04 | 53.04 IPLC /
L Hnﬁnﬂnﬂnﬂnﬂnﬂnﬂ 37 |55.42|63.50 | 69.32 :T_i N
fLﬂ D—p CPC“ { )
c N0 PLL I B PC8 EDGE
B Recommended P.C.Board Layout
= LOUNC
A TPLL 280 NB NA
—|
= @ 00000000 _@ o E %E At
- 2000000 2 _ Ll
R 1 TT s\ o =|-H.
L) Gl L OUnc TT
103
5274 NK NL
No. of | Dimensions(mm)
f Contacts| A B C
" 09 |16.33|24.9930.81 — R e
&) 15 |24.66|33.32(39.14 E .
£8 1 “ n n ﬂ B n 25 |38.38]47.0453.04 [él“E = —
P 37 |54.84|63.50 |69.32 11
ORDERING INFORMATION:
PIN52xx-xxTB/xx
T 7 3
1. CONNECTOR TYPE:
"73" MALE
"74" FEMALE
2. NO. OF CONTACTS:
09, 15, 25, 37
3. MOUNTING OPTION:
"NA" LOCKED SCREWS (4.8MM)
"NB" WITHOUT SCREWS (5.8MM)
"NL" LOOSE SCREWS (4.8MM)
"NK" ASSEMBLED SCREWS (4.8MM)
g&ﬂ%ﬂ__’% C0060 tel. 02.3361.1626 info@elitaliaweb.it

fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. RIGHT ANGLE CONNECTOR WITH 2 THROUGH HOLES
(CONTACT EXTENSION=9.4MM)

SPECIFICATIONS

/

F
8 " ™ Current Rating: 3.0 Amperes
A i Ll Contact Resistance: 30mQ Max.
1-_—,—,“’ / —T1 Insulation Resistance: 1000MQ Min. at 500V
i{-} AR Best # Dielectric Voltage: 1000V at 1 Minute
e ] Operating Temperature: -55°% to +105°
I |
8L
] .3 MATERIALS
! Insulator: PBT
Contact: Copper Alloy
5273 Shell: SPCC
No. of Dimensions(mm) Z-Piece: Copper Alloy
o [ TN TR TR T ] Contacts| A B C Rivet: Copper Alloy or Zinc
09 16.92 24.99 30.81 *RoHS & REACH compliant.
15 25.25 33.32 39.14
25 38.96 | 47.04 | 53.04
37 55.42 | 63.50 | 69.32
[+
2 ol - 1105 1385 173085 TY
A TFLL TN 1
F, —] & oa—l b o— i,
_g_[ - nonnoanﬂ - o 0 o—o—SH—
2000000 -
LS 4 ﬂ -
LU LLLLL |
e B
fa. 3
ui e pan A T PCB EDGE
Recommended P.C.Board Layout
5274 y
No. of Dimensions(mm)
I 'I Contacts A B C
e 09 16.33 | 24.99 | 30.81
= E A 15 24.66 33.32 39.14
-, 25 38.38 47.04 53.04
37 54.83 | 63.50 | 69.32
ORDERING INFORMATION:
PIN52xx-xxTB2HO
1. CONNECTOR TYPE:
"73" MALE
"74" FEMALE
2. NO. OF CONTACTS:
09, 15, 25, 37
'-'IF tel. 02.3361.1626 info@elitaliaweb.it
@D ﬂl% C0061 fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. CONNECTOR RIGHT ANGLE WITH STAMPED CONTACTS
WITH 4 PRONGED BOARDLOCKS (CONTACT EXTENSION: 9.4MM)

SPECIFICATIONS
Current Rating: 3.0 Amperes

Contact Resistance: 25mQ Max.
Insulation Resistance: 1000MQ Min. at 500V

/

&
A / Lo = Dielectric Voltage: 1000V at 1 Minute
s — Operating Temperature: -55° to +105°
ﬂ. o000 0o00 r E
= @ L‘.'. 200090 | 9 L E MATERIALS
Insulator: PBT, UL94V-0 Rated
_ 288 Contact: Brass
m3 Shell: Brass,Steel
5189 Contact Plating: Gold Over Nickel Plated
- - Shell Plating: Tin Over Copper Plated
[ ] No. of DA‘me“SII;mS(mné) *RoHS & REACH compliant.
{5 Ry W I W |}
I I G Sy
o - : : 2PLC
. ﬂ n ﬂ ﬂ n 4 i 25 | 38.96|47.0453.04 me b
AR = 37 |55.42|63.50]69.32 b oo a—dbé o—o—r
4 O O— O -
¢ : ﬁ:;::lhmn.l:.i THE B PCB EDGE
8 Recommended P.C.Board Layout
A - N (BLANK)
—
2| l@ unﬂooonﬂ 4 i
- 2000000 =
_"—"_m.
|28k £ Through
01 L-L0Une
5190 NJ
No. of | Dimensions(mm)
[ 1 Contacts| A B C — -
. 09 |16.33]24.99]30.81 I—Tgﬂ'.'s“1 T
b 15 | 24.66|33.32|39.14 |
— n n [I I] ﬂ I} H - 25 |38.38|47.04 |53.04 - —
i i 37 [54.84(63.50]69.32
ORDERING INFORMATION:
PIN51xXx-XxXTB/xX
T 7 3
1. CONNECTOR TYPE:
"89" MALE
"90" FEMALE
2. NO. OF CONTACTS:
09, 15, 25, 37
3. MOUNTING OPTION:
" " LOCKED SCREWS (4.8MM)
"N" WITHOUT SCREWS (5.8MM)
"NH" LOOSE SCREWS (4.8MM)
"NJ" ASSEMBLED SCREWS (4.8MM)
g&ﬂ%ﬂ__‘% C0062 tel. 02.3361.1626 info@elitaliaweb.it

fax 02.2626.1009 www.elitaliaweb.it
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BL-L0UNC

D-SUB. CONNECTOR RIGHT ANGLE TYPE WITH FERRITE
(CONTACT EXTENSION: 9.4MM)

SPECIFICATIONS
Current Rating: 3.0 Amperes

Contact Resistance: 25mQ Max.
Insulation Resistance: 1000MQ Min. at 500V

/

iPcs £.00 . . i .
Dielectric Voltage: 1000V at 1 Minute
R | A Operating Temperature: -55° to +105°
[T - I - - - T - I - - | m il
%@h =0 - - - - Y- e | MATERIALS
] I Insulator: PBT, UL94V-0 Rated
g UDPUBTUOURINED g i Contact: Brass
284 Shell: Brass,Steel
10.3 Contact Plating: Gold Over Nickel Plated
2141F - - Shell Plating: Tin Over Copper Plated
[ P ] No. of DA‘mensgns(mné) *RoHS & REACH compliant.
bt 09 16.92 | 24.99 | 30.81 PitE Tob
% \ o 15 | 2525 33.32|39.14 f;i‘m‘ 1 s
coooeco0 25 |38.96 |47.04 |53.04 LT
F100000000 37 |55.4263.50|69.32 . oo—slé o—o—ks
o—i u—l::—'ti"—-
< RECOMHEND PRI 8 PLB EOGE
B LE-LOUNC 80 Recommended P.C.Board Layout
A 1]
/! N (BLANK)
| [ETCE ]
=] (ﬁﬂﬂﬁﬂﬂ@ﬂ _@ o M isa ]
~ @ 0000000 =
U0 TUITTTomm— qp Ifl 58 Thr
. ough —
_h_l;ﬂﬂ L#-L0Unc
5142F '
[- No. of | Dimensions(mm) NJ NH
Contacts| A B C A
09 [16.33]24.99]30.81 [RE
4 = 15 24.66 | 33.32 | 39.14 L]
b aqnn:nﬂu'u‘o‘u " 25 [38.38]47.04|53.04 E:l
37 54.84 | 63.50 | 69.32 |
ORDERING INFORMATION:
PIN51xXF-xXTB/xX
T 7 3
1. CONNECTOR TYPE:
"41" MALE
"42" FEMALE
2. NO. OF CONTACTS:
09, 15, 25, 37
3. MOUNTING OPTION:
" " LOCKED SCREWS (4.8MM)
"N" WITHOUT SCREWS (5.8MM)
"NH" LOOSE SCREWS (4.8MM)
"NJ" ASSEMBLED SCREWS (4.8MM)
g&ﬂ%ﬂl_’% C0063 tel. 02.3361.1626 info@elitaliaweb.it

fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. CONNECTOR RIGHT ANGLE TYPE WITH STAMPED CONTACTS
(CONTACT EXTENSION: 13.84MM)
SPECIFICATIONS
Current Rating: 3.0 Amperes
£ Contact Resistance: 25m®Q Max.
8 RN Insulation Resistance: 1000MQ Min. at 500V
A 6.00 Dielectric Voltage: 1000V at 1 Minute
/ : Operating Temperature: -55% to +105°
) . 1 MATERIALS
oo QD00QQ
2 @' Lu cooooo ‘ ‘@ o Insulator: PBT, UL94V-0 Rated
L .
Contact: Brass
'UL:! ELL LR uu H Shell: Brass,Steel
s 285 -ontact Plating: Gold Over Nickel Plated
: Shell Plating: Tin Over Copper Plated
( ] 2263 *RoHS & REACH compliant.
Uuuuu No. of | Dimensions(mm)
0] Contacts| A B C "
| 09 [16.92|24.9930.81 224015 L=
Ll - 15 |25.25(33.32|39.14 P m_j.
25 |38.96|47.04|53.04 6 0l omdrl
= Hﬂﬁﬂﬁﬁﬁfl[nf[ﬂﬂﬁﬂﬂ = 37 |55.42|63.5069.32 n"—:ﬁ:—“ Tt |
: 8 4
y towsNOPCATHE
L PCB EDGE L
2 Recommended P.C.Board Layout
LE-LOUNC
A T 0 (BLANK) NJ
| (ST arLm
2 @.(ﬂﬂﬂﬂﬂﬂﬂﬂ '@5’ 4 L] [
- 0000000 = i | EE
] = |
QU TITTOTONONOIo ([ m ..
1486 .
[’ ] 5264 NH
No. of | Dimensions(mm)
- Contacts| A B C
K E 09 16.33 | 24.99 | 30.81
b 15 [24.66]33.32[39.14 o [ =
| ABEBEREBREA 25 38.38|47.04 | 53.04
. Hﬂnﬂn]Tn]lﬂl]ﬂﬂﬁlln & 37 |54.84(63.50]69.32
ORDERING INFORMATION:
PIN52xx-xxTB/xXx
1T 7 3
1. CONNECTOR TYPE: 3. MOUNTING OPTION:
"63" MALE " " LOCKED SCREWS (4.8MM)
"64" FEMALE "N" WITHOUT SCREWS (5.8MM)
2. NO. OF CONTACTS: "NH" LOOSE SCREWS (4.8MM)
09, 15, 25, 37 "NJ" ASSEMBLED SCREWS (4.8MM)
tel. 02.3361.1626 info@elitaliaweb.it
g&ﬂ%ﬂ_—,% C0064 fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. HIGH DENSITY CONNECTOR RIGHT ANGLE TYPE WITH BOARDLOCKS
(8.89MM STANDARD)

~

4
8 SPECIFICATIONS
A . Current Rating: 3.0 Amperes
£ Ll L Contact Resistance: 25mQ Max.
-k EiF Insulation Resistance: 1000M<Q Min. at 500V
ﬁ ,EI i’[ Dielectric Voltage: 1000V at 1 Minute
— B L— H . 0, 0,
L — I Operating Temperature: -55° to +105°
& 5 MATERIALS
2 o Insulator: PBT, UL94V-0 Rated
No. of Dimensions(mm) Contact: Brass
TTETETT Contacts| A B C E E H Shell: Brass,Steel
15 16.92(24.99|30.81| 2.29 |1.145| 7.04 Contact Plating: Gold Over Nickel Plated
5-1 H = 26 |25.25|33.32(39.14| 2.29 |1.145| 6.88 Shell Plating: Tin Over Copper Plated
samsmmuns 44 38.96|47.04|53.04| 2.29 |1.145| 6.88 *RoHS & REACH compliant.
62 55.42 | 63.50 | 69.32 | 2.41 |1.205| 7.00
[
B
s m L 8-40Unt 28
- /TR N (BLANK)
e i

, 1255

1980

—w — | g LT i

0y %

5268 ey m
| | No. of Dimensions(mm)
Contacts| A B C E [= H NJ NH

15 16.3324.99|30.81| 2.29 |1.145| 7.04

s 26 |24.66|33.32|39.14| 2.29 | 1.145]| 6.88

il L 44  |38.38|47.04(53.04| 2.29 |1.145| 6.88 et
62 54.84|63.50|69.32 | 2.41 |1.205| 7.00 é EIIE_

I.ﬂnﬂ.-

“EEH Bt T

s PP Fiargis
B a ™ w4 B
Recommended P.C.Board Layout Recommended P.C.Board Layout
(15 POSITION) (26, 44, 62 POSITION)

ORDERING INFORMATION:
PIN 52xx -xXTB/xX
T 72 3

1. CONNECTOR TYPE: 3. MOUNTING OPTION:
"67" MALE " " LOCKED SCREWS (4.8MM)
"68" FEMALE "N" WITHOUT SCREWS (5.8MM)
2. NO. OF CONTACTS: "NH" LOOSE SCREWS (4.8MM)
15, 26, 44, 62 "NJ" ASSEMBLED SCREWS (4.8MM)

\_

':IF tel. 02.3361.1626 info@elitaliaweb.it
g&uﬂ ﬁlﬂ_—uM C0065 fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. HIGH DENSITY CONNECTOR RIGHT ANGLE TYPE WITHOUT BOARDLOCKS

SPECIFICATIONS
Current Rating: 3.0 Amperes

Contact Resistance: 25mQ Max.

Insulation Resistance: 1000MQ Min. at 500V
Dielectric Voltage: 1000V at 1 Minute
Operating Temperature: -55° to +105°

MATERIALS
Insulator: PBT, UL94V-0 Rated

Contact: Brass

Shell: Brass,Steel

Contact Plating: Gold Over Nickel Plated
Shell Plating: Tin Over Copper Plated
*RoHS & REACH compliant.

Pt

Recommended P.C.Board Layout
(15 POSITION)

258

PIN 52xx -xXTB/xX
T 72 3

1. CONNECTOR TYPE:
"67" MALE
"68" FEMALE

2. NO. OF CONTACTS:
15, 26, 44, 62, 78

d f

154

Recommended P.C.Board Layout

(26, 44, 62 POSITION)

ORDERING INFORMATION:

267 ]
No. of Dimensions(mm)
_Q_L Contacts| A B C E = H
Uvuuwuuwu
| 15 16.92|24.99|30.81| 2.29 |1.145| 7.04
a ........ _@]} 26 25.25|33.32(39.14 | 2.29 |1.145| 6.88
. 44 3896 |47.04(53.04| 2.29 [1.145| 6.88
62 55.42 | 63.50 | 69.32 | 2.41 | 1.205| 7.00
c
]
L L#-L0ling Fr1)
e | || mc
8 o e ﬂ i
- = |
A 18
LEE T
5268
No. of Dimensions(mm)
=] Contacts| A B C E F H
15 16.33|24.99|30.81| 2.29 |1.145| 7.04
e L 26 24.66 | 33.32|39.14 | 2.29 |1.145| 6.88
) | FRECRRRCS 44 38.38|47.04 |53.04 | 2.29 |1.145| 6.88
62 54.84 | 63.50 | 69.32 | 2.41 |1.205| 7.00
g
_. 'n‘n{‘frdg-

NB NA
- LL
NK NL
[E[=6]
oo O

3. MOUNTING OPTION:

"NA" LOCKED SCREWS (4.8MM)
"NB" WITHOUT SCREWS (5.8MM)
"NL" LOOSE SCREWS (4.8MM)

"NK" ASSEMBLED SCREWS (4.8MM)

ELZILA

C0066

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. HIGH DENSITY CONNECTOR RIGHT ANGLE TYPE
WITH 4 PRONGED BOARDLOCKS (STANDARD: 8.89MM)

B
A 220
G- Biline SPECIFICATIONS
£ ZPLL Current Rating: 3.0 Amperes
.—-”II.,I_ Contact Resistance: 25mQ Max.
i Insulation Resistance: 1000MQ Min. at 500V
= o Dielectric Voltage: 1000V at 1 Minute
= B9 Operating Temperature: -55° to +105°c
|24 5137 MATERIALS
e em—— = No. of Dimensions(mm) Insulator: PBT, UL94V-0 Rated
Contacts| A B C E F H Contact: Brass
E N 15 16.92 2499 30.81| 2.29 [1.145| 7.04 Shell: Brass,Steel
sessssess - 26 |25.25(33.32(39.14| 2.29 | 1.145| 6.88 Contact Plating: Gold Over Nickel Plated
44 38.96 |47.04|53.04 | 2.29 |1.145| 6.88 Shell Plating: Tin Over Copper Plated
c 62 55.42|63.50|69.32| 2.41 |1.205| 7.00 *RoHS & REACH compliant.
220 N (BLANK)
B89 - iy Lt
197 | 5138 TR-Lilne
=i | No. of Dimensions(mm)
T =2 Contacts| A B C E F H NJ NH
:-:1 ﬂ oy I u 15 16.33(24.99 (30.81 | 2.29 |1.145| 7.04
= b AL r 26 24.66 | 33.32|139.14 | 2.29 |1.145| 6.88 “:[*: ;
44 38.38|47.04 |53.04 | 2.29 |1.145| 6.88
62 54.84 | 63.50 | 69.32 | 2.41 |1.205| 7.00 I E | b
= ar
F
_[1/ g %;E — O
Fa -] oo
S =G
H ~F ;""' - H E
- - U Lo B TS
B H: Gk B

Recommended P.C.Board Layout
(15 POSITION)

ORDERING INFORMATION:

PIN51xx-XxXTB/xXx
T 7 3

1. CONNECTOR TYPE:
"37" MALE
"38" FEMALE
2. NO. OF CONTACTS:
15, 26, 44, 62, 78
3. MOUNTING OPTION:
" " LOCKED SCREWS (4.8MM)

"N" WITHOUT SCREWS (5.8MM)

"NH" LOOSE SCREWS (4.8MM)

"NJ" ASSEMBLED SCREWS (4.8MM)

Recommended P.C.Board Layout

(26, 44, 62 POSITION)

/

ELZILA

C0067

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it
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30.80
2499
16.33
L#-LOUNC 58
0.25 2PLS |

o Eam

19
12.55
. -
H

3.08
5.06

D-SUB. HIGH DENSITY FEMALE CONNECTOR RIGHT ANGLE TYPE
(OPTIONAL: 3.08MM & 5.08MM)

SPECIFICATIONS
Current Rating: 3.0 Amperes

Contact Resistance: 25mQ Max.
Insulation Resistance: 1000M<Q Min. at 500V

Dielectric Voltage: 1000V at 1 Minute
Operating Temperature: -55° to +105°¢

MATERIALS

Insulator: PBT, UL94V-0 Rated

Contact: Brass
Shell: Brass,Steel

Contact Plating: Gold Over Nickel Plated
Shell Plating: Tin Over Copper Plated

*RoHS & REACH compliant.

-
(I "—' #3120 1k.59
" EiEEw
wE 179
TYP 2
239 oS a 11{ oo i
TYP. ﬂ T Sedon
=
=
30.80 RECOMMEIND P.CH. THE (TOP VEW)
a'Limn

2699

FLITYP

(P.C.B. TOLERANCE: +0.05)
Recommended P.C.Board Layout (5180)

16.33
LE-L0UMC
— 1PLC

N

-
7

==

-

5186 106

. Ll
11

4
Al

2.190

ORDERING INFORMATION:
PIN51xx-15TB/xX
T 7 3

1. CONNECTOR TYPE:
"80" FEMALE WITH EXTENSION= 3.08MM
"86" FEMALE WITH EXTENSION= 5.08MM
2. NO. OF CONTACTS:
15
3. MOUNTING OPTION:
" " LOCKED SCREWS (4.8MM)
"N" WITHOUT SCREWS (5.8MM)
"NH" LOOSE SCREWS (4.8MM)
"NJ" ASSEMBLED SCREWS (4.8MM)

/

ELZILA C0068

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. HIGH DENSITY CONNECTOR RIGHT ANGLE TYPE WITH
STAMPED CONTACTS & FERRITE (8.89MM)

SPECIFICATIONS
Current Rating: 3.0 Amperes

Contact Resistance: 25mQ Max.

Insulation Resistance: 1000MQ Min. at 500V
Dielectric Voltage: 1000V at 1 Minute
Operating Temperature: -55° to +105°c

MATERIALS
Insulator: PBT, UL94V-0 Rated

Contact: Brass

Shell: Brass,Steel

Contact Plating: Gold Over Nickel Plated
Shell Plating: Tin Over Copper Plated
*RoHS & REACH compliant.

E‘ |
e 889
1397 5257F
TRTRTRTRT] = No. of Dimensions(mm)
Contacts| A B C E E H
15 16.92|24.9930.81| 2.29 |1.145| 7.04
26 25.25|33.32(39.14 | 2.29 |1.145| 6.88
44 38.96|47.04|53.04| 2.29 |1.145| 6.88
62 55.42|63.50|69.32| 2.41 |1.205| 7.00
C
B
: L#-40Un
iy 1
___H___F T T — 230
g ﬂ '-.iil:i. .i:l:l-. " i i
=4
g & l
e .11
1397 | 5258F
e No. of Dimensions(mm)
Contacts| A B C E E H
15 16.33124.99|30.81| 2.29 |1.145| 7.04
26 24.66 |33.32|139.14 | 2.29 |1.145| 6.88
44 38.38|47.04 |53.04 | 2.29 |1.145| 6.88
62 54.84 | 63.50|69.32| 241 |1.205| 7.00
ar
S
] A o
T
2] E |__
o - H
— 8 | A" B
Recommended P.C.Board Layout Recommended P.C.Board Layout

(15 POSITION)

ORDERING INFORMATION:
PIN 52xXF-xXTB/xX
T 7 3

1. CONNECTOR TYPE:

"57" MALE
"58" FEMALE

2. NO. OF CONTACTS:

15, 26, 44, 62

3. MOUNTING OPTION:
" " LOCKED SCREWS (4.8MM)
"N" WITHOUT SCREWS (5.8MM)
"NH" LOOSE SCREWS (4.8MM)
"NJ" ASSEMBLED SCREWS (4.8MM)

(26, 44, 62 POSITION)

N (BLANK)
NJ NH
E 1L 1||—

/

ELZILA

C0069

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it
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2.84

8.31

7.20

Recommended P.C.Board Layout

D-SUB. 9, 15, 25, 37 PIN RIGHT ANGLE MALE CONNECTOR
WITH MACHINED CONTACTS & METAL BRACKETS (7.2MM)

SPECIFICATIONS
Current Rating: 5 Amp

Contact Resistance: 10MQ Max.
Dielectric Withstanding Voltage:

1000V AC Min.

Insulation Resistance: 5GQ Min.
Operating Temperature: -55°c to +125°%

MATERIALS
Shell: Steel, Front Shell Tin Finished

Back Shell Tin Finished

/

A0.25 11,00 Insulator: PBT Thermoplastic, 30% Glass
+H B+0.25 Filled, UL94V-0
3 C£0.25 _ﬂ.v.].n_l Single Contact: Copper Alloy, Gold Flash
=) *RoHS & REACH compliant.
! y
H o0 o0 '
0 00O ‘
=40 7.20£0.80
2.84£0,30 _
Uuu
e — — L No. of Dimensions(mm)
[=. Contacts| A B C D
=
& = 09 30.80|25.00(16.90|11.08
b @ W e § 15 |39.20/33.30|25.25|19.39
o 25 53.05|47.05|38.95|33.24
37 69.40|63.50 | 55.40 | 49.86
o+
ORDERING INFORMATION:
PIN5747-xXTx/RV
T 2374 5
1. CONNECTOR TYPE & FOOTPRINT:
"47" MALE WITH FOOTPRINT=7.2MM
2. NO. OF CONTACTS:
09, 15, 25, 37
3. SHELL FINISH:
"T" FULL TIN PLATED
4. INSULATOR COLOR:
"B" BLACK
"W" WHITE
5. MOUNTING TYPE:
"RV" METAL BRACKET #4-40 UNC
WITH NUTS
tel. 02.3361.1626 info@elitaliaweb.it
g&lﬂ%ﬂ:l% C0071 fax 02.2626.1009 Wwv%.elitaliaweb.it
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D-SUB. 50 PIN RIGHT ANGLE MALE CONNECTOR
WITH MACHINED CONTACTS & METAL BRACKETS (7.2MM)

/

81.00 SPECIFICATIONS
Current Rating: 5 Amp
44.32 Contact Resistance: 10MQ Max.
- 41.66 ;| ﬁ o Dielectric Withstanding Voltage:
S 2.71 - 1000V AC Min.
= e D 0 e o Insulation Resistance: 5GQ Min.
T olo so0s00s —() Operating Temperature: -55° to +125°
MATERIALS
Recommended P.C.Board Layout Shell: Steel, Front Shell Tin Finished
Back Shell Tin Finished
Insulator: PBT Thermoplastic, 30% Glass
Filled, UL94V-0
Single Contact: Copper Alloy, Gold Flash
ol 87.00£0.25 *RoHS & REACH compliant.
H . 61.00£0.25
H 11.00
- £0.
— = 6,10
—y
[-2-N-R-R-N--R-0 R-N-B-0-N-N-N-F-] r
#4—40UNC 7.20£0.30 |
2.8440.30
DUUlUUUOUUUOD 2.84%0.30
=
® o L
o o
d e 3
= o
o 2 H
= =
=
]
ORDERING INFORMATION:
PIN5747-50Tx/RV
T 2374 5
1. CONNECTOR TYPE & FOOTPRINT:
"47" MALE WITH FOOTPRINT=7.2MM
2. NO. OF CONTACTS:
50
3. SHELL FINISH:
"T" FULL TIN PLATED
4. INSULATOR COLOR:
"B" BLACK
"W" WHITE
5. MOUNTING TYPE:
"RV" METAL BRACKET #4-40 UNC
WITH NUTS
tel. 02.3361.1626 info@elitaliaweb.it
g&.ﬂ%ﬂ_—.% C0072 fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. 9, 15, 25, 37 PIN RIGHT ANGLE FEMALE CONNECTOR
WITH MACHINED CONTACTS & METAL BRACKETS (7.2MM)

Current Rating: 5 Amp

| ‘ x SPECIFICATIONS
[
Q% A Contact Resistance: 10MQ Max.
E] : Dielectric Withstanding Voltage:
o & 1000V AC Min.
= Insulation Resistance: 5GQ Min.

Operating Temperature: -55°c to +125°%

Recommended P.C.Board Layout

MATERIALS
. Shell: Steel, Front Shell Tin Finished
= Back Shell Tin Finished
Insulator: PBT Thermoplastic, 30% Glass
a B0.25 Filled, UL94V-0
& C40.25 Single Contact: Copper Alloy, Gold Flash

*RoHS & REACH compliant.

7.20£0.30

2.8420.30 _|

No. of Dimensions(mm)

Contacts| A B C D
09 30.80(25.00|16.90|11.08
15 39.20|33.30|24.60|19.39
25 53.05|47.05|38.40|33.24
37 69.40|63.50 | 55.80 | 49.86

o
©

ORDERING INFORMATION:
PIN5748-xXxTx/RV
T 7234 "5

1. CONNECTOR TYPE & FOOTPRINT:
"48" FEMALE WITH FOOTPRINT=7.2MM
2. NO. OF CONTACTS:
09, 15, 25, 37
3. SHELL FINISH:
"T" FULL TIN PLATED
4. INSULATOR COLOR:
"B" BLACK
"W" WHITE
5. MOUNTING TYPE:
"RV" METAL BRACKET #4-40 UNC
WITH NUTS

/

':IF tel. 02.3361.1626 info@elitaliaweb.it
g&uﬂ ﬁlﬂ_—uM C0073 fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. 50 PIN RIGHT ANGLE FEMALE CONNECTOR
WITH MACHINED CONTACTS & METAL BRACKETS (7.2MM)

SPECIFICATIONS
Current Rating: 5 Amp

/

; 2 Contact Resistance: 10MQ Max.
od S S Dielectric Withstanding Voltage:
i~ 1000V AC Min.
Insulation Resistance: 5GQ Min.
Operating Temperature: -55°c to +125°%
Recommended P.C.Board Layout MATERIALS
Shell: Steel, Front Shell Tin Finished
Back Shell Tin Finished
Insulator: PBT Thermoplastic, 30% Glass
67.00+0.25 Filled, UL94V-0
= ol Single Contact: Copper Alloy, Gold Flash
3‘ g 61.004£0.25 *RoHS & REACH compliant.
g & 10.90
13| « —-— 52,200,256
1 = 6.00 .r
90000000000000000
] 20000000800000000
#4—40UNC 7.20£0.30
2.84+0.30
l ] 2.8440.30
o
i =
S @
8 X
o H =
o)
ORDERING INFORMATION:
PIN5748-50Tx/RV
T 72374 75
1. CONNECTOR TYPE & FOOTPRINT:
"48" FEMALE WITH FOOTPRINT=7.2MM
2. NO. OF CONTACTS:
50
3. SHELL FINISH:
"T" FULL TIN PLATED
4. INSULATOR COLOR:
"B" BLACK
"W" WHITE
5. MOUNTING TYPE:
"RV" METAL BRACKET #4-40 UNC
WITH NUTS
tel. 02.3361.1626 info@elitaliaweb.it
g&.ﬂ%ﬂ_—.% C0074 fax 02.2626.1009 www.elitaliaweb.it
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D-SUB. 9, 15, 25, 37 PIN RIGHT ANGLE MALE CONNECTOR
WITH MACHINED CONTACTS & METAL BRACKETS (9.4MM)

o
{ o

. 9.40

Recommended P.C.Board Layout

10.70

6.00+0.30
87+0

©

ORDERING INFORMATION:
PIN5749-xXxTx/RV
1T 7234 "5

1. CONNECTOR TYPE & FOOTPRINT:
"49" MALE WITH FOOTPRINT=9.4MM
2. 