
www.fuantronics.net PRODUCT DESCRIPTION 

40W Ul48/17 FAUl4817 SERIES 

FEATURES 

Frequency 50 /6 0Hz 

Potted under vacuum 

Split-bobbin 

Temperature class ta LJ 0 °C/B 

Weight: 0.LJLJ5kg 

Packaging unit: 1 0  pieces (tray) 

Fix ing materiai for 2.5mm (0.098 inch) 

Self-tapping screws: □ IN 7513 (M 3x8 )

Sheet-metal screws: □IN 7971 (2.9x6.5) 

PHYSICAL CHARACTERISTICS 
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TECHNICAL INFORMATION 

OPTIONS COMMON APPLICATIONS 

Bulk packaging is standard 

Custom design available 

Medicai equipments 

Industriai equipments 

Industriai controls 

Test equipments 

Industriai computers 

Avi on ics 6 telecom 

Pins SQl.2*0.5 

ELECTRICAL CHARACTERISTICS AT 25
°
C 

Part Primary Secondary No-load F" 
Number [V) [V/mAJ voltage(V) ig. 

FAUILJ81767 

FAUILJ81768 

FAUILJ81769 

FAUI LJ8177 0 

FAUI LJ81771 

FAUILJ81772 

2*6 

2*9 

2*12 

2*15 

2*18 

2*2LJ 

2*3333 

2*2222 

2*1667 

2*1333 

2*1111 

2*833 

2*6.7 

2*1 0. 0 

2*13.LJ 

2*16.7 

2*2 0.1 

2*26.8 

1 

1 

1 

1 

1 

1 

Possible Primary Connections Possible Seecondary Connections 

I
230V 

I I I 

. □ .. □. 
23 20 17 lll 

1 
115V I 

I 

. r.7 .. r.7 . 
23 20 17 lll 

. □ .. □ . 
23 O 7 11.J 

SecondaryVottage □oubted 

ALL DIMENSI0 NS IN MM 

.r.7 .. r.7 . 
,, ,p 17 1" 

j 
□ouble the Secondary Current 
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PRODUCT DESCRIPTION www.fuantronics.net 

60W Ul48/26 FAUl4826 SERI ES 

FEATURES 

Frequency 50/B0Hz 

Potted under vacuum 

Split-bobbin 

Temperature class ta LJ0°C/B 

Weight: 0.53kg 

Packaging unit: 10 pieces (tray) 

Fixing materiai far 2.5mm (0.098 inch) 

Self-tapping screws: □I N  7513 ( M  3x8) 

Sheet-metal screws: □IN 7971 (2.9x6.5) 

PHVSICAL CHARACTERISTICS 

7 8 91011 12 

2ll 23 22 21 20 19 18 17 16 15 lll 13 
. . . . . . . . . . . .

5*5,0 5.0*5 

�-+--+=-- 7.0 

TECHNICAL INFORMATION 

OPTIONS COMMON APPLICATIONS 

Bulk packaging is standard 
Custom design available 

Medicai equipments 

Industriai equipments 

Industriai controls 

Test equipments 

Industriai computers 

Avionics 6 telecom 

Pins SQl.2*0.5 

t::J I.J7.0 

ELECTRICAL CHARACTERISTICS AT 25
°
C 

Part Primary Secondary No-load F Number [V) [V/mAJ voltage(V) ig. 

FAUILJ82673 

FAUILJ8267LJ 

FAUILJ82675 

FAUILJ82676 

FAUI LJ82677 

FAUILJ82678 

2*6 

2*9 

2*12 

2*15 

2*18 

2*2LJ 

2*5000 

2*3333 

2*2500 

2*2000 

2*1667 

2*1250 

2*6.6 

2*9.9 

2*13.1 

2*16.LJ 

2*19.7 

2*26.3 

1 

1 

1 

1 

1 

1 

Possible Primary Connections Possible Seecondary Connections 

1
230V 

I I 1 
1 lJ 9 12 

u·· ··c

. n .. n. 
23 2D 17 lll 

1 
115V 

I 

1 lJ 9 12 

c····c 

. n .. n . 
23 2D 17 lll 

. n .. n . 
2 O 7 lll 

SecondaryVottage □oubted 

ALL OIMENSI0 NS IN M M  

.n .. n . 
21 2P 17 " 

I 
□ouble the Secondary Current 
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