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Model No KPM-G1203A KPM-G1205A KPM-G1212A
Rated Voltage 3v 5V 12v
Operating Voltage 2~5V 4~8V 8~16V
Max Rated Current 90mA 40mA 40mA
Coil Resisatance (DC 16£4Q 45:£5Q 140+ 14Q |
Coil Impedance (AC) 400 80Q 240Q
Min.Sound Pressure Level 80dB/2400Hz/3V/10cm 85dB/2400Hz/5V/10cm 85dB/2400Hz/12V/10cm
Resonant Frequency 2400Hz
Tone Nature Continuous
Operating Temperature -20~+70T E
Storage Temperature -30~+80T |
Weight 2g /T
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i Il KPM-1203C MAGNETIC TRANSDUCER
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[actual curve of type]
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Model No KPM-G1203C : rﬂ
Rated Voltage 3V - H I
Operating Voltage 2~5V 12-00.6
Max Rated Current 150mA color Black
Coil Resisatance (DC 55+1Q PPO Housing Material KPM-G1203C
Coil Impedance (AC) 950 Pin Terminal K
Min.Sound Pressure Level 85dB/2731H2/3V/10cm M \ golgen red
Resonant Frequency 2731Hz
Tone Nature Continuous Watarprool ol 2.6
Operating Temperature -20~+70C
Storage Temperature -30~+80T
Weight 1.49
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