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Model No KPI-G1410LP
Rated Voltage 12vDC
Max Allowable Voltage 6-16VDC
Max Rated Current 8mA/12VDC
Min Sound Pressure Level 85dB/12VDC/10cm
Resonant Frequency 4.3 +0.5KHz
Tone Nature Continuous
Operating Temperature -20 ~ +80T
Storage Temperature -30 ~ +100T
Weight 1g

RoHS
Compliant

11l KPI-G1620 PIEZO BUZZER
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Model No KPI-G1620
Rated Voltage 12VDC
Max Allowable Voltage 1.5-18VDC
Max Rated Current 20mA
Min Sound Pressure Level 85dB/12VDC/10cm
Resonant Frequency 4.0+ 0.5KHz
Tone Nature Continuous
Operating Temperature -20~+80T
Storage Temperature -30~+100TC
Weight 2g

RoHS
Compliant

i 1l KPI-G2210L PIEZO BUZZER
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Model No KPI-G2210L
Rated Voltage 12VDC
Max Allowable Voltage 3-30vDC
Max Rated Current 15mA
Min Sound Pressure Level 85dB/12VDC/30cm
Resonant Frequency 4.2+ 0.5KHz
Tone Nature Continuous
Operating Temperature -20~+60T
Storage Temperature -30 ~+70T
Weight 69

RoHS
Compliant

Ningbo Kepo Electronics Co., Itd
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PA Housing Material

ABS Housing Material
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Pin Terminal
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color Black

Wire Terminal
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UL1007/AWG28#

27.520.5

UL1007/AWG28#
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tel. 02.33.61.16.26 www.elitaliaweb.it
fax 02.26.26.10.09 info@elitaliaweb.it
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PIEZO BUZZER

Product ID | KPI-G1410C-05

Rated voltage 5vDC
Operating Voltage 1.5~12VDC
Max.Rated Current 8mA at 12VDC
Min.Sound Pressurel Level 72dB at 5VDC/10cm
Resonant Frequency 4.3+0.5KHz
Tone Nature Continuous
D(mm) ?14.0
H(mm) 7.8
Operating Temperature -20~+70°C
Weight 29
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