
Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68, IP69K in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Coupling nut/screw:

Remarks
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU 

Brass with gold plated 

TPU

Zinc alloy with nickel plated

M12 Male Molded  Cable, Straight

Connector series: M12 

Gender: Male 

Coding: A ,B,C,D

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12M*HD**STXXXXXX 

* refers to coding type

** refers to pins number

X  refers to cable specification
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FINECABLES ENTERPRISE CO., LIMITED

RoHS IP68

REF 42.0

Φ
1

4
.5

M12x1.0

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

C

03 pins 

04 pins 

05 pins 

06 pins 

08 pins

12 pins 

17 pins   

MA12MCHD06STXXXB25

MA12MAHD08STXXXB25

MA12MAHD12STXXXB14

MA17MAHD17STXXXB14

Cable
jacket 

*17pin with different overmold from above other pins.

MA12MAHD03STXXXB34

MA12MBHD03STXXXB34

MA12MCHD03STXXXB34

MA12MAHD04STXXXB34

MA12MBHD04STXXXB34

MA12MCHD04STXXXB34

MA12MDHD04STXXXB34

MA12MAHD05STXXXB34

MA12MBHD05STXXXB34

MA12MCHD05STXXXB25

4A

4A

4A

2A

2A

1.5A

1.5A 

250V

250V

60V

30V

30V

30V

30V

250V

250V

60V

30V

30V

30V

30V

22AWG

22AWG

22AWG

24AWG

24AWG

26AWG

26AWG

0.34 

0.34 

 0.34

0.25 

0.25 

0.14

0.14 

2A
(C-code)

24AWG
(C-code)

0.25
(C-code)

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

(2+PE)

(3+PE)

(4+PE)

(5+PE)

1

34

2
5

1

34

2

1

34

6
8

4

7
5

9

3
11

12
10

21

13

14
15

16 17

6

8 4

7 5

9 31112
10 21

2

3
456

7
8

1

1

34

2
5

1

34

2

1

34

3

PE

2

PE
3

2
1

PE

2

15

4

PE

2

15

4
6

1

4

2

3

Note: X refers to cable specification

EL.ITALIA SRL +39 02.33611626  www.elitaliaweb.it  
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Φ
1

4
.5

REF 42

M12x1.0

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Coupling nut/screw:

Remarks
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU 

Brass with gold plated 

TPU

PA+GF

M12 Male Molded  Cable, Straight, Plastic Screw

Connector series: M12 

Gender: Male 

Coding: A ,B,C,D

Locking type: Plastic fix screw 

Mounting type: Straight 

Part No.: MA12M*P**STXXXXXX 

* refers to coding type

** refers to pins number

X  refers to cable specification

RoHS IP68

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

C

03 pins 

04 pins 

05 pins 

06 pins 

08 pins

12 pins 

17 pins   

Cable
jacket 

*17pin with different overmold from above other pins.

MA12MCP06STXXXB25

MA12MAP08STXXXB25

MA12MAP12STXXXB14

MA12MAP17STXXXB14

MA12MAP03STXXXB34

MA12MBP03STXXXB34

MA12MCP03STXXXB34

MA12MAP04STXXXB34

MA12MBP04STXXXB34

MA12MCP04STXXXB34

MA12MDP04STXXXB34

MA12MAP05STXXXB34

MA12MBP05STXXXB34

MA12MCP05STXXXB25

(2+PE)

(3+PE)

(4+PE)

(5+PE)

1

34

2
5

1

34

2

1

34

6
8

4

7
5

9

3
11

12
10

21

13

14
15

16 17

6

8 4

7 5

9 31112
10 21

2

3
456

7
8

1

1

34

2
5

1

34

2

1

34

3

PE

2

PE
3

2
1

PE

2

15

4

PE

2

15

4
6

1

4

2

3

4A

4A

4A

2A

2A

1.5A

1.5A 

250V

250V

60V

30V

30V

30V

30V

250V

250V

60V

30V

30V

30V

30V

22AWG

22AWG

22AWG

24AWG

24AWG

26AWG

26AWG

0.34 

0.34 

 0.34

0.25 

0.25

0.14

0.14  

2A
(C-code)

24AWG
(C-code)

0.25
(C-code)

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC
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FINECABLES ENTERPRISE CO., LIMITED

Note: X refers to cable specification
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Connector contacts:

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

Brass with gold plated

≥100MΩ

≤5mΩ

Unavailable

IP68, IP69K in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector overmold:

Coupling nut/screw:

Seal / O-ring:

Remarks
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU; PA

TPU 

Zinc alloy with nickel plated 

FKM

M12 Female Molded  Cable, Straight

Connector series: M12 

Gender: Female 

Coding: A ,B,C,D

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12F*HD**STXXXXXX 

* refers to coding type

** refers to pins number

X  refers to cable specification

RoHS IP68

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

C

03 pins 

04 pins 

05 pins 

06 pins 

08 pins

12 pins 

17 pins   

Cable
jacket 

*17pin with different overmold from above other pins.

(2+PE)

(3+PE)

(4+PE)

(5+PE)

1

3 4

2

1

3 4

2
5

1

3 4

2

1

3 4

6
8

4

7
5

9

3
11

12
10

2 1

13

14
15

1617

6

84

75

93 11 12
102 1

2

3
4 5 6

7
8 1

1

3 4

2
5

1

3 4

2

1

3 4

3

PE

2

PE
3

2
1

PE

2

1 5

4

PE

2

1 5

4
6

REF 41.0

Φ
1

4
.5

M12x1.0

MA12FCHD06STXXXB25

MA12FAHD08STXXXB25

MA12FAHD12STXXXB14

MA12FAHD17STXXXB14

MA12FAHD03STXXXB34

MA12FBHD03STXXXB34

MA12FCHD03STXXXB34

MA12FAHD04STXXXB34

MA12FBHD04STXXXB34

MA12FCHD04STXXXB34

MA12FDHD04STXXXB34

MA12FAHD05STXXXB34

MA12FBHD05STXXXB34

MA12FCHD05STXXXB25

4A

4A

4A

2A

2A

1.5A

1.5A 

250V

250V

60V

30V

30V

30V

30V

250V

250V

60V

30V

30V

30V

30V

22AWG

22AWG

22AWG

24AWG

24AWG

26AWG

26AWG

0.34 

0.34 

 0.34

0.25 

0.25 

0.14

0.14 

2A
(C-code)

24AWG
(C-code)

0.25
(C-code)

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

Note: X refers to cable specification
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M12x1.0

REF 41

Φ
1

4
.5

M12 Female Molded  Cable, Straight, Plastic Nut

Connector series: M12 

Gender: Female 

Coding: A ,B,C,D

Locking type: Plastic fix screw 

Mounting type: Straight 

Part No.: MA12F*P**STXXXXXX 

* refers to coding type

** refers to pins number

X  refers to cable specification

Connector contacts:

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

Brass with gold plated

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector overmold:

Coupling nut/screw:

Seal / O-ring:

Remarks
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU; PA

TPU 

PA+GF 

FKM

RoHS IP68

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

C

03 pins 

04 pins 

05 pins 

06 pins 

08 pins

12 pins 

17 pins   

4A

4A

4A

2A

2A

1.5A

1.5A 

250V

250V

60V

30V

30V

30V

30V

250V

250V

60V

30V

30V

30V

30V

22AWG

22AWG

22AWG

24AWG

24AWG

26AWG

26AWG

0.34 

0.34 

 0.34

0.25 

0.25

0.14

0.14  

2A
(C-code)

24AWG
(C-code)

0.25
(C-code)

Cable
jacket 

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

*17pin with different overmold from above other pins.

MA12FCP06STXXXB25

MA12FAP08STXXXB25

MA12FAP12STXXXB14

MA12FAP17STXXXB14

MA12FAP03STXXXB34

MA12FBP03STXXXB34

MA12FCP03STXXXB34

MA12FAP04STXXXB34

MA12FBP04STXXXB34

MA12FCP04STXXXB34

MA12FDP04STXXXB34

MA12FAP05STXXXB34

MA12FBP05STXXXB34

MA12FCP05STXXXB25
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FINECABLES ENTERPRISE CO., LIMITED

(2+PE)

(3+PE)

(4+PE)

(5+PE)

1

3 4

2

1

3 4

2
5

1

3 4

2

1

3 4

6
8

4

7
5

9

3
11

12
10

2 1

13

14
15

1617

6

84

75

93 11 12
102 1

2

3
4 5 6

7
8 1

1

3 4

2
5

1

3 4

2

1

3 4

3

PE

2

PE
3

2
1

PE

2

1 5

4

PE

2

1 5

4
6

Note: X refers to cable specification
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Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Available

IP68, IP69K in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Coupling nut/screw:

Remarks
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA 

Brass with gold plated 

TPU

Zinc alloy with nickel plated

M12 Male Molded  Cable, Straight, Shielded

Connector series: M12 

Gender: Male 

Coding: A ,B,C,D

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12MS*HD**STXXXXXX 

* refers to coding type

** refers to pins number

X  refers to cable specification

RoHS IP68

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

C

03 pins 

04 pins 

05 pins 

06 pins 

08 pins

12 pins 

17 pins   

4A

4A

4A

2A

2A

1.5A

1.5A 

250V

250V

60V

30V

30V

30V

30V

250V

250V

60V

30V

30V

30V

30V

22AWG

22AWG

22AWG

24AWG

24AWG

26AWG

26AWG

0.34 

0.34 

 0.34

0.25 

0.25 

0.14

0.14 

2A
(C-code)

24AWG
(C-code)

0.25
(C-code)

Cable
jacket 

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

*12pin, 17pin with different overmold from above other pins.

REF48.2

Φ
1

4
.5

M12x1.0

MA12MSCHD06STXXXB25

MA12MSAHD08STXXXB25

MA12MSAHD12STXXXB14

MA12MSAHD17STXXXB14

MA12MSAHD03STXXXB34

MA12MSBHD03STXXXB34

MA12MSCHD03STXXXB34

MA12MSAHD04STXXXB34

MA12MSBHD04STXXXB34

MA12MSCHD04STXXXB34

MA12MSDHD04STXXXB34

MA12MSAHD05STXXXB34

MA12MSBHD05STXXXB34

MA12MSCHD05STXXXB25

M
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 c
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FINECABLES ENTERPRISE CO., LIMITED

(2+PE)

(3+PE)

(4+PE)

(5+PE)

1

34

2
5

1

34

2

1

34

6
8

4

7
5

9

3
11

12
10

21

13

14
15

16 17

6

8 4

7 5

9 31112
10 21

2

3
456

7
8

1

1

34

2
5

1

34

2

1

34

3

PE

2

PE
3

2
1

PE

2

15

4

PE

2

15

4
6

1

4

2

3

Note: X refers to cable specification
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M12x1.0

Φ
1

4
.5

REF46.9

Remarks
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

M12 Female Molded  Cable, Straight, Shielded

Connector series: M12 

Gender: Female 

Coding: A ,B,C,D

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12FS*HD**STXXXXXX 

* refers to coding type

** refers to pins number

X  refers to cable specification

RoHS IP68

*12pin, 17pin with different overmold from above other pins.

Connector contacts:

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

Brass with gold plated

≥100MΩ

≤5mΩ

Available

IP68, IP69K in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector overmold:

Coupling nut/screw:

Seal / O-ring:

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA

TPU 

Zinc alloy with nickel plated 

FKM

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

C

03 pins 

04 pins 

05 pins 

06 pins 

08 pins

12 pins 

17 pins   

4A

4A

4A

2A

2A

1.5A

1.5A 

250V

250V

60V

30V

30V

30V

30V

250V

250V

60V

30V

30V

30V

30V

22AWG

22AWG

22AWG

24AWG

24AWG

26AWG

26AWG

0.34 

0.34 

 0.34

0.25 

0.25

0.14

0.14  

2A
(C-code)

24AWG
(C-code)

0.25
(C-code)

Cable
jacket 

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

MA12FSCHD06STXXXB25

MA12FSAHD08STXXXB25

MA12FSAHD12STXXXB14

MA12FSAHD17STXXXB14

MA12FSAHD03STXXXB34

MA12FSBHD03STXXXB34

MA12FSCHD03STXXXB34

MA12FSAHD04STXXXB34

MA12FSBHD04STXXXB34

MA12FSCHD04STXXXB34

MA12FSDHD04STXXXB34

MA12FSAHD05STXXXB34

MA12FSBHD05STXXXB34

MA12FSCHD05STXXXB25

M
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FINECABLES ENTERPRISE CO., LIMITED

(2+PE)

(3+PE)

(4+PE)

(5+PE)

1

3 4

2

1

3 4

2
5

1

3 4

2

1

3 4

6
8

4

7
5

9

3
11

12
10

2 1

13

14
15

1617

6

84

75

93 11 12
102 1

2

3
4 5 6

7
8 1

1

3 4

2
5

1

3 4

2

1

3 4

3

PE

2

PE
3

2
1

PE

2

1 5

4

PE

2

1 5

4
6

Note: X refers to cable specification

EL.ITALIA SRL +39 02.33611626  www.elitaliaweb.it  
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M12 Male Molded  Cable, Angled

REF 36

Φ
8

.8

R
E

F
 2

9
.7

Φ14.5
M12x1.0

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68, IP69K in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Coupling nut/screw:

Remarks
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU 

Brass with gold plated 

TPU

Zinc alloy with nickel plated

Connector series: M12 

Gender: Male 

Coding: A ,B,C,D

Locking type: Fix screw 

Mounting type: Right angled 

Part No.: MA12M*HD**RAXXXXXX 

* refers to coding type

** refers to pins number

X  refers to cable specification

RoHS IP68

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

C

03 pins 

04 pins 

05 pins 

06 pins 

08 pins

12 pins 

17 pins   

Cable
jacket 

4A

4A

4A

2A

2A

1.5A

1.5A 

250V

250V

60V

30V

30V

30V

30V

250V

250V

60V

30V

30V

30V

30V

22AWG

22AWG

22AWG

24AWG

24AWG

26AWG

26AWG

0.34 

0.34 

 0.34

0.25 

0.25 

0.14

0.14 

2A
(C-code)

24AWG
(C-code)

0.25
(C-code)

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

*12pin, 17pin with different overmold from above other pins.

MA12MCHD06RAXXXB25

MA12MAHD08RAXXXB25

MA12MAHD12RAXXXB14

MA12MAHD17RAXXXB14

MA12MAHD03RAXXXB34

MA12MBHD03RAXXXB34

MA12MCHD03RAXXXB34

MA12MAHD04RAXXXB34

MA12MBHD04RAXXXB34

MA12MCHD04RAXXXB34

MA12MDHD04RAXXXB34

MA12MAHD05RAXXXB34

MA12MBHD05RAXXXB34

MA12MCHD05RAXXXB25

M
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 c
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FINECABLES ENTERPRISE CO., LIMITED

(2+PE)

(3+PE)

(4+PE)

(5+PE)

1

34

2
5

1

34

2

1

34

6
8

4

7
5

9

3
11

12
10

21

13

14
15

16 17

6

8 4

7 5

9 31112
10 21

2

3
456

7
8

1

1

34

2
5

1

34

2

1

34

3

PE

2

PE
3

2
1

PE

2

15

4

PE

2

15

4
6

1

4

2

3

Note: X refers to cable specification
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REF 36
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Φ14.5
M12x1.0

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68, IP69K in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Coupling nut/screw:

Remarks
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU 

Brass with gold plated 

TPU

PA+GF

M12 Male Molded  Cable, Angled, Plastic Screw

Connector series: M12 

Gender: Male 

Coding: A ,B,C,D

Locking type: Plastic fix screw 

Mounting type: Right angled 

Part No.: MA12M*P**RAXXXXXX 

* refers to coding type

** refers to pins number

X  refers to cable specification

RoHS IP68

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

C

03 pins 

04 pins 

05 pins 

06 pins 

08 pins

12 pins 

17 pins   

Cable
jacket 

4A

4A

4A

2A

2A

1.5A

1.5A 

250V

250V

60V

30V

30V

30V

30V

250V

250V

60V

30V

30V

30V

30V

22AWG

22AWG

22AWG

24AWG

24AWG

26AWG

26AWG

0.34 

0.34 

 0.34

0.25 

0.25

0.14

0.14  

2A
(C-code)

24AWG
(C-code)

0.25
(C-code)

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

*12pin, 17pin with different overmold from above other pins.

MA12MCP06RAXXXB25

MA12MAP08RAXXXB25

MA12MAP12RAXXXB14

MA12MAP17RAXXXB14

MA12MAP03RAXXXB34

MA12MBP03RAXXXB34

MA12MCP03RAXXXB34

MA12MAP04RAXXXB34

MA12MBP04RAXXXB34

MA12MCP04RAXXXB34

MA12MDP04RAXXXB34

MA12MAP05RAXXXB34

MA12MBP05RAXXXB34

MA12MCP05RAXXXB25

M
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 c
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n
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FINECABLES ENTERPRISE CO., LIMITED

(2+PE)

(3+PE)

(4+PE)

(5+PE)

1

34

2
5

1

34

2

1

34

6
8

4

7
5

9

3
11

12
10

21

13

14
15

16 17

6

8 4

7 5

9 31112
10 21

2

3
456

7
8

1

1

34

2
5

1

34

2

1

34

3

PE

2

PE
3

2
1

PE

2

15

4

PE

2

15

4
6

1

4

2

3

Note: X refers to cable specification
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*12pin, 17pin with different overmold from above other pins.

Connector contacts:

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

Brass with gold plated

≥100MΩ

≤5mΩ

Unavailable

IP68, IP69K in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector overmold:

Coupling nut/screw:

Seal / O-ring:

Remarks
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU; PA

TPU 

Zinc alloy with nickel plated 

FKM

M12 Female Molded  Cable, Angled

Connector series: M12 

Gender: Female 

Coding: A ,B,C,D

Locking type: Fix screw 

Mounting type: Right angled 

Part No.: MA12F*HD**RAXXXXXX 

* refers to coding type

** refers to pins number

X  refers to cable specification

RoHS IP68

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

C

03 pins 

04 pins 

05 pins 

06 pins 

08 pins

12 pins 

17 pins   

Cable
jacket 

4A

4A

4A

2A

2A

1.5A

1.5A 

250V

250V

60V

30V

30V

30V

30V

250V

250V

60V

30V

30V

30V

30V

22AWG

22AWG

22AWG

24AWG

24AWG

26AWG

26AWG

0.34 

0.34 

 0.34

0.25 

0.25 

0.14

0.14 

2A
(C-code)

24AWG
(C-code)

0.25
(C-code)

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

MA12FCHD06RAXXXB25

MA12FAHD08RAXXXB25

MA12FAHD12RAXXXB14

MA12FAHD17RAXXXB14

MA12FAHD03RAXXXB34

MA12FBHD03RAXXXB34

MA12FCHD03RAXXXB34

MA12FAHD04RAXXXB34

MA12FBHD04RAXXXB34

MA12FCHD04RAXXXB34

MA12FDHD04RAXXXB34

MA12FAHD05RAXXXB34

MA12FBHD05RAXXXB34

MA12FCHD05RAXXXB25

R
E

F
 2

8

Φ
8

.8

REF 36

Φ14.5
M12x1.0
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FINECABLES ENTERPRISE CO., LIMITED

(2+PE)

(3+PE)

(4+PE)

(5+PE)

1

3 4

2

1

3 4

2
5

1

3 4

2

1

3 4

6
8

4

7
5

9

3
11

12
10

2 1

13

14
15

1617

6

84

75

93 11 12
102 1

2

3
4 5 6

7
8 1

1

3 4

2
5

1

3 4

2

1

3 4

3

PE

2

PE
3

2
1

PE

2

1 5

4

PE

2

1 5

4
6

Note: X refers to cable specification
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REF 36

Φ14.5
M12x1.0

M12 Female Molded  Cable, Angled, Plastic Nut

Connector series: M12 

Gender: Female 

Coding: A ,B,C,D

Locking type: Plastic fix screw 

Mounting type: Right angled 

Part No.: MA12F*P**RAXXXXXX 

* refers to coding type

** refers to pins number

X  refers to cable specification

Connector contacts:

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

Brass with gold plated

≥100MΩ

≤5mΩ

Unavailable

IP68, IP69K in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector overmold:

Coupling nut/screw:

Seal / O-ring:

Remarks
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU; PA

TPU 

PA+GF 

FKM

RoHS IP68

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

C

03 pins 

04 pins 

05 pins 

06 pins 

08 pins

12 pins 

17 pins   

4A

4A

4A

2A

2A

1.5A

1.5A 

250V

250V

60V

30V

30V

30V

30V

250V

250V

60V

30V

30V

30V

30V

22AWG

22AWG

22AWG

24AWG

24AWG

26AWG

26AWG

0.34 

0.34 

 0.34

0.25 

0.25

0.14

0.14  

2A
(C-code)

24AWG
(C-code)

0.25
(C-code)

Cable
jacket 

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

Note: X refers to cable specification*12pin, 17pin with different overmold from above other pins.

MA12FCP06RAXXXB25

MA12FAP08RAXXXB25

MA12FAP12RAXXXB14

MA12FAP17RAXXXB14

MA12FAP03RAXXXB34

MA12FBP03RAXXXB34

MA12FCP03RAXXXB34

MA12FAP04RAXXXB34

MA12FBP04RAXXXB34

MA12FCP04RAXXXB34

MA12FDP04RAXXXB34

MA12FAP05RAXXXB34

MA12FBP05RAXXXB34

MA12FCP05RAXXXB25

M
1
2
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s 
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n
n
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FINECABLES ENTERPRISE CO., LIMITED

(2+PE)

(3+PE)

(4+PE)

(5+PE)

1

3 4

2

1

3 4

2
5

1

3 4

2

1

3 4

6
8

4

7
5

9

3
11

12
10

2 1

13

14
15

1617

6

84

75

93 11 12
102 1

2

3
4 5 6

7
8 1

1

3 4

2
5

1

3 4

2

1

3 4

3

PE

2

PE
3

2
1

PE

2

1 5

4

PE

2

1 5

4
6
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Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Available

IP68, IP69K in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Coupling nut/screw:

Remarks
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA 

Brass with gold plated 

TPU

Zinc alloy with nickel plated

M12 Male Molded  Cable, Angled, Shielded

Connector series: M12 

Gender: Male 

Coding: A ,B,C,D

Locking type: Fix screw 

Mounting type: Right angled 

Part No.: MA12MS*HD**RAXXXXXX 

* refers to coding type

** refers to pins number

X  refers to cable specification

RoHS IP68

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

C

03 pins 

04 pins 

05 pins 

06 pins 

08 pins

12 pins 

17 pins   

4A

4A

4A

2A

2A

1.5A

1.5A 

250V

250V

60V

30V

30V

30V

30V

250V

250V

60V

30V

30V

30V

30V

22AWG

22AWG

22AWG

24AWG

24AWG

26AWG

26AWG

0.34 

0.34 

 0.34

0.25 

0.25 

0.14

0.14 

2A
(C-code)

24AWG
(C-code)

0.25
(C-code)

Cable
jacket 

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

*12pin, 17pin with different overmold from above other pins. Note: X refers to cable specification

REF 37.5

R
E

F
2

9
.7

Φ14.5

M12x1.0

MA12MSCHD06RAXXXB25

MA12MSAHD08RAXXXB25

MA12MSAHD12RAXXXB14

MA12MSAHD17RAXXXB14

MA12MSAHD03RAXXXB34

MA12MSBHD03RAXXXB34

MA12MSCHD03RAXXXB34

MA12MSAHD04RAXXXB34

MA12MSBHD04RAXXXB34

MA12MSCHD04RAXXXB34

MA12MSDHD04RAXXXB34

MA12MSAHD05RAXXXB34

MA12MSBHD05RAXXXB34

MA12MSCHD05RAXXXB25

M
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2
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n
n
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R

FINECABLES ENTERPRISE CO., LIMITED

(2+PE)

(3+PE)

(4+PE)

(5+PE)

1

34

2
5

1

34

2

1

34

6
8

4

7
5

9

3
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10
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15
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6

8 4

7 5

9 31112
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2

1

34

3

PE

2

PE
3

2
1

PE

2

15

4

PE

2

15

4
6

1

4

2

3
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REF 37.5
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E
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2

8
.7

Φ14.5

M12x1.0

Remarks
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

M12 Female Molded  Cable, Angled, Shielded

Connector series: M12 

Gender: Female 

Coding: A ,B,C,D

Locking type: Fix screw 

Mounting type: Right angled 

Part No.: MA12FS*HD**RAXXXXXX 

* refers to coding type

** refers to pins number

X  refers to cable specification

RoHS IP68

*12pin, 17pin with different overmold from above other pins. Note: X refers to cable specification

Connector contacts:

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

Brass with gold plated

≥100MΩ

≤5mΩ

Available

IP68, IP69K in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector overmold:

Coupling nut/screw:

Seal / O-ring:

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA

TPU 

Zinc alloy with nickel plated 

FKM

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

C

03 pins 

04 pins 

05 pins 

06 pins 

08 pins

12 pins 

17 pins   

4A

4A

4A

2A

2A

1.5A

1.5A 

250V

250V

60V

30V

30V

30V

30V

250V

250V

60V

30V

30V

30V

30V

22AWG

22AWG

22AWG

24AWG

24AWG

26AWG

26AWG

0.34 

0.34 

 0.34

0.25 

0.25

0.14

0.14  

2A
(C-code)

24AWG
(C-code)

0.25
(C-code)

Cable
jacket 

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

MA12FSCHD06RAXXXB25

MA12FSAHD08RAXXXB25

MA12FSAHD12RAXXXB14

MA12FSAHD17RAXXXB14

MA12FSAHD03RAXXXB34

MA12FSBHD03RAXXXB34

MA12FSCHD03RAXXXB34

MA12FSAHD04RAXXXB34

MA12FSBHD04RAXXXB34

MA12FSCHD04RAXXXB34

MA12FSDHD04RAXXXB34

MA12FSAHD05RAXXXB34

MA12FSBHD05RAXXXB34

MA12FSCHD05RAXXXB25
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FINECABLES ENTERPRISE CO., LIMITED

(2+PE)

(3+PE)

(4+PE)

(5+PE)

1

3 4

2

1

3 4

2
5

1

3 4

2

1

3 4

6
8

4

7
5

9

3
11

12
10

2 1

13

14
15

1617

6

84

75

93 11 12
102 1

2

3
4 5 6

7
8 1

1

3 4

2
5

1

3 4

2

1

3 4

3

PE

2

PE
3

2
1

PE

2

1 5

4

PE

2

1 5

4
6
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Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68, IP69k in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Coupling nut/screw:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU 

Brass with gold plated 

TPU

Brass with nickel plated

Micro-change 1/2"-20UNF Male Molded  Cable, Straight

Connector series: Micro-change 

Gender: Male 

Coding: C

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MC-WM**STMF-XXXXXX 

** refers to pins number 

X  refers to cable specification

RoHS IP68

 Electrical data & Mechanical data 

Contacts Part No.Rated
current 

Voltage 

A/C D/C

Wire gauge / size     

AWG
2mm

4A 

4A 

4A 

2A 

2A 

250V 

250V 

250V

60V 

60V

22AWG 

22AWG 

22AWG 

24AWG 

24AWG 

0.34

0.34

0.34

 0.25

0.25

3

PE

2

PE
3

2
1

PE

2

15

4

PE

2

15

4
6

2

1
250V 

250V 

250V

60V 

60V

Cable
jacket 

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

MC-WM02STMF-XXXB34

MC-WM03STMF-XXXB34

M C-WM04STMF-XXXB34

M C-WM05STMF-XXXB25

M C-WM06STMF-XXXB25

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

02 pins

03 pins 

04 pins

05 pins

06 pins  

M
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2
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FINECABLES ENTERPRISE CO., LIMITED
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Φ
1

4
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REF42

1/2"-20UNF-2A
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Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68, IP69K in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Coupling nut/screw:

Seal / O-ring:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA+GF 

Brass with gold plated 

TPU

Brass with nickel plated

FKM

Micro-change 1/2"-20UNF Female Molded  Cable, Straight

Connector series: Micro-change 

Gender: Female 

Coding: C

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MC-WF**STMF-XXXXXX 

** refers to pins number 

X  refers to cable specification

 Electrical data & Mechanical data 

Contacts Part No.Rated
current 

Voltage 

A/C D/C

Wire gauge / size     

AWG
2mm

4A 

4A 

4A 

2A 

2A 

250V 

250V 

250V

60V 

30V

22AWG 

22AWG 

22AWG 

24AWG 

24AWG 

0.34

0.34

0.34

 0.25

0.25

2

1
250V 

250V 

250V

60V 

30V

Cable
jacket 

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

02 pins

03 pins 

04 pins

05 pins

06 pins  

FC

1/2"-20UNF-2B

Φ
1

4
.5

REF39.2

MC-WF02STMF-XXXB34

MC-WF03STMF-XXXB34

M C-WF04STMF-XXXB34

M C-WF05STMF-XXXB25

M C-WF06STMF-XXXB25

3

PE

2

PE
3

2
1

PE
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1 5

4

PE
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1 5

4
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FINECABLES ENTERPRISE CO., LIMITED

RoHS IP68

EL.ITALIA SRL +39 02.33611626  www.elitaliaweb.it  
info@elitaliaweb.itCONTACT US



General information 

M12 Female Molded  Cable, Angled, with LED Indicator(PNP)

Connector series: M12 

Gender: Female 

Coding: A

Locking type: Fix screw 

Mounting type: Right angled 

Part No.: MA12LPAF**RAXXXXXX 

** refers to pins number 

X  refers to cable specification

3

4

1

Yellow Green

PNP

Brown

Black

Blue

R R

REF 38.0

R
E

F
 2

8
.0

Φ 14.5

M12x1.0

Φ
 1

2
.3

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

Seal / O-ring:

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA+GF

Brass with gold plated 

Transparent  TPU

Brass with nickel plated 

FKM 

Contacts Part No.Rated
current 

Voltage 

A/C D/C

Wire gauge / size     

AWG
2mm

4A 30V 22AWG 0.34

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

03 pins MA12LPAF03RAXXXB3430V

 Electrical data & Mechanical data 

1
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Blind hole
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3

4

1

Yellow Green

NPN
Brown

Black

Blue

R R

REF 38.0

R
E

F
 2

8
.0

Φ 14.5

M12x1.0

Φ
 1

2
.3

General information 

M12 Female Molded  Cable, Angled, with LED Indicator(NPN)

Connector series: M12 

Gender: Female 

Coding: A

Locking type: Fix screw 

Mounting type: Right angled 

Part No.: MA12LNAF**RAXXXXXX 

** refers to pins number 

X  refers to cable specification

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

Seal / O-ring:

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA+GF

Brass with gold plated 

Transparent  TPU

Brass with nickel plated 

FKM 

Contacts Part No.Rated
current 

Voltage 

A/C D/C

Wire gauge / size     

AWG
2mm

4A 30V 22AWG 0.34

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

03 pins MA12LNAF03RAXXXB3430V

 Electrical data & Mechanical data 

1

3 4

Blind hole
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Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Coupling nut/screw:

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU 

Brass with gold plated 

TPU

Zinc alloy with nickel plated

M12 Male Molded 2 Cables, Straight

Connector series: M12 

Gender: Male 

Coding: A ,B,C,D

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MT-015~021;

MT-049~052;

MT-079

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

C

03 pins 

04 pins 

05 pins 

06 pins 

08 pins 

Cable
jacket 

MT-015 (A-Coding)

MT-018 (B-Coding)

MT-049 (C-Coding)
(2+PE)

(3+PE)

(4+PE)

(5+PE)

1

34

2
5

1

34

2

1

34

2

3
456

7
8

1

1

34

2
5

1

34

2

1

34

3

PE

2

PE
3

2
1

PE

2

15

4

PE

2

15

4
6

1

4

2

3

4A

4A

4A

2A

2A 

250V

250V

60V

30V

30V

250V

250V

60V

30V

30V

22AWG

22AWG

22AWG

24AWG

24AWG

0.34 

0.34 

 0.34

0.25 

0.25 

2A
(C-code)

24AWG
(C-code)

0.25
(C-code)

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

R
E

F
 1

0

REF 47.7

REF 33

R
E

F
 1

8

M12x1.0

MT-016 (A-Coding)

MT-019 (B-Coding)

MT-050 (C-Coding)

MT-021 (D-Coding)

MT-017 (A-Coding)

MT-020 (B-Coding)

MT-051 (C-Coding)

MT-052 (C-Coding)

MT-079 (A-Coding)

Available
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R
E

F
 1

8

REF 33

REF 46.6

R
E

F
 1

0

M12x1.0

Connector contacts:

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

Brass with gold plated

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector overmold:

Coupling nut/screw:

Seal / O-ring:

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU;PA

TPU 

Zinc alloy with nickel plated 

FKM

M12 Female Molded 2 Cables, Straight

Connector series: M12 

Gender: Female 

Coding: A ,B,C,D

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MT-029~035;

MT-057~060;

MT-080

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

C

03 pins 

04 pins 

05 pins 

06 pins 

08 pins 

Cable
jacket 

MT-029 (A-Coding)

MT-032 (B-Coding)

MT-057 (C-Coding)
4A

4A

4A

2A

2A 

250V

250V

60V

30V

30V

250V

250V

60V

30V

30V

22AWG

22AWG

22AWG

24AWG

24AWG

0.34 

0.34 

 0.34

0.25 

0.25 

2A
(C-code)

24AWG
(C-code)

0.25
(C-code)

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

MT-030 (A-Coding)

MT-033 (B-Coding)

MT-058 (C-Coding)

MT-035 (D-Coding)

MT-031 (A-Coding)

MT-034 (B-Coding)

MT-059 (C-Coding)

MT-060 (C-Coding)

MT-080 (A-Coding)

(2+PE)

(3+PE)

(4+PE)

(5+PE)

1

3 4

2

1

3 4

2
5

1

3 4

2

1

3 4

2

3
4 5 6

7
8 1

1

3 4

2
5

1

3 4

2

1

3 4

3

PE

2

PE
3

2
1

PE

2

1 5

4

PE

2

1 5

4
6

Available
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Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Coupling nut/screw:

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU 

Brass with gold plated 

TPU

Zinc alloy with nickel plated

M12 Male Molded 2 Cables, Angled

Connector series: M12 

Gender: Male 

Coding: A ,B,C,D

Locking type: Fix screw 

Mounting type: Right angled 

Part No.: MT-022~028;

MT-053~056 

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

C

03 pins 

04 pins 

05 pins 

06 pins  

Cable
jacket 

MT-022 (A-Coding)

MT-025 (B-Coding)

MT-053 (C-Coding)
(2+PE)

(3+PE)

(4+PE)

(5+PE)

1

34

2
5

1

34

2

1

34

1

34

2
5

1

34

2

1

34

3

PE

2

PE
3

2
1

PE

2

15

4

PE

2

15

4
6

1

4

2

3

4A

4A

4A

2A

250V

250V

60V

30V

250V

250V

60V

30V

22AWG

22AWG

22AWG

24AWG

0.34 

0.34 

 0.34

0.25

2A
(C-code)

24AWG
(C-code)

0.25
(C-code)

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

MT-023 (A-Coding)

MT-026 (B-Coding)

MT-054 (C-Coding)

MT-028 (D-Coding)

MT-024 (A-Coding)

MT-027 (B-Coding)

MT-055 (C-Coding)

MT-056 (C-Coding)

REF 10

R
E

F
 3

4

REF 29.7

REF 15

M12x1.0
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REF 28.6

R
E

F
 3

4

REF 10

REF 15

M12x1.0

Connector contacts:

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

Brass with gold plated

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector overmold:

Coupling nut/screw:

Seal / O-ring:

IEC 61076-2-101 

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU; PA

TPU 

Zinc alloy with nickel plated 

FKM

M12 Female Molded 2 Cables, Angled

Connector series: M12 

Gender: Female 

Coding: A ,B,C,D

Locking type: Fix screw 

Mounting type: Right angled 

Part No.: MT-036~042;

MT-061~064

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

C

03 pins 

04 pins 

05 pins 

06 pins  

Cable
jacket 

MT-036 (A-Coding)

MT-039 (B-Coding)

MT-061 (C-Coding)
4A

4A

4A

2A

250V

250V

60V

30V

250V

250V

60V

30V

22AWG

22AWG

22AWG

24AWG

0.34 

0.34 

 0.34

0.25

2A
(C-code)

24AWG
(C-code)

0.25
(C-code)

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

MT-037 (A-Coding)

MT-040 (B-Coding)

MT-062 (C-Coding)

MT-042 (D-Coding)

MT-038 (A-Coding)

MT-041 (B-Coding)

MT-063 (C-Coding)

MT-064 (C-Coding)

(2+PE)

(3+PE)

(4+PE)

(5+PE)

1

3 4

2

1

3 4

2
5

1

3 4

2

1

3 4

1

3 4

2
5

1

3 4

2

1

3 4

3

PE

2

PE
3

2
1

PE

2

1 5

4

PE

2

1 5

4
6
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

12A(40℃) 630V 16AWG 1.5

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

04 pins MA12MSHD04STXXXB150

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU ; PA

Brass with gold plated 

TPU 

Zinc alloy with nickel plated 

M12 Male Molded Cable, Straight, S-coding

Connector series: M12 

Gender: Male 

Coding: S

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12MSHD04STXXXXXX

X  refers to cable specification

M12x1.0

REF 48

Φ
14

.5

Rated
Voltage 

M
1
2
 c

ab
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 c
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M12x1.0

REF 48

Φ

14
.5

Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

12A(40℃) 630V 16AWG 1.5

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

04 pins MA12MSP04STXXXB150

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Coupling nut/screw:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU 

Brass with gold plated 

TPU 

PA+GF 

M12 Male Molded Cable, Straight, S-coding, Plastic Screw

Connector series: M12 

Gender: Male 

Coding: S

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12MSP04STXXXXXX

X  refers to cable specification

Rated
Voltage 

M
1
2
 c

ab
le
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 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

(3+PE)

1

2

3

PE

RoHS IP68

EL.ITALIA SRL +39 02.33611626  www.elitaliaweb.it  
info@elitaliaweb.itCONTACT US



Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

12A(40℃) 630V 16AWG 1.5

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

04 pins MA12FSHD04STXXXB150

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

Seal / O-ring:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU ; PA

Brass with gold plated 

TPU 

Zinc alloy with nickel plated

FKM 

M12 Female Molded Cable, Straight, S-coding

Connector series: M12 

Gender: Female 

Coding: S

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12FSHD04STXXXXXX

X  refers to cable specification

Rated
Voltage 

M12x1.0

REF 46.7

Φ
1

4
.5

M
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M12x1.0

REF 46.7

Φ
1

4
.5

Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

12A(40℃) 630V 16AWG 1.5

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

04 pins MA12FSP04STXXXB150

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Coupling nut/screw:

Seal / O-ring:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU 

Brass with gold plated 

TPU 

PA+GF

FKM 

M12 Female Molded Cable, Straight, S-coding, Plastic Nut

Connector series: M12 

Gender: Female 

Coding: S

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12FSP04STXXXXXX

X  refers to cable specification

Rated
Voltage 

M
1
2
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

12A(40℃) 630V 16AWG 1.5

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

04 pins MA12MSSF04STXXXB150

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Available

IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU ; PA

Brass with gold plated 

TPU 

Brass with nickel plated 

M12 Male Molded Cable, Straight, S-coding, Shielded

Connector series: M12 

Gender: Male 

Coding: S

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12MSSF04STXXXXXX

X  refers to cable specification

Rated
Voltage 

M12x1.0

Φ
14

.5

REF 49

M
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REF 46.7

Φ
14

.5

M12x1.0

Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

12A(40℃) 630V 16AWG 1.5

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

04 pins MA12FSSF04STXXXB150

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Available

IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

Seal / O-ring:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU ; PA

Brass with gold plated 

TPU 

Brass with nickel plated

FKM 

M12 Female Molded Cable, Straight, S-coding, Shielded

Connector series: M12 

Gender: Female 

Coding: S

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12FSSF04STXXXXXX

X  refers to cable specification

Rated
Voltage 

M
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

12A(40℃) 630V 16AWG 1.5

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

04 pins MA12MSHD04RAXXXB150

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU ; PA

Brass with gold plated 

TPU 

Zinc alloy with nickel plated 

M12 Male Molded Cable, Angled, S-coding

Connector series: M12 

Gender: Male 

Coding: S

Locking type: Fix screw 

Mounting type: Right angled 

Part No.: MA12MSHD04RAXXXXXX

X  refers to cable specification

Rated
Voltage 

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

(3+PE)

1

2

3

PE

RoHS IP68

REF 38

R
E

F
 3

2
.6

Φ14.5
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

12A(40℃) 630V 16AWG 1.5

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

04 pins MA12FSHD04RAXXXB150

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

Seal / O-ring:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU ; PA

Brass with gold plated 

TPU 

Zinc alloy with nickel plated

FKM 

M12 Female Molded Cable, Angled, S-coding

Connector series: M12 

Gender: Female 

Coding: S

Locking type: Fix screw 

Mounting type: Right angled 

Part No.: MA12FSHD04RAXXXXXX

X  refers to cable specification

Rated
Voltage 

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

PE

1

2

3

(3+PE)

RoHS IP68

R
E

F
 3

1
.3

REF 38

Φ14.5
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

12A(40℃) 630V 16AWG 1.5

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

04 pins MA12MSSF04RAXXXB150

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Available

IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU ; PA

Brass with gold plated 

TPU 

Brass with nickel plated 

M12 Male Molded Cable, Angled, S-coding, Shielded

Connector series: M12 

Gender: Male 

Coding: S

Locking type: Fix screw 

Mounting type: Right angled 

Part No.: MA12MSSF04RAXXXXXX

X  refers to cable specification

Rated
Voltage 

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

(3+PE)

1

2

3

PE

RoHS IP68

REF 38

R
E

F
 3

3
.4

Φ14
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

12A(40℃) 630V 16AWG 1.5

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

04 pins MA12FSSF04RAXXXB150

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Available

IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

Seal / O-ring:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU ; PA

Brass with gold plated 

TPU 

Brass with nickel plated

FKM 

M12 Female Molded Cable, Angled, S-coding, Shielded

Connector series: M12 

Gender: Female 

Coding: S

Locking type: Fix screw 

Mounting type: Right angled 

Part No.: MA12FSSF04RAXXXXXX

X  refers to cable specification

Rated
Voltage 

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

PE

1

2

3

(3+PE)

RoHS IP68

REF 38

R
E

F
 3

1
.8

Φ14
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

12A(40℃) 630V 16AWG 1.5

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

04 pins MA12MTHD04STXXXB150

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU +GF

Brass with gold plated 

TPU 

Zinc alloy with nickel plated 

M12 Male Molded Cable, Straight, T-coding

Connector series: M12 

Gender: Male 

Coding: T

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12MTHD04STXXXXXX

X  refers to cable specification

Rated
Voltage 

M12x1.0

REF 48

Φ
14

.5

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

1

2

4

3

RoHS IP68
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

12A(40℃) 630V 16AWG 1.5

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

04 pins MA12FTHD04STXXXB150

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

Seal / O-ring:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU +GF

Brass with gold plated 

TPU 

Zinc alloy with nickel plated

FKM 

M12 Female Molded Cable, Straight, T-coding

Connector series: M12 

Gender: Female 

Coding: T

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12FTHD04STXXXXXX

X  refers to cable specification

Rated
Voltage 

M12x1.0

REF 46.7

Φ
14

.5

M
1
2
 c

ab
le
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&

 c
o
n
n
ec

to
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R

FINECABLES ENTERPRISE CO., LIMITED

1

2

4

3

RoHS IP68
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

12A(40℃) 630V 16AWG 1.5

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

04 pins MA12MSTF04STXXXB150

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU +GF

Brass with gold plated 

TPU 

Brass with nickel plated 

M12 Male Molded Cable, Straight, T-coding, Shielded

Connector series: M12 

Gender: Male 

Coding: T

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12MSTF04STXXXXXX

X  refers to cable specification

Rated
Voltage 

M12x1.0

Φ
14

.5

REF 49

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

1
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RoHS IP68
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

12A(40℃) 630V 16AWG 1.5

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

04 pins MA12FSTF04STXXXB150

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Available

IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

Seal / O-ring:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU +GF

Brass with gold plated 

TPU 

Brass with nickel plated

FKM 

M12 Female Molded Cable, Straight, T-coding, Shielded

Connector series: M12 

Gender: Female 

Coding: T

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12FSTF04STXXXXXX

X  refers to cable specification

Rated
Voltage 

REF 46.7

Φ
14

.5

M12x1.0

M
1
2
 c

ab
le

s 
&

 c
o
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R

FINECABLES ENTERPRISE CO., LIMITED

1

2

4

3

RoHS IP68
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

0.5A 50V 27~24AWG 0.14~0.25

Cable
jacket 

CAT 6A /CAT 7

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

08 pins MA12MSXHD08STXXXXXX

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Transmission characteristic:

Mating endurance:

≥100MΩ

≤10mΩ

Available

IP68 in locked condition

CAT 6A /CAT 7

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector screw:

IEC 61076-2-109

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA

Brass with gold plated 

TPU 

Zinc alloy with nickel plated 

M12 Male Molded Cable, Straight, X-coding, Shielded

Connector series: M12 

Gender:  Male

Coding: X

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12MS 0 STXXXXXXXHD 8

X  refers to cable specification

Voltage

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

REF48.9

Φ
1

4
.5

M12x1.0

60V

A/C D/C

1
27

8

3
45

6

RoHS IP68
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M12x1.0

Φ
1

4
.5

REF47.3

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Transmission characteristic:

Mating endurance:

≥100MΩ

≤10mΩ

Available

IP68 in locked condition

CAT 6A /CAT 7

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector screw:

Seal / O-ring:

IEC 61076-2-109

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA

Brass with gold plated 

TPU 

Zinc alloy with nickel plated

FKM 

M12 Female Molded Cable, Straight, X-coding, Shielded

Connector series: M12 

Gender: Female 

Coding: X

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12FS 0 STXXXXXXXHD 8

X  refers to cable specification

Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

0.5A 50V 27~24AWG 0.14~0.25

Cable
jacket 

CAT 6A /CAT 7

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

08 pins MA12FSXHD08STXXXXXX

 Electrical data & Mechanical data 

Voltage

60V

A/C D/C

M
1
2
 c

ab
le

s 
&
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o
n
n
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R

FINECABLES ENTERPRISE CO., LIMITED

1
2

3 6

5

8
7

4

RoHS IP68
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Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Transmission characteristic:

Mating endurance:

≥100MΩ

≤10mΩ

Available

IP68 in locked condition

CAT 6A /CAT 7

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector screw:

Seal / O-ring:

IEC 61076-2-109

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA / TPU

Brass with gold plated 

TPU 

Brass with nickel plated

FKM 

M12 Female Molded Cable, Straight, X-coding, Shielded

Connector series: M12 

Gender: Female 

Coding: X

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12FS 0 STXXXXXXXN 8

X  refers to cable specification

Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

0.5A 50V 27~24AWG 0.14~0.25

Cable
jacket 

CAT 6A /CAT 7

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

08 pins MA12FSXN08STXXXXXX

 Electrical data & Mechanical data 

Voltage

60V

A/C D/C

M
1
2
 c

ab
le

s 
&

 c
o
n
n
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to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

53 Ref

17

1
3

.5

M12*1.0

Φ20

1
2

3 6

5

8
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RoHS IP68
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FINECABLES ENTERPRISE CO., LIMITED

Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

0.5A 50V 0.14~0.25

Cable
jacket 

CAT 6A /CAT 7

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

08 pins MA12MSXHD08RAXXXXXX

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Transmission characteristic:

Mating endurance:

≥100MΩ

≤10mΩ

Available

IP68 in locked condition

CAT 6A /CAT 7

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector screw:

IEC 61076-2-109

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA

Brass with gold plated 

TPU 

Zinc alloy with nickel plated 

M12 Male Molded Cable, Angled, X-coding, Shielded

Connector series: M12 

Gender:  Male

Coding: X

Locking type: Fix screw 

Mounting type: Right angled 

Part No.: MA12MS 0 RAXXXXXXXHD 8

X  refers to cable specification

Voltage

60V

A/C D/C

R
E

F
3

3
.9

REF37.5

M12*1.0Φ14.5

1
27

8

3
45

6

RoHS IP68

27~24AWG
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R

FINECABLES ENTERPRISE CO., LIMITED

R
E

F
3

2
.4

REF37.5

M12*1.0
Φ14.5

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Transmission characteristic:

Mating endurance:

≥100MΩ

≤10mΩ

Available

IP68 in locked condition

CAT 6A /CAT 7

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector screw:

Seal / O-ring:

IEC 61076-2-109

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA

Brass with gold plated 

TPU 

Zinc alloy with nickel plated

FKM 

M12 Female Molded Cable, Angled, X-coding, Shielded

Connector series: M12 

Gender: Female 

Coding: X

Locking type: Fix screw 

Mounting type: Right angled 

Part No.: MA12FS 0 RAXXXXXXXHD 8

X  refers to cable specification

Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

0.5A 50V 0.14~0.25

Cable
jacket 

CAT 6A /CAT 7

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

08 pins MA12FSXHD08RAXXXXXX

 Electrical data & Mechanical data 

Voltage

60V

A/C D/C

1
2

3 6

5

8
7

4

RoHS IP68

27~24AWG
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

16A 690V 14AWG 2.0

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

05 pins MA12MSKF05STXXXX200

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤8mΩ

Available

IP68 in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

Seal / O-ring:

IEC 61076-2-111

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU+PA

Brass with gold plated 

TPU 

Brass with nickel plated

FKM 

M12 Male Molded Cable, Straight, K-coding, Shielded

Connector series: M12 

Gender:  Male

Coding: K

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12MS 0 STXXXXKF 5 200

X  refers to cable specification

Voltage

NC

A/C D/C

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec
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R

FINECABLES ENTERPRISE CO., LIMITED

M12*1.0

REF49.4

Φ
1

6

1

2 3

4
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(4+PE)

RoHS IP68
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

16A 690V 14AWG 2.0

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

05 pins MA12FSKF05STXXXX200

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤8mΩ

Available

IP68 in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

Seal / O-ring:

IEC 61076-2-111

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU+PA

Brass with gold plated 

TPU 

Brass with nickel plated

FKM 

M12 Female Molded Cable, Straight, K-coding, Shielded

Connector series: M12 

Gender: Female 

Coding: K

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12FS 0 STXXXXKF 5 200

X  refers to cable specification

Voltage

NC

A/C D/C

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

REF 49.4

Φ
1

6

(4+PE)

1
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RoHS IP68
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

16A 63V 14AWG 2.0

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

MA12MSLF05STXXXX200

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Available

IP68 in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

Seal / O-ring:

IEC 61076-2-111

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU+PA

Brass with gold plated 

TPU 

Brass with nickel plated

FKM 

M12 Male Molded Cable, Straight, L-coding, Shielded

Connector series: M12 

Gender:  Male

Coding: L

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12MS 0 STXXXXLF 5 200

X  refers to cable specification

Voltage

NC

A/C D/C

M
1
2
 c
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FINECABLES ENTERPRISE CO., LIMITED

05 pins

REF49.4

Φ
1

6

M12*1.0

(4+PE)

1

2 3

4

PE

RoHS IP68

EL.ITALIA SRL +39 02.33611626  www.elitaliaweb.it  
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

16A 690V 14AWG 2.0

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

MA12FSLF05STXXXX200

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Available

IP68 in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

Seal / O-ring:

IEC 61076-2-111

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU+PA

Brass with gold plated 

TPU 

Brass with nickel plated

FKM 

M12 Female Molded Cable, Straight, L-coding, Shielded

Connector series: M12 

Gender: Female 

Coding: L

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12FS 0 STXXXXLF 5 200

X  refers to cable specification

Voltage

NC

A/C D/C

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

05 pins

REF 49.4

Φ
1

6

(4+PE)

1

2 3

4

PE

RoHS IP68

EL.ITALIA SRL +39 02.33611626  www.elitaliaweb.it  
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

10A
(Power pins)

50V

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

MA12MSY1F06STXXXXXX

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤10mΩ

Available

IP67 in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

Seal / O-ring:

IEC 61076-2-113

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA+GF

Brass with gold plated 

TPU 

Brass with nickel plated

FKM 

M12 Male Molded Cable, Straight, Y1-coding, Shielded

Connector series: M12 

Gender:  Male

Coding: Y1

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12MS 06STXXXXXXY1F

X  refers to cable specification

Voltage

A/C D/C

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

06 pins
0.5A

(Signal pins)

50V

16AWG
(Power pins)

26AWG
(Signal pins)

1.25
(Power pins)

0.15
(Signal pins)

Wire
insulation 

PP

M
1
2
x1

.0

1
4
.5

0

REF 50.6

2 1

6
3

4
5

RoHS IP67

EL.ITALIA SRL +39 02.33611626  www.elitaliaweb.it  
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

6A
(Power pins)

50V

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

MA12MSY2F08STXXXXXX

 Electrical data & Mechanical data 

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤10mΩ

Available

IP67 in locked condition

>500 cycles

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

Seal / O-ring:

IEC 61076-2-113

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA+GF

Brass with gold plated 

TPU 

Brass with nickel plated

FKM 

M12 Male Molded Cable, Straight, Y2-coding, Shielded

Connector series: M12 

Gender:  Male

Coding: Y2

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12MS 08STXXXXXXY2F

X  refers to cable specification

Voltage

A/C D/C

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

08 pins
0.5A

(Signal pins)

50V

20AWG
(Power pins)

26AWG
(Signal pins)

0.6
(Power pins)

0.15
(Signal pins)

Wire
insulation 

PP

M
1
2
x1

.0

1
4
.5

0

REF 50.6

8
5

6
7

1 2

34

RoHS IP67
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

12A
(Power pins)

50V

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

MA12MSY3F06STXXXXXX

 Electrical data & Mechanical data 

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

Seal / O-ring:

IEC 61076-2-113

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU+GF

Brass with gold plated 

TPU 

Brass with nickel plated

FKM 

M12 Male Molded Cable, Straight, Y3-coding, Shielded

Connector series: M12 

Gender:  Male

Coding: Y3

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12MS 06STXXXXXXY3F

X  refers to cable specification

Voltage

A/C D/C

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

06 pins
0.5A

(Signal pins)

50V

16AWG
(Power pins)

26AWG
(Signal pins)

1.25
(Power pins)

0.15
(Signal pins)

Wire
insulation 

PE+PP

M
1
2
x1

.0

1
4
.5

0

REF 50.6

1

2 3

4

56

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤10mΩ

Available

IP67 in locked condition

>500 cycles

RoHS IP67

EL.ITALIA SRL +39 02.33611626  www.elitaliaweb.it  
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Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

6A
(Power pins)

50V

Cable
jacket 

PUR / PVC

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

MA12MSY4F08STXXXXXX

 Electrical data & Mechanical data 

General information 

Standard:

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

Connector nut/screw:

Seal / O-ring:

IEC 61076-2-113

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU+GF

Brass with gold plated 

TPU 

Brass with nickel plated

FKM 

M12 Male Molded Cable, Straight, Y4-coding, Shielded

Connector series: M12 

Gender:  Male

Coding: Y4

Locking type: Fix screw 

Mounting type: Straight 

Part No.: MA12MS 08STXXXXXXY4F

X  refers to cable specification

Voltage

A/C D/C

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

08 pins
0.5A

(Signal pins)

50V

20AWG
(Power pins)

26AWG
(Signal pins)

0.6
(Power pins)

0.15
(Signal pins)

Wire
insulation 

PE+PP

M
1
2
x1

.0

1
4
.5

0

REF 50.6

1

2 3

4

57

8

6

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤10mΩ

Available

IP67 in locked condition

>500 cycles

RoHS IP67

EL.ITALIA SRL +39 02.33611626  www.elitaliaweb.it  
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Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP65 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU 

Brass with gold plated 

TPU

M12 Male Molded Cable, Straight, Snap-in Type

Connector series: M12 

Gender: Male 

Coding: A ,B,D

Locking type: Snap-in 

Mounting type: Straight 

Part No.: MA12M*I**STXXXXXX

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

03 pins 

04 pins 

05 pins  

08 pins 

Cable
jacket 

MA12MAI03STXXXB34

MA12MBI03STXXXB34

1

34

2
5

1

34

2

1

34

2

3
456

7
8

1

1

34

2
5

1

34

2

1

34

1

4

2

3

4A

4A

4A

2A 

250V

250V

60V

30V

250V

250V

60V

30V

22AWG

22AWG

22AWG

24AWG

0.34 

0.34 

 0.34

0.25 

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

REF 44

Φ
14

.5

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

MA12MAI04STXXXB34

MA12MBI04STXXXB34

MA12MCI04STXXXB34

MA12MAI05STXXXB34

MA12MBI05STXXXB34

MA12MAI03STXXXB25

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

RoHS IP65

* refers to coding type

** refers to pins number

X  refers to cable specification

EL.ITALIA SRL +39 02.33611626  www.elitaliaweb.it  
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Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP65 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector overmold:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

TPU; PA 

Brass with gold plated 

TPU

M12 Female Molded Cable, Straight, Snap-in Type

Connector series: M12 

Gender: Female 

Coding: A ,B,D

Locking type: Snap-in 

Mounting type: Straight 

Part No.: MA12F*I**STXXXXXX

 Electrical data & Mechanical data 

Available Coding Rated
current 

Voltage 

A/C D/C

Wire gauge / size

AWG 2mm
Part No.

A B D
Contacts 

03 pins 

04 pins 

05 pins  

08 pins 

Cable
jacket 

4A

4A

4A

2A 

250V

250V

60V

30V

250V

250V

60V

30V

22AWG

22AWG

22AWG

24AWG

0.34 

0.34 

 0.34

0.25 

PUR / PVC

PUR / PVC

PUR / PVC

PUR / PVC

* refers to coding type

** refers to pins number

X  refers to cable specification

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Note: X refers to cable specification

REF 43

Φ
14

.5

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

RoHS IP65

MA12FAI03STXXXB34

MA12FBI03STXXXB34

MA12FAI04STXXXB34

MA12FBI04STXXXB34

MA12FCI04STXXXB34

MA12FAI05STXXXB34

MA12FBI05STXXXB34

MA12FAI03STXXXB25

1

3 4

2

1

3 4

2
5

1

3 4

2

1

3 4

2

3
4 5 6

7
8 1

1

3 4

2
5

1

3 4

2

1

3 4

EL.ITALIA SRL +39 02.33611626  www.elitaliaweb.it  
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Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP65, IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Quick-lock Fix-cap:

Seal / O-ring:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA + GF 

Brass with gold plated 

PA+GF

FKM

M12 Male Molded Cable, Straight, Quick-lock Type, With Fix-cap

Connector series: M12 

Gender: Male 

Locking type: Quick-lock 

Mounting type: Straight 

Part No.: A12MAQ**STXXXX34 M

 Electrical data & Mechanical data 

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

R

REF 41.5

Φ
1

8

Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

4A

4A

22AWG

22AWG

0.34

0.34

Cable
jacket 

PUR / PVC

PUR / PVC

Note: X refers to cable specification

MA12MAQ04STXXXB34

MA12MAQ06STXXXB34

Voltage

250V

60V

A/C D/C

04 pins

06 pins

250V

60V

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

1 46

2 35

2 3

1 4

RoHS IP68

** refers to pins number 

X refers to cable specification

EL.ITALIA SRL +39 02.33611626  www.elitaliaweb.it  
info@elitaliaweb.itCONTACT US



Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP65, IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Connector nut/screw:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA + GF 

Brass with gold plated 

PA+GF

M12 Female Molded Cable, Straight, Quick-lock Type

Connector series: M12 

Gender: Female 

Locking type: Quick-lock 

Mounting type: Straight 

Part No.: A12 AQ**STXXXX34 M F

 Electrical data & Mechanical data 

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

4A

4A

22AWG

22AWG

0.34

0.34

Cable
jacket 

PUR / PVC

PUR / PVC

Note: X refers to cable specification

MA12FAQ04STXXXB34

MA12FAQ06STXXXB34

Voltage

250V

60V

A/C D/C

04 pins

06 pins

250V

60V

R

REF 44

Φ
1

5

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

14 6

23 5

23

14

RoHS IP68

** refers to pins number 

X refers to cable specification

EL.ITALIA SRL +39 02.33611626  www.elitaliaweb.it
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R

REF41.5

Φ
1

8

Insulation resistance:

Contact resistance :

Shielding:

IP rating:

Mating endurance:

≥100MΩ

≤5mΩ

Unavailable

IP65, IP68 in locked condition

>500 cycles

General information 

Ambient temperature:

Connector insert:

Connector contacts:

Quick-lock Fix-cap:

Seal / O-ring:

-40℃ ~ +80℃(fixed installation)

-20℃ ~ +80℃(flexible installation)

PA + GF 

Brass with gold plated 

PA + GF

FKM

M12 Female Molded Cable, Straight, Quick-lock Type, With Fix-cap

Connector series: M12 

Gender: Female 

Locking type: Quick-lock 

Mounting type: Straight 

Part No.: A12FRAQ**STXXXX34 M

 Electrical data & Mechanical data 

RoHS IP65

 Remarks 
2Please refer to Page 578 for the Conversion between American Wire Gauge AWG and Wire Cross-section mm .

Please refer to Page 96 for products' part number encoding rule.

Contacts Part No.Rated
current 

Wire gauge / size     

AWG
2mm

4A

4A

22AWG

22AWG

0.34

0.34

Cable
jacket 

PUR / PVC

PUR / PVC

Note: X refers to cable specification

MA12FRAQ04STXXXB34

MA12FRAQ06STXXXB34 

Rated Voltage

250V

60V

A/C D/C

05 pins

06 pins

250V

60V

M
1
2
 c

ab
le

s 
&

 c
o
n
n
ec

to
rs

R

FINECABLES ENTERPRISE CO., LIMITED

14 6

23 5

23

14

** refers to pins number 

X refers to cable specification
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