
P175

CAT. 5e & CAT. 6 ADAPTER TYPE UTP INLINE COUPLERS (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  A D x x 0 1 - 8 8 U x x
                        1      2               3    4  5 6  
      1. GATEGORY TYPE:
          "5E" GATEGORY 5e
          "06" GATEGORY 6
      2. ADAPTER TYPE:
          "01" JACK-TO-JACK TYPE
      3. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C (RJ45)
      4. SHIELDED TYPE:
          "U" UTP (UNSHIELDED)

5. UPPER HOUSING COLOR &
6. BOTTOM HOUSING COLOR:
    "B" BLACK 
    "A" GRAY
    "N" GREEN
    "R" RED
    "O" ORANGE
    "U" BLUE
    "V" IVORY
    "W" WHITE
    "Y" YELLOW

SPECIFICATIONS
Insulation Resistance: 500M ohms (min.)
Contact Resistance: 20m ohms (max.)
Current Rating: 1.5 Amps.
DC Resistance: 0.1 ohm (max.)
Withstanding Voltage: 1000 VAC RMS @ 
60Hz / 1 min.
RJ-45 Jack Insertion Cycle: Over 2000 
cycles (min.)
Operating Temperature: -40°C to +70°C

PERFORMANCE
Meets CAT. 5e EIA/TIA 568B.1 standard or 
Meets CAT. 6 EIA/TIA 568B.2.1 standard.

MATERIALS
Plastic Body: Fireproof ABS UL-94V-0
RJ-45 Jack: 8P8C 50 micro inches gold plated
PCB: FR-4 / 1.0mm UL-94V0
All materials must be RoHS compliant.
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P176

CAT. 5e & CAT. 6 ADAPTER TYPE STP INLINE COUPLERS (SHIELDED)

      ORDERING INFORMATION:
        P/N  A D x x 0 1 - 8 8 S x x
                        1      2               3   4  5 6  
      1. GATEGORY TYPE:
          "5E" GATEGORY 5e
          "06" GATEGORY 6
      2. ADAPTER TYPE:
          "01" JACK-TO-JACK TYPE
      3. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C (RJ45)
      4. SHIELDED TYPE:
          "S" STP (SHIELDED)

5. UPPER HOUSING COLOR &
6. BOTTOM HOUSING COLOR:
    "B" BLACK 
    "A" GRAY
    "N" GREEN
    "R" RED
    "O" ORANGE
    "U" BLUE
    "V" IVORY
    "W" WHITE
    "Y" YELLOW

SPECIFICATIONS
Insulation Resistance: 500M ohms (min.)
Contact Resistance: 20m ohms (max.)
Current Rating: 1.5 Amps.
DC Resistance: 0.1 ohm (max.)
Withstanding Voltage: 1000 VAC RMS @ 
60Hz / 1 min.
RJ-45 Jack Insertion Cycle: Over 2000 
cycles (min.)
Operating Temperature: -40°C to +70°C

PERFORMANCE
Meets CAT. 5e EIA/TIA 568B.1 standard or 
Meets CAT. 6 EIA/TIA 568B.2.1 standard.

MATERIALS
Plastic Body: ABS & Chromiun Plated
RJ-45 Jack: STP 8P8C 50 micro inches gold plated
PCB: FR-4 / 1.0mm UL-94V0
All materials must be RoHS compliant.
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P177

CAT. 5e & CAT. 6 ADAPTER TYPE FTP INLINE COUPLERS (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  A D x x 0 1 - 8 8 F S S
                        1      2               3   4  5 6  
      1. GATEGORY TYPE:
          "5E" GATEGORY 5e
          "06" GATEGORY 6
      2. ADAPTER TYPE:
          "01" JACK-TO-JACK TYPE
      3. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C (RJ45)
      4. SHIELDED TYPE:
          "F" FTP (FULLY SHIELDED)

5. UPPER HOUSING COLOR &
6. BOTTOM HOUSING COLOR:
    "S" FULLY SHIELDED ONLY

SPECIFICATIONS
Insulation Resistance: 500M ohms (min.)
Contact Resistance: 20m ohms (max.)
Current Rating: 1.5 Amps.
DC Resistance: 0.1 ohm (max.)
Withstanding Voltage: 1000 VAC RMS @ 
60Hz / 1 min.
RJ-45 Jack Insertion Cycle: Over 2000 
cycles (min.)
Operating Temperature: -40°C to +70°C

PERFORMANCE
Meets CAT. 5e EIA/TIA 568B.1 standard or 
Meets CAT. 6 EIA/TIA 568B.2.1 standard.

MATERIALS
Plastic Body: ABS & Chromiun Plated
RJ-45 Jack: STP 8P8C 50 micro inches gold plated
PCB: FR-4 / 1.0mm UL-94V0
All materials must be RoHS compliant.
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P178

CAT. 5e ADAPTER TYPE UTP INLINE COUPLERS (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  A D 5 E 0 2 - 8 8 U x 
                        1       2               3    4  5  
      1. GATEGORY TYPE:
          "5E" GATEGORY 5e
      2. ADAPTER TYPE:
          "02" JJ TYPE (JACK-TO-JACK)
      3. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C (RJ45)
      4. SHIELDED TYPE:
          "U" UTP (UNSHIELDED)

5. HOUSING COLOR:
    "B" BLACK 
    "W" WHITE

SPECIFICATIONS
Insulation Resistance: 500M ohms (min.)
Contact Resistance: 20m ohms (max.)
Current Rating: 1.5 Amps.
DC Resistance: 0.1 ohm (max.)
Withstanding Voltage: 1000 VAC RMS @ 
60Hz / 1 min.
RJ-45 Jack Insertion Cycle: Over 2000 
cycles (min.)
Operating Temperature: -40°C to +70°C

PERFORMANCE
Meets CAT. 5e EIA/TIA 568B.1 standard.

MATERIALS
Plastic Body: Fireproof ABS UL-94V-0
RJ-45 Jack: 8P8C 50 micro inches gold plated
PCB: FR-4 / 1.0mm UL-94V0
All materials must be RoHS compliant.
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P179

CAT. 5e ADAPTER TYPE STP INLINE COUPLERS (SHIELDED)

      ORDERING INFORMATION:
        P/N  A D 5 E 0 2 - 8 8 S x 
                        1        2               3   4 5  
      1. GATEGORY TYPE:
          "5E" GATEGORY 5e
      2. ADAPTER TYPE:
          "02" JJ TYPE (JACK-TO-JACK)
      3. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C (RJ45)
      4. SHIELDED TYPE:
          "S" STP (SHIELDED)

5. HOUSING COLOR:
    "B" BLACK 
    "W" WHITE

SPECIFICATIONS
Insulation Resistance: 500M ohms (min.)
Contact Resistance: 20m ohms (max.)
Current Rating: 1.5 Amps.
DC Resistance: 0.1 ohm (max.)
Withstanding Voltage: 1000 VAC RMS @ 
60Hz / 1 min.
RJ-45 Jack Insertion Cycle: Over 2000 
cycles (min.)
Operating Temperature: -40°C to +70°C

PERFORMANCE
Meets CAT. 5e EIA/TIA 568B.1 standard.

MATERIALS
Plastic Body: Fireproof ABS UL-94V0
RJ-45 Jack: STP 8P8C 50 micro inches gold plated
PCB: FR-4 / 1.0mm UL-94V0
All materials must be RoHS compliant.
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P180

CAT. 5e ADAPTER TYPE FTP INLINE COUPLERS (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  A D 5 E 0 2 - 8 8 F S 
                        1        2               3   4 5   
      1. GATEGORY TYPE:
          "5E" GATEGORY 5e
      2. ADAPTER TYPE:
          "02" JJ TYPE (JACK-TO-JACK)
      3. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C (RJ45)
      4. SHIELDED TYPE:
          "F" FTP (FULLY SHIELDED)

5. HOUSING COLOR:
    "S" FULLY SHIELDED ONLY

SPECIFICATIONS
Insulation Resistance: 500M ohms (min.)
Contact Resistance: 20m ohms (max.)
Current Rating: 1.5 Amps.
DC Resistance: 0.1 ohm (max.)
Withstanding Voltage: 1000 VAC RMS @ 
60Hz / 1 min.
RJ-45 Jack Insertion Cycle: Over 2000 
cycles (min.)
Operating Temperature: -40°C to +70°C

PERFORMANCE
Meets CAT. 5e EIA/TIA 568B.1 standard.

MATERIALS
Plastic Body: ABS & Chromiun Plated
RJ-45 Jack: STP 8P8C 50 micro inches gold plated
PCB: FR-4 / 1.0mm UL-94V0
All materials must be RoHS compliant.
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P181

CAT. 5e KEYSTONE TYPE UTP INLINE COUPLERS (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  A D 5 E 0 3 - 8 8 U x 
                        1        2               3   4  5   
      1. GATEGORY TYPE:
          "5E" GATEGORY 5e
      2. ADAPTER TYPE:
          "03" KT TYPE (KEYSTONE TYPE)
      3. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C (RJ45)
      4. SHIELDED TYPE:
          "U" UTP (UNSHIELDED)

5. HOUSING COLOR:
    "B" BLACK 
    "A" GRAY
    "N" GREEN
    "R" RED
    "O" ORANGE
    "U" BLUE
    "V" IVORY
    "W" WHITE
    "Y" YELLOW

SPECIFICATIONS
Insulation Resistance: 500M ohms (min.)
Contact Resistance: 20m ohms (max.)
Current Rating: 1.5 Amps.
DC Resistance: 0.1 ohm (max.)
Withstanding Voltage: 1000 VAC RMS @ 
60Hz / 1 min.
RJ-45 Jack Insertion Cycle: Over 2000 
cycles (min.)
Operating Temperature: -40°C to +70°C

PERFORMANCE
Meets CAT. 5e EIA/TIA 568B.1 standard.

MATERIALS
Plastic Body: Fireproof ABS UL-94V0
Plastic Cover: Fireproof ABS UL-94V0
RJ-45 Jack: STP 8P8C 50 micro inches gold plated
PCB: FR-4 / 1.0mm UL-94V0
All materials must be RoHS compliant.
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P182

CAT. 5e KEYSTONE TYPE FTP INLINE COUPLERS (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  A D 5 E 0 3 - 8 8 F S 
                        1        2               3   4 5   
      1. GATEGORY TYPE:
          "5E" GATEGORY 5e
      2. ADAPTER TYPE:
          "03" KT TYPE (KEYSTONE TYPE)
      3. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C (RJ45)
      4. SHIELDED TYPE:
          "F" FTP (FULLY SHIELDED)

5. HOUSING COLOR:
    "S" FULLY SHIELDED ONLY

SPECIFICATIONS
Insulation Resistance: 500M ohms (min.)
Contact Resistance: 20m ohms (max.)
Current Rating: 1.5 Amps.
DC Resistance: 0.1 ohm (max.)
Withstanding Voltage: 1000 VAC RMS @ 
60Hz / 1 min.
RJ-45 Jack Insertion Cycle: Over 2000 
cycles (min.)
Operating Temperature: -40°C to +70°C

PERFORMANCE
Meets CAT. 5e EIA/TIA 568B.1 standard.

MATERIALS
Plastic Body: Fireproof ABS UL-94V0
Metallic Case: Brass & Nickel Plated
Metallic Cover: Brass & Nickel Plated
RJ-45 Jack: STP 8P8C 50 micro inches gold plated
PCB: FR-4 / 1.0mm UL-94V0
All materials must be RoHS compliant.
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P183

CAT. 5e & CAT. 6 BLOCK TYPE UTP INLINE COUPLERS (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  A D x x 0 4 - 8 8 U x
                        1      2               3    4  5 
      1. GATEGORY TYPE:
          "5E" GATEGORY 5e
          "06" GATEGORY 6
      2. ADAPTER TYPE:
          "04" ED TYPE (BLOCK TYPE)
      3. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C (RJ45)
      4. SHIELDED TYPE:
          "U" UTP (UNSHIELDED)

5. HOUSING COLOR:
    "B" BLACK
    "W" WHITE

SPECIFICATIONS
Insulation Resistance: 500M ohms (min.)
Contact Resistance: 20m ohms (max.)
Current Rating: 1.5 Amps.
DC Resistance: 0.1 ohm (max.)
Withstanding Voltage: 1000 VAC RMS @ 
60Hz / 1 min.
RJ-45 Jack Insertion Cycle: Over 2000 
cycles (min.)
Operating Temperature: -40°C to +70°C

PERFORMANCE
Meets CAT. 5e EIA/TIA 568B.1 standard or 
Meets CAT. 6 EIA/TIA 568B.2.1 standard.

MATERIALS
Plastic Body: Fireproof ABS UL-94V0
PCB: FR-4 / 1.6mm UL-94V0
IDC Body: Fireproof ABS UL-94V0
IDC Pin: Bronze & Tinned
Lable Color Code: T568A/B
IDC Description: For 22-26 AWG.
                               For 110 or Krone punch-down Tool
All materials must be RoHS compliant.
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P184

CAT. 5e & CAT. 6 BLOCK TYPE STP INLINE COUPLERS (SHIELDED)

      ORDERING INFORMATION:
        P/N  A D x x 0 4 - 8 8 S x
                        1      2               3   4  5 
      1. GATEGORY TYPE:
          "5E" GATEGORY 5e
          "06" GATEGORY 6
      2. ADAPTER TYPE:
          "04" ED TYPE (BLOCK TYPE)
      3. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C (RJ45)
      4. SHIELDED TYPE:
          "S" STP (SHIELDED)

5. HOUSING COLOR:
    "B" BLACK
    "W" WHITE

SPECIFICATIONS
Insulation Resistance: 500M ohms (min.)
Contact Resistance: 20m ohms (max.)
Current Rating: 1.5 Amps.
DC Resistance: 0.1 ohm (max.)
Withstanding Voltage: 1000 VAC RMS @ 
60Hz / 1 min.
RJ-45 Jack Insertion Cycle: Over 2000 
cycles (min.)
Operating Temperature: -40°C to +70°C

PERFORMANCE
Meets CAT. 5e EIA/TIA 568B.1 standard or 
Meets CAT. 6 EIA/TIA 568B.2.1 standard.

MATERIALS
Plastic Body: Fireproof ABS UL-94V0
Grounding Clamp: OD 9~10 mm for Solid Cable
                                  (0.6mm Thickness Brass & Tinned)
PCB: FR-4 / 1.6mm UL-94V0
IDC Body: Fireproof ABS UL-94V0
IDC Pin: Bronze & Tinned
Lable Color Code: T568A/B
IDC Description: For 22-26 AWG.
                               For 110 or Krone punch-down Tool
All materials must be RoHS compliant.
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P185

CAT. 5e & CAT. 6 BLOCK TYPE FTP INLINE COUPLERS (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  A D x x 0 4 - 8 8 F S
                        1      2               3   4  5 
      1. GATEGORY TYPE:
          "5E" GATEGORY 5e
          "06" GATEGORY 6
      2. ADAPTER TYPE:
          "04" ED TYPE (BLOCK TYPE)
      3. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C (RJ45)
      4. SHIELDED TYPE:
          "F" FTP (FULLY SHIELDED)

5. HOUSING COLOR:
    "S" FULLY SHIELDED ONLY

SPECIFICATIONS
Insulation Resistance: 500M ohms (min.)
Contact Resistance: 20m ohms (max.)
Current Rating: 1.5 Amps.
DC Resistance: 0.1 ohm (max.)
Withstanding Voltage: 1000 VAC RMS @ 
60Hz / 1 min.
RJ-45 Jack Insertion Cycle: Over 2000 
cycles (min.)
Operating Temperature: -40°C to +70°C

PERFORMANCE
Meets CAT. 5e EIA/TIA 568B.1 standard or 
Meets CAT. 6 EIA/TIA 568B.2.1 standard.

MATERIALS
Plastic Body: ABS & Chromiun Plated
Grounding Clamp: OD 9~10 mm for Solid Cable
                                  (0.6mm Thickness Brass & Tinned)
PCB: FR-4 / 1.6mm UL-94V0
IDC Body: Fireproof ABS UL-94V0
IDC Pin: Bronze & Tinned
Lable Color Code: T568A/B
IDC Description: For 22-26 AWG.
                               For 110 or Krone punch-down Tool
All materials must be RoHS compliant.
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P186

CAT. 5e CROSSOVER UTP INLINE COUPLERS (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  A D 5 E 0 5 - 8 8 U x 
                        1        2               3   4  5   
      1. GATEGORY TYPE:
          "5E" GATEGORY 5e
      2. ADAPTER TYPE:
          "05" CROSSOVER UTP TYPE
      3. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C (RJ45)
      4. SHIELDED TYPE:
          "U" UTP (UNSHIELDED)

5. HOUSING COLOR:
    "B" BLACK 
    "W" WHITE

SPECIFICATIONS
Insulation Resistance: 500M ohms (min.)
Contact Resistance: 20m ohms (max.)
Current Rating: 1.5 Amps.
DC Resistance: 0.1 ohm (max.)
Withstanding Voltage: 1000 VAC RMS @ 
60Hz / 1 min.
RJ-45 Jack Insertion Cycle: Over 2000 
cycles (min.)
Operating Temperature: -40°C to +70°C

PERFORMANCE
Meets CAT. 5e EIA/TIA 568B.1 standard.

MATERIALS
Plastic Body: Fireproof ABS UL-94V0
RJ-45 Jack: STP 8P8C 50 micro inches gold plated
PCB: FR-4 / 1.0mm UL-94V0
All materials must be RoHS compliant.
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P187

      ORDERING INFORMATION:
        P/N  A D x x 2 1 - 8 8 U x
                      1                          2     3  4   
 
      1. CATEGORY TYPE:
          "5E" CATEGORY 5e
          "06" CATEGORY 6
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C (RJ45)
      3. SHIELDED TYPE:
          "U" UTP (UNSHIELDED)
      4. HOUSING COLOR:
          "V" IVORY (STANDARD)
          "B" BLACK

MATERIALS
Plastic Housing: UL94V-0 thermoplastic
Jack Wire: Phosphor bronze, 50" Gold plating over 
100u" Nickel undercoat
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Dieletric Withstanging Voltage: 1000 V
Insulation Resistance: 500 MΩ
DC Current Rating: 1.5 Amps
DC Resistance: 0.1Ω
Contact Resistance: 20 mΩ
Operating Temperature Range: -10ºC~60ºC
Storage Temperature Range: -40ºC~68ºC
Insertion Life: 750 mating cycles with 
FCC compliant RJ-45 plug 

CAT. 5e & 6 IN-LINE COUPLER (UNSHIELDED)

AD5E21-88Ux

AD0621-88Ux

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P188

      ORDERING INFORMATION:
        P/N  A D x x 2 2 - 8 8 U x
                      1                          2     3  4   
 
      1. CATEGORY TYPE:
          "5E" CATEGORY 5e
          "06" CATEGORY 6
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C (RJ45)
      3. SHIELDED TYPE:
          "U" UTP (UNSHIELDED)
      4. HOUSING COLOR:
          "V" IVORY (STANDARD)
          "B" BLACK

MATERIALS
Coupler Housing: ABS high-impact UL94V-0 
thermoplastic
Spring Wire: Phosphor bronze 5100W temper wire, 
φ=0.45mm, 50u" Gold over 100u" Nickel undercoat
Contact Holder: ABS high-impact UL94V-0 
thermoplastic
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Dieletric Withstanging Voltage: 1000 V
Insulation Resistance: 500 MΩ
DC Current Rating: 1.5 Amps
DC Resistance: 0.1Ω
Contact Resistance: 20 mΩ
Operating Temperature Range: -10ºC~60ºC
Storage Temperature Range: -40ºC~68ºC
Insertion Life: 750 mating cycles with 
FCC compliant RJ-45 plug 

CAT. 5e & 6 IN-LINE COUPLER (UNSHIELDED)

AD5E22-88Ux

AD0622-88Ux

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P189

      ORDERING INFORMATION:
        P/N  A D x x 2 5 - 8 8 F x
                      1                          2   3  4   
 
      1. CATEGORY TYPE:
          "5E" CATEGORY 5e
          "06" CATEGORY 6
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C (RJ45)
      3. SHIELDED TYPE:
          "F" FTP (FULLY SHIELDED)
      4. HOUSING COLOR:
          "V" IVORY (STANDARD)
          "B" BLACK

MATERIALS
Shielded Case: Copper C2680, t=0.25mm, 30u" 
Nickel plated
Coupler Housing: ABS high-impact UL94V-0 
thermoplastic
Spring Wire: Phosphor bronze 5100W temper wire, 
φ=0.45mm, 50u" Gold over 100u" Nickel undercoat
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Dieletric Withstanging Voltage: 1000 V
Insulation Resistance: 500 MΩ
DC Current Rating: 1.5 Amps
DC Resistance: 0.1Ω
Contact Resistance: 20 mΩ
Operating Temperature Range: -10ºC~60ºC
Storage Temperature Range: -40ºC~68ºC
Insertion Life: 750 mating cycles with 
FCC compliant RJ-45 plug 

CAT. 5e & 6 IN-LINE COUPLER (FULLY SHIELDED)

AD0625-88Fx

AD5E25-88Fx

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P190

      ORDERING INFORMATION:
        P/N  A D x x 2 7 - 8 8 U x
                      1                          2     3  4   
 
      1. CATEGORY TYPE:
          "5E" CATEGORY 5e
          "06" CATEGORY 6
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C (RJ45)
      3. SHIELDED TYPE:
          "U" UTP (UNSHIELDED)
      4. HOUSING COLOR:
          "V" IVORY (STANDARD)
          "B" BLACK

SPECIFICATIONS
Dieletric Withstanging Voltage: 1000 V
Insulation Resistance: 500 MΩ
DC Current Rating: 1.5 Amps
DC Resistance: 0.1Ω
Contact Resistance: 20 mΩ
Operating Temperature Range: -10ºC~60ºC
Storage Temperature Range: -40ºC~68ºC
Insertion Life: 750 mating cycles with 
FCC compliant RJ-45 plug 

CAT. 5e & 6 IN-LINE COUPLER (UNSHIELDED)

MATERIALS
Coupler Housing: ABS high-impact UL94V-0 
thermoplastic
Spring Wire: Phosphor bronze 5100W temper wire, 
φ=0.45mm, 50u" Gold over 100u" Nickel undercoat
All materials must be RoHS compliant.
Unit: mm

AD5E27-88Ux

AD0627-88Ux

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P191

      ORDERING INFORMATION:
        P/N  A D x x 3 0 - 8 8 U x
                      1                          2     3  4   
 
      1. CATEGORY TYPE:
          "5E" CATEGORY 5e
          "06" CATEGORY 6
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C (RJ45)
      3. SHIELDED TYPE:
          "U" UTP (UNSHIELDED)
      4. HOUSING COLOR:
          "V" IVORY (STANDARD)
          "B" BLACK

SPECIFICATIONS
Dieletric Withstanging Voltage: 1000 V
Insulation Resistance: 500 MΩ
DC Current Rating: 1.5 Amps
DC Resistance: 0.1Ω
Contact Resistance: 20 mΩ
Operating Temperature Range: -10ºC~60ºC
Storage Temperature Range: -40ºC~68ºC
Insertion Life: 750 mating cycles with 
FCC compliant RJ-45 plug 

CAT. 5e & 6 IN-LINE COUPLER (UNSHIELDED)

AD5E30-88Ux

AD0630-88Ux

MATERIALS
Coupler Housing: ABS high-impact UL94V-0 
thermoplastic
Spring Wire: Phosphor bronze 5100W temper wire, 
φ=0.45mm, 50u" Gold over 80u" Nickel undercoat
All materials must be RoHS compliant.
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P192

      ORDERING INFORMATION:
        P/N  A D x x 3 1 - 8 8 F x
                      1                          2   3  4   
 
      1. CATEGORY TYPE:
          "5E" CATEGORY 5e
          "06" CATEGORY 6
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C (RJ45)
      3. SHIELDED TYPE:
          "F" FTP (FULLY SHIELDED)
      4. HOUSING COLOR:
          "V" IVORY (STANDARD)
          "B" BLACK

MATERIALS
Shielded Case: Copper C2680, t=0.25mm, 30u" 
Nickel plated
Coupler Housing: ABS high-impact UL94V-0 
thermoplastic
Spring Wire: Phosphor bronze 5100W temper wire, 
φ=0.45mm, 50u" Gold over 100u" Nickel undercoat
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Dieletric Withstanging Voltage: 1000 V
Insulation Resistance: 500 MΩ
DC Current Rating: 1.5 Amps
DC Resistance: 0.1Ω
Contact Resistance: 20 mΩ
Operating Temperature Range: -10ºC~60ºC
Storage Temperature Range: -40ºC~68ºC
Insertion Life: 750 mating cycles with 
FCC compliant RJ-45 plug 

CAT. 5e & 6 IN-LINE COUPLER (FULLY SHIELDED)

AD5E31-88Fx

AD0631-88Fx

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it


