
EMC - IP seals
– the protection class IP 52 is achievable for the profiles KO HL ... by using a 3mm thick cover plate
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art. no. for combination cases VPE dim. [mm]
A

EDKOL 23 KO HL 0+KO HL 1

6 pcs.

23.6
EDKOL 28 KO HL 0+KO HL 2/ KO HL 0+KO LL 2 28.7
EDKOL 33 KO HL 1+KO HL 1 33.8
EDKOL 38 KO HL 1+KO LL 2/ KO HL 1+KO HL 2 38.9
EDKOL 44 KO HL 2+KO HL 2/ KO HL 2+KO LL 2 44.0
EDKOL 49 KO HL 1+KO HL 4/ KO HL 6+KO HL 0

4 pcs.

49.0
EDKOL 54 KO HL 2+KO HL 4/ KO HL 4+KO LL 2 54.1
EDKOL 59 KO HL 1+KO HL 6 59.3
EDKOL 64 KO HL 2+KO HL 6/ KO HL 4+KO HL 4/ KO HL

6+KO LL 2
64.4

EDKOL 69 KO HL 0+KO HL 10 69.4
EDKOL 74 KO HL 4+KO HL 6

2 pcs.

74.5
EDKOL 79 KO HL 1+KO HL 10 79.6
EDKOL 84 KO HL 2+KO HL 10/ KO HL 6+KO HL 6/ KO LL

2+KO HL 10
84.7

EDKOL 89 KO HL 0+KO HL 14 89.7
EDKOL 94 KO HL 4+KO HL 10 94.8
EDKOL 100 KO HL 1+KO HL 14 99.9
EDKOL 105 KO HL 2+KO HL 14/ KO HL 6+KO HL 10/ KO HL

14+KO LL 2
105.0

EDKOL 115 KO HL 4+KO HL 14 115.1
EDKOL 125 KO HL 6+KO HL 14/ KO HL 10+KO HL 10 125.4
EDKOL 145 KO HL 10+KO HL 14

1 pcs.
145.7

EDKOL 166 KO HL 14+KO HL 14 166.0

temperature range: -55°C … +200°C

material: conductive rubber silicone, 0.8mm thick

Accessories for cases

Combination cases ➔ M 14 – 20 Design case ➔ M 61
Tube cases ➔ M 22 – 30 Design case CHAC ➔ M 64
Design case EUROTAINER ➔ M 65 Euro case ➔ M 12
Design case RAIL ➔ M 66 Extruded assembled cases ➔ M 7 – 10
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