
F2751

1.27MM(0.050") MINI JUMPER

      ORDERING INFORMATION:
        P/N  1 2 J x x - x x x G x x x
                                      1               2        3   4  5
      1. MINI JUMPER TYPE:
          "J01" H= 3.0mm CLOSE TYPE
          "J02" H= 5.5mm CLOSE TYPE SINGLE ROW
          "J03" H= 5.5mm CLOSE TYPE DOUBLE ROW
      2. NO. OF CONTACTS:
          002 FOR 12J01 & 12J02
          004 FOR 12J03
      3. CONTACT FINISH:
          "G" FULL GOLD PLATED

SPECIFICATIONS
Current Rating: 2.0 Amp
Dielectric Withstand: 650V AC
Insulator Resistance: 1000 MΩ min.
Contact Resistance: 30mΩ Max.
Operating Temperature: -40ºc to + 105ºc

MATERIALS
Insulator: UL94V-2
                  Nylon 66
Contacts: Phosphore Bronze
All materials must be RoHS compliant.

12J01

12J02

12J03

4. INSULATOR COLOR:
    "B" BLACK (STANDARD)
    "R" RED
    "N" GREEN
    "U" BLUE
    "W" WHITE
    "A" GRAY
    "Y" YELLOW
5. GOLD PLATING THICKNESS:
    "  " GOLD FLASH
    "10" 10 MICROINCH GOLD
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F4391

2.00MM(0.079") MINI JUMPERS

SPECIFICATIONS
Current Rating: 2.0 Amp
Dielectric Withstand: 500V AC
Insulator Resistance: 1000 MΩ min.
Contact Resistance: 20mΩ Max.
Operating Temperature: -55ºc to + 105ºc

MATERIALS
Insulator: Glass, UL94V-0
                  P.B.T. or NY66
Contacts: Phosphor Bronze
All materials must be RoHS compliant.

      ORDERING INFORMATION:
        P/N  2 0 0 x x - 0 0 2 x x x x
                                         1                       2  3  4
      1. HEIGHT & TYPE:
          "JM" 4.5mm OPEN TYPE
          "JN" 5.0mm CLOSE TYPE
          "JP" 3.5mm OPEN TYPE
          "JX" 9.5mm OPEN TYPE
          "JY" 11.2mm OPEN TYPE
      2. CONTACT FINISH:
          "G" FULL GOLD PLATED
          "T" FULL TIN PLATED

200JX 200JY

200JM 200JP200JN

3. INSULATOR COLOR:
    "B" BLACK (STANDARD)
    "R" RED
    "A" GRAY
    "N" GREEN
    "W" WHITE
    "Y" YELLOW
    "U" BLUE
4. GOLD PLATING THICKNESS:
    "  " GOLD FLASH
    "10" 10 MICROINCH GOLD
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F4392

2.00MM(0.079") MULTIPOSITION MINI JUMPER

      ORDERING INFORMATION:
        P/N  2 0 0 J Z - x x x x x
                                                            1      2  3
      1. NO. OF CONTACTS:
          002 ~ 020
      2. CONTACT FINISH:
          "G" FULL GOLD PLATED
          "T" FULL TIN PLATED
      3. INSULATOR COLOR:
          "B" BLACK (STANDARD)
          "R" RED
          "A" GRAY
          "N" GREEN
          "U" BLUE
          "W" WHITE
          "Y" YELLOW

No. of
Contacts

Dimensions(mm)
A B

04 2.00 4.00
06 4.00 6.00
08 6.00 8.00
10 8.00 10.00
12 10.00 12.00
14 12.00 14.00
16 14.00 16.00
18 16.00 18.00
20 18.00 20.00

SPECIFICATIONS
Current Rating: 2.0 Amp
Dielectric Withstand: 1000V AC
Insulator Resistance: 1000 MΩ min.
Contact Resistance: 20mΩ Max.
Operating Temperature: -55ºc to + 125ºc

MATERIALS
Insulator: Polyester, UL94V-0
                  P.B.T
Contacts: Phosphor Bronze
All materials must be RoHS compliant.
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F6381

      ORDERING INFORMATION:
        P/N  2 5 4 x x - 0 0 2 x x x x
                                         1                    2 3  4
 
        1. HEIGHT & TYPE:
          "JA" 8.6MM CLOSE TYPE
          "JB" 6.0MM OPEN TYPE
          "JC" 4.5MM OPEN TYPE
          "JD" 6.4MM CLOSE TYPE
          "JE" 13.5MM OPEN TYPE
          "JF" 8.0MM OPEN TYPE
          "JH" 4.5MM CLOSE TYPE
          "JJ" 12.5MM CLOSE TYPE
        2. CONTACT FINISH:
          "G" FULL GOLD PLATED
          "T" FULL TIN PLATED

2.54MM(0.100") SPACING MINI JUMPERS (1)

SPECIFICATIONS
Easiest way of programming by simply connecting
 contact points together.
Easy applied-No soldering.
All side stackable.
Low cost alternative to DIP switch.
Mate with 2.54mm grid male header connectors e.g.

MATERIALS
Contact Material: Phosphor Bronze/
                                Gold or Tin Plated
Insulator: P.B.T+30%GF, UL94V-0
All materials must be RoHS compliant.

254 JH

254 JA 254 JB

254 JC 254 JD

254 JE 254 JF

3. INSULATOR COLOR:
    "B" BLACK
    "A" GRAY
    "N" GREEN
    "R" RED
    "U" BLUE
    "W" WHITE
    "Y" YELLOW
4. GOLD PLATING THICKNESS:
    "  " GOLD FLASH
    "10" 10 MICROINCH GOLD
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F6382

2.54MM(0.100") MINI JUMPER (2)

      ORDERING INFORMATION:
        P/N  2 5 4 x x - x x x x x
                                         1              2    3 4
      1. MINI JUMPER TYPE:
          "JK" H= 10.9mm CLOSE TYPE 2 PINS
          "JM" H=  6.5mm CLOSE TYPE 3 PINS
      2. NO. OF CONTACTS:
          002 FOR 254JK
          003 FOR 254JM
      3. CONTACT FINISH:
          "G" FULL GOLD PLATED
          "T" FULL TIN PLATED

4. INSULATOR COLOR:
    "B" BLACK (STANDARD)
    "R" RED
    "N" GREEN
    "U" BLUE
    "W" WHITE
    "Y" YELLOW

SPECIFICATIONS
Current Rating: 3.0 Amp
Dielectric Withstanding: 600V AC
Insulation Resistance: 1000MΩ Min
Contact Resistance: 20mΩ Max.
Operating Temperature: -40ºc to + 105ºc

MATERIALS
Insulation Material: Polyester, UL 94V-0
                                    P.B.T or Nylon 66
Contact Material: Phosphor Bronze
All materials must be RoHS compliant.

254JK-002xx

254JM-003xx
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F6383

2.54MM(0.100") SPACING MULTIPOSITION MINI JUMPERS

      ORDERING INFORMATION:
        P/N  2 5 4 J G - x x x G B
                                          1               2     3  4
      1. MINI JUMPER TYPE:
          "JG" 6.0MM OPEN TYPE
      2. NO. OF CONTACTS:
          004 ~ 024
      3. CONTACT FINISH:
          "G" FULL GOLD PLATED
       4. INSULATOR COLOR:
           "B" BLACK (STANDARD)
           "R" RED
           "N" GREEN
           "U" BLUE
           "Y" YELLOW

No. of
Contacts

Dimensions(mm)
A B

04 2.54 5.08
06 5.08 7.62
08 7.62 10.16
10 10.16 12.70
12 12.70 15.21
14 15.21 17.78
16 17.78 20.32
18 20.32 22.86
20 22.86 25.40

SPECIFICATIONS
Difference type from 04 to 20 position
Multiposition jumper versions facilititate multiprogramming
Dual beam contact
Mate with 2.54mm grid male header connectors
Insulation Material: P.B.T+30%GF, UL 94V-0
Contact Material: Phosphor Bronze
All materials must be RoHS compliant.
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F6384

2.54MM(0.100") PLUGGED KEY

      ORDERING INFORMATION:
        PLUGGED KEY:
        P/N  2 5 4 x x - 0 1 0 P x
                                         1              2       3
      1. PLUGGED KEY TYPE:
          "JN" LENGTH= 3.84MM
          "JP" LENGTH= 4.00MM
      2. PACKING UNIT:
          "010" 10PCS/SET
      3. INSULATOR COLOR:
          "B" BLACK (STANDARD)
          "W" WHITE (OPTIONAL)

MATERIALS
Insulation Material: P.B.T+30%GF, UL94V-0
All materials must be RoHS compliant.

254JN

254JP
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