
F6681

2.54MM(0.100") PIN HEADER SINGLE ROW RIGHT ANGLE SMT TYPE 

      ORDERING INFORMATION:
        P/N  2 5 x x x - x x x x B - x 
                       1                2     3                4
      1. CONNECTOR TYPE:
          G01, G02, G03, G04, G05, G06, G07, 
          G08, G09, G10, G25, G26, G27, G28, 
          G29, G30, G31, G32, G33, G34
      2. NO. OF CONTACTS:
          002 ~ 030
      3. CONTACT FINISH: 
          "G" FULL GOLD PLATED 
          "S" SELECTIVE GOLD PLATED 
          "T" FULL TIN PLATED 

4. PACKAGE TYPE:
    "T" WITHOUT PAD IN TUBE 
    "P" WITH PAD IN TUBE
    "Q" WITH PAD IN TAPE & REEL

NOTE: PAD= PICK & PLACE PAD

SPECIFICATIONS
Current Rating: 3Amp   
Insulation Resistance: 5000MΩ Min.
Withstanding Voltage: AC 500V
Temperature Range: -40°C to +105°C
Max. Processing Temp: 
 230°C For 30~60 Seconds
 260°C For 10 Seconds

MATERIAL
Insulator: Hihg Temperature 
                   Thermoplastic UL94V-0
Contact: Copprt Alloy
Plating: Au or Sn Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
A Type

Recommended P.C.Board Layout
B Type

TYPE A 
W/O PEG

TYPE A 
WITH PEG

TYPE B 
W/O PEG

TYPE B 
WITH PEG

DIM. B
UNIT:MM

G01 G05 G25 G29 3.05
G02 G06 G26 G30 5.84
G03 G07 G27 G31 8.13
G04 G08 G28 G32 10.67
G09 G10 G33 G34 7.50

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



F6682

      ORDERING INFORMATION:
        P/N  2 5 G 9 7 - x x x x B - x 
                                       1          2      3       4 
 
      1. CONTACT TYPE:
          "G97" RIGHT ANGLE SMT TYPE
      2. NO. OF CONTACTS:
          002 ~ 040
      3. CONTACT FINISH:
          "G" FULL GOLD PLATED
          "S" SELECTIVE GOLD PLATED
          "T" FULL TIN PLATED

2.54MM(0.100") PIN HEADER SINGLE ROW RIGHT ANGLE 
SMT TYPE ROFILE=2.54MM

Recommended P.C.Board Layout

SPECIFICATIONS
Current Rating: 3.0 A
Voltage Rating: 250V AC/DC
Contact Resistance: 20mΩ Max.
Insulator Resistance: 1000MΩ Min.
Withstanding Voltage: 500V AC/Min.
Operating Temperature: -40ºc to +105ºc

MATERIALS
Insulator: NY6T UL94V-0, Black
Contact: Brass
All materials must be RoHS compliant.

4. PACKAGE OPTION:
    "T" W/O PAD IN TUBE
    "P" WITH PAD IN TUBE
    "Q" WITH PAD IN TAPE & REEL

NOTE: MATES WITH FEMALE HEADER
             P/N 25F28-xxxxB-x

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



F6683

2.54MM(0.100") PIN HEADER RIGHT ANGLE SMT TYPE PROFILE=2.54MM

      ORDERING INFORMATION:
        P/N  2 5 4 x x - x x x x B - x
                                         1              2    3       4
      1. PIN LENGTH:
          "SK" B= 6.0mm
          "SS" B= 7.0mm
      2. NO. OF CONTACTS:
          003 ~ 030
      3. CONTACT FINISH:
          "G" FULL GOLD PLATED
          "S" SELECTIVE GOLD PLATED
          "T" FULL TIN PLATED

4. PAD & PACKAGE OPTION:
    "T" W/O PAD IN TUBE
    "P" WITH PAD IN TUBE
    "Q" WITH PAD IN TPAE & REEL
    "R" W/O PAD IN TPAE & REEL

NOTE: PAD = PICK & PLACE PAD

SPECIFICATIONS
Current Rating: 3.0 Amp
Dielectric Withstanding: 600V AC
Insulation Resistance: 1000MΩ Min
Contact Resistance: 20mΩ Max.
Operating Temperature: -40ºc to + 105ºc

MATERIALS
Insulation Material: Nylon 6T, UL 94V-0
Contact Material: Brass
All materials must be RoHS compliant.

Recommended P.C.Board Layout

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



F6684

      ORDERING INFORMATION:
       CODE: 2 6 4 1 J 4 - A - x x x x B - x
                               1       2       3     4        5
 
       PLEASE GIVE US A CODE, THEN WE WILL GIVE YOU

        P/N  P x x x x x x x - x x x x B
                             YY  MM  DD                 3    4
 
       1. EXTERIOR CODE:
           1J4
       2. DIMENSION A (UNIT: mm)
       3. NO. OF CONTACTS:
           004 ~ 040
       4. CONTACT FINISH:
           "G" FULL GOLD PLATED
           "S" SELECTIVE GOLD PLATED
           "T" FULL TIN PLATED                                                        

2.54MM(0.100") PIN HEADER RIGHT AGNLE SMT TYPE PROFILE=2.54MM

DIMENSIONS:
L1 = 2.54 x (No. of Contacts/Row-1)
L2 = 2.54 x No. of Contacts/Row

SPECIFICATIONS
Current Rating: 3 Amperes
Insulation Resistance: 1000MΩ Min
Dielectric Withstanding: 600V AC/DC
Contact Resistance: 20mΩ Max.
Operating Temperature: -40ºc to +105ºc

MATERIALS
Contact Material: Copper Alloy
Contact Plating: Gold / Tin over Nickel
Insulator: Glass Filled Polyester (UL 94V-0)
                   Nylon-6T
All materials must be RoHS compliant.

Recommended P.C.Board Layout

5. PAD & PACKAGE OPTION:
    "0" BULK PACKAGE
    "T" W/O PAD IN TUBE 
    "P" WITH PAD IN TUBE
    "Q" WITH PAD IN TAPE & REEL

NOTE: PAD= PICK & PLACE PAD

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it

f.giardinelli
DIM_SPEC



F6685

2.54MM(0.100") PIN HEADER RIGHT ANGLE SMT TYPE 

      ORDERING INFORMATION:
        P/N  2 5 4 x x - x x x x B - x 
                          1             2     3                4
      1. CONNECTOR TYPE:
          VK, VL, VN, L7, H1, H2, H3, H4, 
          VA, VB, VC, D8, E6, E7, E8, E9
      2. NO. OF CONTACTS:
          002 ~ 030 FOR SINGLE ROW
          004 ~ 040 FOR DOUBLE ROW
      3. CONTACT FINISH: 
          "G" FULL GOLD PLATED 
          "S" SELECTIVE GOLD PLATED 
          "T" FULL TIN PLATED 

4. PACKAGE TYPE:
    "T" WITHOUT PAD IN TUBE 
    "P" WITH PAD IN TUBE
    "Q" WITH PAD IN TAPE & REEL

NOTE: PAD= PICK & PLACE PAD

SPECIFICATIONS
Current Rating: 3Amp   
Insulation Resistance: 5000MΩ Min.
Withstanding Voltage: AC 500V
Temperature Range: -40°C to +105°C
Max. Processing Temp: 
 230°C For 30~60 Seconds
 260°C For 10 Seconds

MATERIAL
Insulator: Hihg Temperature 
                   Thermoplastic UL94V-0
Contact: Copprt Alloy
Plating: Au or Sn Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
Recommended P.C.Board Layout

SINGLE ROW
W/O PEG

SINGLE ROW
WITH PEG

DOUBLE ROW
W/O PEG

DOUBLE ROW 
WITH PEG

DIM. B
UNIT:MM

VK H1 VA E6 3.05
VL H2 VB E7 5.84
VN H3 VC E8 8.13
L7 H4 D8 E9 10.67

Single RowDouble Row

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



F6686

2.54MM(0.100") PIN HEADER DOUBLE ROW RIGHT ANGLE SMT TYPE 

      ORDERING INFORMATION:
        P/N  2 5 x x x - x x x x B - x 
                       1                2     3                4
      1. CONNECTOR TYPE:
          G73, G74, G75, G76, G77, G78, G79, G80,
          G57, G58, G59, G60, G61, G62, G63, G64
      2. NO. OF CONTACTS:
          004 ~ 070
      3. CONTACT FINISH: 
          "G" FULL GOLD PLATED 
          "S" SELECTIVE GOLD PLATED 
          "T" FULL TIN PLATED 

4. PACKAGE TYPE:
    "T" WITHOUT PAD IN TUBE 
    "P" WITH PAD IN TUBE
    "Q" WITH PAD IN TAPE & REEL

NOTE: PAD= PICK & PLACE PAD

SPECIFICATIONS
Current Rating: 3Amp   
Insulation Resistance: 5000MΩ Min.
Withstanding Voltage: AC 500V
Temperature Range: -40°C to +105°C
Max. Processing Temp: 
 230°C For 30~60 Seconds
 260°C For 10 Seconds

MATERIAL
Insulator: Hihg Temperature 
                   Thermoplastic UL94V-0
Contact: Copprt Alloy
Plating: Au or Sn Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
Type M

TYPE M

TYPE D

Recommended P.C.Board Layout
Type D

TYPE M 
W/O PEG

TYPE M 
WITH PEG

TYPE D 
W/O PEG

TYPE D 
WITH PEG

DIM. B
UNIT:MM

G73 G77 G57 G61 3.05
G41 G78 G58 G62 5.84
G75 G79 G59 G63 8.13
G76 G80 G60 G64 10.67

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



F6687

      ORDERING INFORMATION:
        P/N  2 5 G 9 8 - x x x x B - x 
                                       1          2      3       4 
 
      1. CONTACT TYPE:
          "G98" RIGHT ANGLE SMT TYPE
      2. NO. OF CONTACTS:
          004 ~ 080
      3. CONTACT FINISH:
          "G" FULL GOLD PLATED
          "S" SELECTIVE GOLD PLATED
          "T" FULL TIN PLATED

2.54MM(0.100") PIN HEADER DOUBLE ROW RIGHT ANGLE 
SMT TYPE ROFILE=2.54MM

Recommended P.C.Board Layout

SPECIFICATIONS
Current Rating: 3.0 A
Voltage Rating: 250V AC/DC
Contact Resistance: 20mΩ Max.
Insulator Resistance: 1000MΩ Min.
Withstanding Voltage: 500V AC/Min.
Operating Temperature: -25ºc to +105ºc

MATERIALS
Insulator: NY6T UL94V-0, Black
Contact: Brass
All materials must be RoHS compliant.

4. PACKAGE OPTION:
    "T" W/O PAD IN TUBE
    "P" WITH PAD IN TUBE
    "Q" WITH PAD IN TAPE & REEL

NOTE: MATES WITH FEMALE HEADER
             P/N 25F29-xxxxB-x

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



F6688

      ORDERING INFORMATION:
       CODE: 2 6 5 2 J 1 - A/B - x x x x B - x
                               1          2           3     4        5
 
       PLEASE GIVE US A CODE, THEN WE WILL GIVE YOU

        P/N  P x x x x x x x - x x x x B
                             YY  MM  DD                 3    4
 
       1. EXTERIOR CODE:
           2J1
       2. DIMENSION A/B (UNIT: mm)
       3. NO. OF CONTACTS:
           008 ~ 080
       4. CONTACT FINISH:
           "G" FULL GOLD PLATED
           "S" SELECTIVE GOLD PLATED
           "T" FULL TIN PLATED

2.54MM(0.100") PIN HEADER RIGHT ANGLE SMT TYPE PROFILE=2.54MM

SPECIFICATIONS
Current Rating: 3 Amperes
Insulation Resistance: 1000MΩ Min
Dielectric Withstanding: 600V AC/DC
Contact Resistance: 20mΩ Max.
Operating Temperature: -40ºc to +105ºc

MATERIALS
Contact Material: Copper Alloy
Contact Plating: Gold / Tin over Nickel
Insulator: Glass Filled Polyester (UL 94V-0)
                   LCP
All materials must be RoHS compliant.

DIMENSIONS:
L1 = 2.54 x (No. of Contacts/Row-1)
L2 = 2.54 x No. of Contacts/Row

Recommended P.C.Board Layout

5. PAD & PACKAGE OPTION:
    "0" BULK PACKAGE
    "T" W/O PAD IN TUBE 
    "P" WITH PAD IN TUBE
    "Q" WITH PAD IN TAPE & REEL

NOTE: PAD= PICK & PLACE PAD

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it

f.giardinelli
DIM_SPEC



F6689

      ORDERING INFORMATION:
       CODE: 2 6 5 2 J 2 - A/B - x x x x B - x
                               1          2           3     4        5
 
       PLEASE GIVE US A CODE, THEN WE WILL GIVE YOU

        P/N  P x x x x x x x - x x x x B
                             YY  MM  DD                 3    4
 
       1. EXTERIOR CODE:
           2J2
       2. DIMENSION A/B (UNIT: mm)
       3. NO. OF CONTACTS:
           008 ~ 080
       4. CONTACT FINISH:
           "G" FULL GOLD PLATED
           "S" SELECTIVE GOLD PLATED
           "T" FULL TIN PLATED

2.54MM(0.100") PIN HEADER RIGHT ANGLE SMT TYPE PROFILE=2.54MM

SPECIFICATIONS
Current Rating: 3 Amperes
Insulation Resistance: 1000MΩ Min
Dielectric Withstanding: 600V AC/DC
Contact Resistance: 20mΩ Max.
Operating Temperature: -40ºc to +105ºc

MATERIALS
Contact Material: Copper Alloy
Contact Plating: Gold / Tin over Nickel
Insulator: Glass Filled Polyester (UL 94V-0)
                   LCP
All materials must be RoHS compliant.

DIMENSIONS:
L1 = 2.54 x (No. of Contacts/Row-1)
L2 = 2.54 x No. of Contacts/Row

Recommended P.C.Board Layout

5. PAD & PACKAGE OPTION:
    "0" BULK PACKAGE
    "T" W/O PAD IN TUBE 
    "P" WITH PAD IN TUBE
    "Q" WITH PAD IN TAPE & REEL

NOTE: PAD= PICK & PLACE PAD

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it

f.giardinelli
DIM_SPEC



F6690

      ORDERING INFORMATION:
        P/N  2 5 K 8 2 - x x x x B - x
                                         1         2      3       4 
 
      1. CONTACT TYPE:
          "K82" DOUBLE ROW SMT TYPE
      2. NO. OF CONTACTS:
          004 ~ 080
      3. CONTACT FINISH:
          "G" FULL GOLD PLATED
          "T" FULL TIN PLATED
      4. PACKAGE OPTION:
          "T" W/O PAD IN TUBE
          "0" IN TRAY

2.54MM(0.100") PIN HEADER DOUBLE ROW SMT TYPE PROFILE=2.54MM

SPECIFICATIONS
Current Rating: 3.0 A
Voltage Rating: 250V AC/DC
Contact Resistance: 20mΩ Max.
Insulator Resistance: 5000MΩ Min.
Withstanding Voltage: 500V AC/Min.
Operating Temperature: -40ºc to +105ºc

MATERIALS
Insulator: NY6T UL94V-0, Black
Contact: Brass
All materials must be RoHS compliant.

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it




