
F6721

      ORDERING INFORMATION:
        P/N  2 5 x x x - x x x x B 
                                       1         2      3  
 
      1. CONTACT TYPE:
          "K83" SINGLE ROW
          "K84" DOUBLE ROW
      2. NO. OF CONTACTS:
          001 ~ 040 FOR SINGLE ROW
          002 ~ 080 FOR SINGLE ROW
      3. CONTACT FINISH:
          "G" FULL GOLD PLATED
          "T" FULL TIN PLATED

2.54MM(0.100") PIN HEADER STRAIGHT TYPE WITH KINKED PINS PROFILE=2.54MM

Recommended P.C.Board Layout

Recommended P.C.Board Layout

SPECIFICATIONS
Current Rating: 3.0 A
Voltage Rating: 250V AC/DC
Contact Resistance: 20mΩ Max.
Insulator Resistance: 5000MΩ Min.
Withstanding Voltage: 500V AC/Min.
Operating Temperature: -40ºc to +105ºc

MATERIALS
Insulator: NY6T UL94V-0, Black
Contact: Brass
All materials must be RoHS compliant.

25K83

25K84
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F6722

2.54MM(0.100") STRAIGHT PRESS-FIT TYPE 

      ORDERING INFORMATION:
        P/N  2 5 4 x x - x x x S B  
                          1             2     3  

      1. CONTACT TYPE:
          PM, PN, PQ, PR, PS, PT, PU, PV, PW, PX
          QM, QN, QQ, QR, QS, QT, QU, QV, QW, QX
      2. NO. OF CONTACTS:
          001 ~ 040 FOR SINGLE ROW
          002 ~ 080 FOR DOUBLE ROW
      3. CONTACT FINISH: 
          "S" SELECTIVE GOLD PLATED 

SPECIFICATIONS
Current Rating: 3Amp   
Insulation Resistance: 5000MΩ Min.
Withstanding Voltage: AC 500V
Temperature Range: -40°C to +105°C
Max. Processing Temp: 
 230°C For 30~60 Seconds
 260°C For 10 Seconds

MATERIAL
Insulator: Hihg Temperature 
                   Thermoplastic UL94V-0
Contact: Copprt Alloy
Plating: Au or Sn Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
Recommended P.C.Board Layout

SINGLE
ROW

DOUBLE
ROW

DIMENSIONS(MM)
B C

PM QM 5.20 3.30
PN QN 6.80 3.30
PQ QP 8.10 3.30
PR QR 10.20 3.30
PS QS 13.00 3.30
PT QT 5.20 6.50
PU QU 6.80 6.50
PV QV 8.10 6.50
PW QW 10.20 6.50
PX QX 13.00 6.50

Single Row Double Row
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F6723

2.54MM(0.100") PIN HEADER STRAIGHT PRESS-FIT TYPE 

      ORDERING INFORMATION:
        P/N  2 5 x x x - x x x S B 
                       1                2     3 

      1. TERMINAL TYPE:
          P71, P72, P73, P74, P75, P76, 
          P81, P82, P83, P84, P85, P86
      2. NO. OF CONTACTS:
          001 ~ 040 FOR SINGLE ROW
          002 ~ 080 FOR DOUBLE ROW
      3. CONTACT FINISH: 
          "S" SELECTIVE GOLD PLATED 

SPECIFICATIONS
Current Rating: 3Amp   
Contact Resistance: 20mΩ Max
Insulation Resistance: 1000MΩ Min.
Withstanding Voltage: AC 500V
Temperature Range: -40°C to +105°C
Max. Processing Temp: 
 230°C For 30~60 Seconds
 260°C For 10 Seconds

MATERIAL
Insulator: Hihg Temperature 
                   Thermoplastic UL94V-0
Contact: Copprt Alloy
Plating: Au or Sn Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout

Single Row Double Row

Recommended P.C.Board Layout

SINGLE 
ROW

DOUBLE 
ROW

DIMENSIONS(MM)
B C

P71 P81 5.20 4.00
P72 P82 6.80 4.00
P73 P83 8.00 4.00
P74 P84 5.20 6.50
P75 P85 6.80 6.50
P76 P86 8.00 6.50
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F6724

2.54MM(0.100") PIN HEADER RIGHT ANGLE PRESS-FIT TYPE 

      ORDERING INFORMATION:
        P/N  2 5 x x x - x x x S B 
                       1                2     3 

      1. CONNECTOR TYPE:
          "P79" SINGLE ROW B/C = 5.6/4.0MM
          "P89" DOUBLE ROW B/C = 5.6/4.0MM
      2. NO. OF CONTACTS:
          001 ~ 040 FOR SINGLE ROW
          002 ~ 080 FOR DOUBLE ROW
      3. CONTACT FINISH: 
          "S" SELECTIVE GOLD PLATED 

SPECIFICATIONS
Current Rating: 3Amp   
Contact Resistance: 20mΩ Max
Insulation Resistance: 1000MΩ Min.
Withstanding Voltage: AC 500V
Temperature Range: -40°C to +105°C
Max. Processing Temp: 
 230°C For 30~60 Seconds
 260°C For 10 Seconds

MATERIAL
Insulator: Hihg Temperature 
                   Thermoplastic UL94V-0
Contact: Copprt Alloy
Plating: Au or Sn Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout

Recommended P.C.Board Layout

25P79-xxxSB

25P89-xxxSB
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F6725

2.54MM(0.100") RIGHT ANGLE PRESS-FIT TYPE

      ORDERING INFORMATION:
        P/N  2 5 x x x - x x x x B 
                       1                2     3 

      1. CONTACT TYPE:
          "A05" SINGLE ROW WITH B/C = 2.8/3.3MM
          "A06" SINGLE ROW WITH B/C = 5.6/3.3MM
          "A07" DOUBLE ROW WITH B/C = 2.8/3.3MM
          "A08" DOUBLE ROW WITH B/C = 5.6/3.3MM
      2. NO. OF CONTACTS:
          001 ~ 040 FOR SINGLE ROW
          002 ~ 080 FOR DOUBLE ROW
      3. CONTACT FINISH: 
          "G" FULL GOLD PLATED 
          "S" SELECTIVE GOLD PLATED 
          "T" FULL TIN PLATED 

SPECIFICATIONS
Current Rating: 3Amp   
Insulation Resistance: 5000MΩ Min.
Withstanding Voltage: AC 500V
Temperature Range: -40°C to +105°C
Max. Processing Temp: 
 230°C For 30~60 Seconds
 260°C For 10 Seconds

MATERIAL
Insulator: Hihg Temperature 
                   Thermoplastic UL94V-0
Contact: Copprt Alloy
Plating: Au or Sn Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout

Recommended P.C.Board Layout

Single Row

Double Row
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F6726

      ORDERING INFORMATION:
        P/N  2 5 P x x - x x x x B
                                       1            2    3
 
        1. TERMINAL TYPE
           "P61" STRAIGHT TYPE
           "P65" RIGHT ANGLE TYPE
      2. NO. OF CONTACTS:
          002 ~ 040
      3. CONTACT FINISH:
          "G" FULL GOLD PLATED
          "T" FULL TIN PLATED

2.54MM(0.100") PIN HEADER SINGLE ROW PRESS FIT TYPE PROFILE=2.54MM

SPECIFICATIONS
Current Rating: 3 Amperes
Insulation Resistance: 1000MΩ Min
Dielectric Withstanding: 600V AC/DC
Contact Resistance: 20mΩ Max.
Operating Temperature: -40ºc to +105ºc

MATERIALS
Contact Material: Copper Alloy
Contact Plating: Gold / Tin over Nickel
Insulator: Glass Filled Polyester (UL 94V-0)
                  P.B.T
All materials must be RoHS compliant.

DIMENSIONS:
A = 2.54 x No. of Contacts/Row
B = 2.54 x No. of Contacts/Row - 2.54

Recommended P.C.Board Layout

Recommended P.C.Board Layout

25P61

25P65

Press fit type
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F6727

      ORDERING INFORMATION:
        P/N  2 5 P x x - x x x x B
                                       1            2    3
 
        1. TERMINAL TYPE
           "P62" STRAIGHT TYPE
           "P66" RIGHT ANGLE TYPE
      2. NO. OF CONTACTS:
          004 ~ 080
      3. CONTACT FINISH:
          "G" FULL GOLD PLATED
          "T" FULL TIN PLATED

2.54MM(0.100") PIN HEADER DOUBLE ROW PRESS FIT TYPE PROFILE=2.54MM

SPECIFICATIONS
Current Rating: 3 Amperes
Insulation Resistance: 1000MΩ Min
Dielectric Withstanding: 600V AC/DC
Contact Resistance: 20mΩ Max.
Operating Temperature: -40ºc to +105ºc

MATERIALS
Contact Material: Copper Alloy
Contact Plating: Gold / Tin over Nickel
Insulator: Glass Filled Polyester (UL 94V-0)
                  P.B.T
All materials must be RoHS compliant.

Recommended P.C.Board Layout

Recommended P.C.Board Layout

25P62

25P66

DIMENSIONS:
A = 2.54 x No. of Contacts/Row/2
B = 2.54 x No. of Contacts/Row/2 - 2.54
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F6728

      ORDERING INFORMATION:
        P/N  2 5 P x x - x x x x B
                                       1            2    3
 
        1. TERMINAL TYPE
           "P63" STRAIGHT TYPE
           "P69" RIGHT ANGLE TYPE
      2. NO. OF CONTACTS:
          002 ~ 040
      3. CONTACT FINISH:
          "G" FULL GOLD PLATED
          "T" FULL TIN PLATED

2.54MM(0.100") PIN HEADER DUAL BODY PRESS FIT TYPE PROFILE=2.54MM

SPECIFICATIONS
Current Rating: 3 Amperes
Insulation Resistance: 1000MΩ Min
Dielectric Withstanding: 600V AC/DC
Contact Resistance: 20mΩ Max.
Operating Temperature: -40ºc to +105ºc

MATERIALS
Contact Material: Copper Alloy
Contact Plating: Gold / Tin over Nickel
Insulator: Glass Filled Polyester (UL 94V-0)
                  P.B.T
All materials must be RoHS compliant.

Recommended P.C.Board Layout

Recommended P.C.Board Layout

25P63

25P69

Press fit type

DIMENSIONS:
A = 2.54 x No. of Contacts/Row
B = 2.54 x No. of Contacts/Row - 2.54
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F6729

      ORDERING INFORMATION:
        P/N  2 5 P x x - x x x x B
                                       1            2    3
 
        1. TERMINAL TYPE
           "P64" STRAIGHT TYPE
      2. NO. OF CONTACTS:
          004 ~ 080
      3. CONTACT FINISH:
          "G" FULL GOLD PLATED
          "T" FULL TIN PLATED

2.54MM(0.100") PIN HEADER DUAL BODY PRESS FIT TYPE PROFILE=2.54MM

SPECIFICATIONS
Current Rating: 3 Amperes
Insulation Resistance: 1000MΩ Min
Dielectric Withstanding: 600V AC/DC
Contact Resistance: 20mΩ Max.
Operating Temperature: -40ºc to +105ºc

MATERIALS
Contact Material: Copper Alloy
Contact Plating: Gold / Tin over Nickel
Insulator: Glass Filled Polyester (UL 94V-0)
                  P.B.T
All materials must be RoHS compliant.

Press fit type

DIMENSIONS:
A = 2.54 x No. of Contacts/Row/2
B = 2.54 x No. of Contacts/Row/2 - 2.54

Recommended P.C.Board Layout
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F6730

      ORDERING INFORMATION:
        P/N  2 5 P x x - x x x x B
                                       1            2    3
 
        1. NO. OF BODIES:
           "P67" SINGLE BODY
           "P68" DOUBLE BODY
      2. NO. OF CONTACTS:
          009 ~ 120
      3. CONTACT FINISH:
          "G" FULL GOLD PLATED
          "T" FULL TIN PLATED

2.54MM(0.100") PIN HEADER TRIPLE ROW PRESS FIT TYPE PROFILE=2.54MM

SPECIFICATIONS
Current Rating: 3 Amperes
Insulation Resistance: 1000MΩ Min
Dielectric Withstanding: 600V AC/DC
Contact Resistance: 20mΩ Max.
Operating Temperature: -40ºc to +105ºc

MATERIALS
Contact Material: Copper Alloy
Contact Plating: Gold / Tin over Nickel
Insulator: Glass Filled Polyester (UL 94V-0)
                  P.B.T
All materials must be RoHS compliant.Recommended P.C.Board Layout

Recommended P.C.Board Layout

DIMENSIONS:
A = 2.54 x No. of Contacts/Row/3
B = 2.54 x No. of Contacts/Row/3 - 2.54

25P67

25P68
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