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LED-holders

LED-holder for LED @ 3 mm and 5 mm
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art. no. type
DH3W for LED @3mm
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art. no. type
DH5W for LED @5mm
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art. no. type
DH 3R for LED @3mm
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art. no. type
DH5R for LED @5mm
insulating body material: PA 4.6. GF
temperature range: -40°C... +163°C/ (260°C/10 s)
class of inflammability: UL 94 V-0
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fiseher elektronik=3=

LED-holders

LED-holder for LED @ 3 mm
— stackable LED-holders: single holder/can be strung, left/can be strung, middle/can be strung, right
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art. no. type
DDH 3 E for LED @3mm

7,25
4,70

ey

2,54

7,62
2,54

art. no. type
DDH 3L for LED @3mm, can be strung left
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art. no. type
DDH3 M for LED @3mm, can be strung middle
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art. no. type
DDH 3 R for LED @3mm, can be strung right
insulating body material: PA 6/6, GF
temperature range: -20°C... +85°C
class of inflammability: UL 94 V-0
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LED-holders
Fourfold-LED-holders

— standard case, standard colours, diffuse lens, space-saving design, round lens, rectangular lens
— typical data at Ty, =25°C und lp=lgy,,., 100% DC
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art. no. type emission colour Spannungen Uy, / wavelength A, [nm]
Uimax [V]
DLH 21 AYEH with LED @2mm, four- yellow 2.1/2.6 585
DLH 21 AGEH fold green 22726 565
for cases: in terms of colour diffuse
insulating body material: Nylon, black
temperature range: -20°C... +85°C
class of inflammability: UL 94 V-0
beam angle 2 ¢: 80°
design: 2mm round
derating: from T, <20°C, operating current reduced by 0.4 mA/K .
light intensity I: 12 mcd
flows IF'YP / IFITIGX: 20/30 mA
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