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Light pipes for SMDs

— suitable for current SMD types

— 3 mm light pipes

— horizontal

— ESD-protection from panel to PCB
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art. no. diameter of lense way of fixation
LL 30 HRS by alignment pins
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art. no. diameter of lense way of fixation
LL 30 HRP @3mm by press-in pins
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art. no. diameter of lense way of fixation
LL 35 HVS 0 5.5x3mm by alignment pins
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art. no. diameter of lense way of fixation dim. [mm]
A B
LL 30 WRFP 038 3.8
LL 30 WRFP 050 23 b o 5.0 95
LL 30 WREP 076 mm y press-in pins o )
LL 30 WRFP 102 10.2
insulating body material: Polycarbonate, clear
temperature range: -30°C... +100°C
class of inflammability: UL 94 V-0
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Light pipes for SMDs

— panel light pipe, 6 mm lens, suitable for common SMD LEDs, white lens, large angle of radiation
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art. no. diameter of lense way of fixation dim. [mm]
A
LL 60 WRB 254 @bémm by press-in pins 25.4
insulating body material: Polycarbonate, clear
temperature range: -30°C... +100°C
class of inflammability: UL 94 V-0

— panel light pipe 3 mm, ESD protection from panel to PCB
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art. no. diameter of lense dim. [mm] art. no. diameter of lense dim. [mm]
A A
LL 30 PRB 025 2.5 LL 30 PRB 080 8.0
LL 30 PRB 032 3.2 LL 30 PRB 089 8.9
LL 30 PRB 040 4.0 LL 30 PRB 095 9.5
LL 30 PRB 051 @3mm 5.1 LL 30 PRB 117 @3mm 11.7
LL 30 PRB 060 6.0 LL 30 PRB 127 12.7
LL 30 PRB 064 6.4 LL 30 PRB 159 15.9
LL 30 PRB 070 7.0 LL 30 PRB 190 19.0
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art. no. diameter of lense dim. [mm] art. no. diameter of lense dim. [mm]
A A
LL 30 PRF 025 2.5 LL 30 PRF 070 7.0
LL 30 PRF 032 3.2 LL 30 PRF 080 8.0
LL 30 PRF 040 4.0 LL 30 PRF 089 8.9
LL 30 PRF 048 @3mm 48 LL 30 PRF 100 @3mm 10.0
LL 30 PRF 050 5.0 LL 30 PRF 159 15.9
LL 30 PRF 060 6.0 LL 30 PRF 211 21.1
LL 30 PRF 064 6.4
insulating body material: Polycarbonate, clear
temperature range: -30°C... +100°C
class of inflammability: UL 94 V-0

EL.ITALIA L10

www._elitaliaweb.it
info@elitaliaweb.it
+39 0233611626




fiseher elektronik=3=

Light pipes for SMDs

— panel light pipe 5 mm, ESD protection from panel to PCB
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art. no. diameter of lense dim. [mm] art. no. diameter of lense dim. [mm]
A A
LL 50 PRB 032 3.2 LL 50 PRB 190 19.0
LL 50 PRB 095 @5mm 9.5 LL 50 PRB 254 @5mm 25.4
LL 50 PRB 127 12.7 LL 50 PRB 318 31.8
insulating body material: Polycarbonate, clear
temperature range: -30°C... +100°C
class of inflammability: UL 94 V-0
Lichtleitermaterial: polycarbonate, clear
panel light pipe 3 mm, ESD protection from panel to PCB, lentil type "clear" if not specified
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art. no. diameter of lense dim. [mm] art. no. diameter of lense dim. [mm]
A A
LL 30 PRL 025 ... 2.5 LL 30 PRL 064 6.4
LL 30 PRL 030 LL 30 PRL 070 7.0
LL 30 PRL 030 D 3.0 LL 30 PRL 080 8.0
LL 30 PRL 032 ... 3.2 LL 30 PRL 089 8.9
LL 30 PRL 040 @3mm 4.0 LL 30 PRL 100 @3mm 10.0
LL 30 PRL 048 4.8 LL 30 PRL 127 12.7
LL 30 PRL 050 5.0 LL 30 PRL 159 15.9
LL 30 PRL 055 5.5 LL 30 PRL 190 19.0
LL 30 PRL 060 6.0
please indicate: ... Lentil type (optional)
D = diffuse
S = shaded
insulating body material: Polycarbonate, clear
temperature range: -30°C... +100°C
class of inflammability: UL 94 V-0
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Light pipes for SMDs

— panel light pipe 5 mm, ESD protection from panel to PCB
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art. no. diameter of lense dim. [mm] art. no. diameter of lense dim. [mm]
A A
LL 50 PRL 089 8.9 LL 50 PRL 190 19.0
LL 50 PRL 095 @5mm 9.5 LL 50 PRL 254 @5mm 25.4
LL 50 PRL 159 15.9 LL 50 PRL 318 31.8
insulating body material: Polycarbonate, clear
temperature range: -30°C... +100°C
class of inflammability: UL 94 V-0

panel light pipe 5 mm, ESD protection from panel to PCB
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art. no. diameter of lense dim. [mm] art. no. diameter of lense dim. [mm]
A A
LL 30 PRE 032 3.2 LL 30 PRE 095 9.5
LL 30 PRE 064 @3mm 6.4 LL 30 PRE 127 @3mm 12.7
insulating body material: Polycarbonate, clear
temperature range: -30°C... +100°C
class of inflammability: UL 94 V-0

— panel light pipe 5 mm, ESD protection from panel to PCB
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art. no. diameter of lense dim. [mm] art. no. diameter of lense dim. [mm]
A A
LL 50 PRK 032 3.2 LL 50 PRK 095 9.5
LL 50 PRK 064 @5mm 6.4 LL 50 PRK 127 @5mm 12.7
insulating body material: Polycarbonate, clear
temperature range: -30°C... +100°C
class of inflammability: UL 94 V-0
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Light pipes for SMDs

fiseher elektronik=3=

— panel light pipe Rechteck 3,3 mm, ESD protection from panel to PCB
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art. no. diameter of lense dim. [mm] art. no. diameter of lense dim. [mm]
A A
LL 30 QRL 032 033 3.2 LL 30 QRL 095 033 9.5
LL 30 QRL 064 omm 6.4 LL 30 QRL 127 omm 12.7
insulating body material: Polycarbonate, clear
temperature range: -30°C... +100°C
class of inflammability: UL 94 V-0
— suitable for current SMD LEDs, vertical, rigid light pipe @ 3 mm, ESD protection from panel to PCB
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art. no. diameter of lense way of fixation dim. [mm]
LL 30 VRFS 024 2.4
LL 30 VRFS 050 @3mm by alignment pins 5.0
LL 30 VRFS 075 7.5
insulating body material: Polycarbonate, clear
temperature range: -30°C... +100°C
class of inflammability: UL 94 V-0
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Light pipes for SMDs

— panel light pipe, suitable for common SMD LEDs, white lens, large angle of radiation
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art. no. diameter of lense dim. [mm] art. no. diameter of lense dim. [mm]
A A
LLV 20 089 F 8.9 LLV 30 190 R 19.0
LLV20102F 10.2 LLV 30 254 F o3 254
LLV20114F 1.4 LLV30318F m 31.8
LLV 20 140F - 14.0 LLV30445F 44.5
LLV 20 152F m 15.2 LLV40114F 11.4
LLV 20 190 ... 19.0 LLV 40 127 R 12.7
LLV 20 254 ... 25.4 LLV 40 140 ... o4 14.0
LLV 20 381F 38.1 LLV40152... m 15.2
LLV30114F 11.4 LLV40 190 F 19.0
LLV 30127 F @3mm 12.7 LLV 40 445R 44.5
LLV 30 152F 15.2
please indicate: ... lens design (optional)
R = round
F = shallow
insulating body material: PA 4.6. GF
temperature range: -30°C... +100°C
class of inflammability: UL 94 V-0
Lichtleitermaterial: polycarbonate, clear
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Light pipes for SMDs

— panel light pipe, suitable for common SMD LEDs, white lens, large angle of radiation
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art. no. diameter of lense dim. [mm] art. no. diameter of lense dim. [mm]
A B A B
LL W 30 203 178 ... 17.8 |LLW 30 254 254 F o3 25.4 | 254
LL W 30 203 254 ... - bog | 254 [LLW30318178F m 31.8 | 17.8
LL W 30 203 381 F m 381 |LLW 40203508 R D4mm 20.3 | 50.8
LL W 30 203 762 F 76.2
please indicate: ... lens design (optional)
R = round
F = shallow
insulating body material: PA 4.6. GF
temperature range: -30°C... +100°C
class of inflammability: UL 94 V-0
Lichtleitermaterial: polycarbonate, clear
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Light pipes for SMDs

— panel light pipe, suitable for common SMD LEDs, white lens, large angle of radiation
O

20,3
17,78 17,78
CH 19

21,78

+

ﬂ 3,56

] -a—[13,05

— 89 |-a—

1,97J

5,08 -

1,88
art. no. diameter of lense dim. [mm]
A
LL4V 20 254 ... @2mm
LL4V 30 254 ... @3mm 25.4
LL4V 40 254 ... @4mm
insulating body material: PA 4.6. GF
temperature range: -30°C... +100°C
class of inflammability: UL 94 V-0
Lichtleitermaterial: polycarbonate, clear
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art. no. diameter of lense

LL4 W 20 254 ... @2mm
LL4 W 30 254 ... @3mm 25.4
LL4 W 40 254 ... @4mm
please indicate: ... lens design (optional)

R = round

F = shallow
insulating body material: PA 4.6. GF
temperature range: -30°C... +100°C
class of inflammability: UL 94 V-0

Lichtleitermaterial:

polycarbonate, clear
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