Series R19 TAIWAY Switches by [JESIZANVIRSE s

SPECIFICATIONS: MATERIALS:
CONTACT RATING: 6A 250VAC 10A 125VAC. HOUSING: 66 Nylon(UL 94V-2).
ELECTRICAL LIFE: 10,000 Operations. ACTUATOR: 66 Nylon(UL 94V-2).
MECHANICAL LIFE: 50,000 Operations. MOVABLE CONTACTS: Copper, silver plated.
CONTACT RESISTANCE: <20m-omhs. STATIONARY CONTACTS: Copper, silver plated.
INSULATION RESISTANCE: >1,000M-ohms. TERMINALS: Copper, silver plated.
DIELECTRIC STRENGTHS: >1,500 volts 1min. CONTACT SPRING: Piano wire.
>3,000 Volts between poles. Specifications and Dimensions subject to change
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Series R19 Power Rocker Switches

SPECIFICATIONS: MATERIALS:

CONTACT RATING: 5A 250VAC 10 125VAC. HOUSING: 66 Nylon(UL 94V-2).

ELECTRICAL LIFE: 10,000 Operations. ACTUATOR: 66 Nylon(UL 94V-2).

MECHANICAL LIFE: 50,000 Operations. MOVABLE CONTACTS: Copper, silver plated.
CONTACT RESISTANCE: <20m-ohms. STATIONARY CONTACTS: Copper, silver plated.
INSULATION RESISTANCE: >1,000M-0hms. TERMINALS: Copper, silver plated.

DIELECTRIC STRENGTHS: >1,500 volts 1min. CONTACT SPRING: Piaro wire.

>3,000 volts between poles.

Specifications and Dimensions subject to change
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Series R19 Power Rocker Switches

SPECIFICATIONS: MATERIALS:

CONTACT RATING: 10A 250VAC 16A 125VAC., HOUSING: 66 Nylon(UL 94V-2).

ELECTRICAL LIFE: 20,000 cycles. ACTUATOR: 66 Nylon(UL 94V-2).
MECHANICAL LIFE: 50,000 cycles. MOVABLE CONTACTS: Copper, silver plated.

CONTACT RESISTANCE: 50m-ohms. STATIONARY CONTACTS: Copper, silver plated.

INSULATION RESISTANCE: DC 500V 100M-ohms min. TERMINALS: Copper, silver plated.
DIELECTRIC STRENGTHS: AC 1,500V 1min. CONTACT SPRING: Piano wire.

Specifications and Dimensions subject to change
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Series R19

k.

Power Rocker Switches
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Series R19 Power Rocker Switches

SPECIFICATIONS: MATERIALS:

CONTACT RATING: 10A 250V AC 16A 125V AC. HOUSING: 66 Nylon(UL 94V-2).

ELECTRICAL LIFE: 20,000 cycles. ACTUATOR: 66 Nylon(UL 94V-2).

MECHANICAL LIFE: 50,000 cycles. MOVABLE CONTACTS: Copper, silver plated.
CONTACT RESISTANCE: 50m-ohms. STATIONARY CONTACTS: Copper, silver plated.
INSULATION RESISTANCE: DC 500V 100M-ohms min. TERMINALS: Copper, silver plated.

DIELECTRIC STRENGTHS: AC 1500V 1 min. CONTACT SPRING: Piano wire,

Specifications and Dimensions subject to change

I 1.295
£32.90]
) 4;3
o 314 5B6 PANEL CUTOUT [11.001
8,601 [8.001C14.20] ]
1,205 |
i [30.60] 2
QF J 425
4 &84 [10.801
Madel Na. Type [ /\ ) .008 [ )
2101y—
R-41 SPST ON-OFF |_| S U =5
R-42 SPST ILLUMINATED 1433 673
; 17.101
R43 SPDT ON-OFF-ON SRR 067 DIA
1a 1b [#1.70]
R-44 SPDT ON-(ON)
R-45 SPDT ON-ON (5901
R-46 SPDT (ON)-OFF-(ON) 448 ' oze0n
4 { z ! !
[11.401 |

220
R47 SPDT ON-OFF-(ON) [6.35] I

R48 SPST ON-(OFF) LS
1,299
’—— [33.00 —-‘ 1|_ e, _i
r
771 704 976 433
(19,601 [17.901C24.801 PANEL CUTOUT [E2.00]
A
858
[':?;] - [21,80] —=
/\ 008
0 & 1 i T
Model No. Type 673
L (Bes01 (17400
R-51 DPST ON-OFF | 066 DIA
R-52 DPDT ON-OFF-ON = . o 0 L
Ja | 2 b 381
R-53 ON-OFF ILLUMINATED : ca.za: O
031 ) J
R-54 DPDT ON-ON [0.801 — I 290 102 DIA
R-55 DPST (ON)}-OFF rif 43 [6.351 ——l——l—-— N\ [#2.60]
R-56 DPDT (ON }OFF-(ON) EIE'D}'?I?]] [iﬁn?]

83



Series R19 Power Rocker Switches

SPECIFICATIONS: MATERIALS:

CONTACT RATING: 10A 125V AC 6A 250VAC. HOUSING: 66 Nylon(UL 94V-2),

ELECTRICAL LIFE: 20,000 cycles. ACTUATOR: 66 Nylon(UL 94V-2).

MECHANICAL LIFE: 50,000 cycles. MOVABLE CONTACTS: Copper, silver plated.
CONTACT RESISTANCE: 50m-ohms. STATIONARY CONTACTS: Copper, silver plated.
INSULATION RESISTANCE: DC 500V 100M-chms min. TERMINALS: Copper, silver plated.

DIELECTRIC STRENGTHS: AC 1500V 1 min. CONTACT SPRING: Piano wire.

Specifications and Dimensions subject to change

B39
’k (21,201 —=| e [igi%E —

)

D94
3 CUTO 204
@ [15.101 FPANEL CUTOLIT t13.801
| !

390
[9.901

138

[3,501

_

1.087
[27.601
Model No. Type
[
Jﬂ'ﬂ[gr

5594
[15.101

R-66P A DPST ON-OFF 315 354 =
[8.007 [9.00 0]
R-66P B DPDT ON-ON |
R-66P C DPDT ON-OFF-ON 189 031 307
[4.80] £0.801 [7.801

R-66P D DPDT (ON)-OFF-ON
R-66P E DPDT (ON}-OF F-(ON)

957 858
[24,301 I-f [21.801 H[

J38
B39 PANEL CUTOUT | ([18.60]
[21.30
776
[19.701
Model No. Type _-I it
= [2.001 I
R-33A DPST ON-OFF IJ:L| [3.80
o DPST ON-OFF l
ILLUMINATED 363 o=y 1.084
R-33C DPDT ON-ON | sasovac| f  [E7921
R-33D DPDT ON-OFF-ON 339 236 |
R-33E DPDT (ON}-OFF-(ON) & o ja.sm =
= T 189 1T, | I
4,801 ['?agt?] ~ fg%ln:l
402 : i
[10.201

84



Series R19

Power Rocker Switches

SPECIFICATIONS:

RATING: 10A 125VAC, 6A 250VAC
CONTACT RESISTANCE: DC2V-4V/0.1A less than 20m-ohms.
INSULATION RESISTANCE: DC 500V more than 500M-ohms.
LIFE ELECTRICAL (AC):a. RESISTANCE 10,000 cycles.

b. INDUCTIVE 6,000 cycles.
DIELECTRIC STRENGH: 1000VAC min(Between Terminals)
3000VAC miniutes (between terminal and contact),

MATERIALS:

ROCKER: Nylon 6/6, black std.
HOUSING: Nylon 6/6, black std.
MOVABLE ARM: Phosphor bronze.
CONTACT.: Silver alloy.
TERMINALS: Brass, silver plated.

Specifications and Dimensions subject to change
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CONTACT RATING: 10A 125V AC 6A 250VAC.

Series R19
SPECIFICATIONS:

ELECTRICAL LIFE: 20,000 cycles.
MECHANICAL LIFE: 50,000 cycles.

CONTACT RESISTANCE: 50m-ohms.
INSULATION RESISTANCE: DC 500V 100M-chms min.
DIELECTRIC STRENGTHS: AC 1500V 1 min.

Power Rocker Switches

MATERIALS:

HOUSING: 66 Nylon(UL 94V-2).
ACTUATOR: 66 Nylon(UL 94V-2).

MOVABLE CONTACTS: Copper, silver plated.

STATIONARY CONTACTS: Copper, silver plated.
TERMINALS: Copper, silver plated.
CONTACT SPRING: Piano wire.

Specifications and Dimensions subject to change
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Series R19 Power Rocker Switches

ACTUATOR OPTIONS
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COLOR OPTIONS
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Series R19

SPECIFICATIONS:
CONTACT RATING: 10A 250V AC 15A 125VAC.

ELECTRICAL LIFE: 10,000 cycles.
MECHANICAL LIFE: 10,000 cycles.

CONTACT RESISTANCE: 50m-ohms max.
INSULATION RESISTANCE: DC 500V 500M-ohms min.
DIELECTRIC STRENGTHS: AC 2,000V 1 min.

OPERATING FORCE: 700£200gf.

Power Rocker Switches

Specifications and Dimensions subject to change
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For Mark, Rocker / Lens Color, please refer to page 85 & 87.
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