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Male headers

Turned precision male contacts

— Suitable for BL 22 SHK 14 02 G ond BL 23 SHK 14 02 SMD G
— Signal and high-power contacts
- Contacts gold-plated

— Other number of contacts / contact surface upon request

l2, ; 7"4
5,08 5,08

259—— >

‘-» 508 |-

SL26 SHK 1402 G

surface of contact: gold-plated
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Male headers

0 0.635 mm
0,635
23 <__t 2,54
o '<_
- i 1 !
0
3 H: L
Pin 1 nx2,54 63 i , r1 Pin 1
Pin 1
art. no. dim. [mm] art. no. dim. [mm] art. no. dim. [mm]
C S C S C S
SL 10 SMD 040 ... 4.0 4 SL 10 SMD 062 ... 6.7 5 SL 10 SMD 104 ... 10.8 5
SL 10 SMD 052 ... 5.5 SL 10 SMD 078 ... 8.2 SL 10 SMD 130 ... 13.4
please indicate: ... no. of contacts ... surface of contact ... packing
one row 4 - 20 S = selective gold-plated SM = bar magazine
G = gold-plated B SM = pick and place pad
Z = tin-plated and bar magazine
BTR = pick and place pad
and tape and reel
(250pcs/reel)
... packing (option) - additions:
SL 10 SMD 040-104 ... SM; ... B SM: 4-20 contacts
SL 10 SMD 040-062 ... B TR: 4-20 contacts
SL 10 SMD 078 / 104 - 130 ... B TR: 4-12 contacts
Option, for automatic assembly
— reel diameter @ 330 mm
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Male headers

0 0.635 mm

5 = 254

TIIIII

2,54 0,635 2,54

A TH
85 il
Pin 1 n/2x2,54 PinT Pin 1 ]
dim. [mm] art. no. dim. [mm] art. no. dim. [mm]
C S C S C S
SL 11 SMD 040 ... 4.0 4 SL 11 SMD 062 ... 6.7 5 SL 11 SMD 104 ... 10.8 5
SL 11 SMD 052 ... 55 SL 11 SMD 078 ... 8.2 SL11 SMD 130 ... 13.4
please indicate: ... no. of contacts ... surface of contact ... packing (optional)

two rows 4 - 40 S = selective gold-plated SM = bar magazine
G = gold-plated B SM = pick and place pad
Z = tin-plated and bar magazine

B TR pick and place pad

and tape and reel

.. packing (option) - additions:

SL 11 SMD 040-104 ... SM; ... B SM: 6-40 contacts

SL 11 SMD 040-078 ... B TR: 6-24 contacts, 250 pcs/reel
SL 11 SMD 104-130 ... B TR: 6-24 contacts, 150 pcs/reel

Option, for automatic assembly
— reel diameter & 330 mm
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Male headers

Low profile in SMD 0 0.635 mm

2,54 00,635 p
|
2,54 ¥
» el
¢ d S
e et
[y ->'ll<
61 Pin 1
art. no. dim. [mm] art. no. dim. [mm] art. no. dim. [mm]
C S C S C S
SLLP5SMD 038 ... | 3.8 3 SLLP5SMD 051 ... 5.1 4 SL LP 5 SMD 066 .. 6.6 4
please indicate: ... no. of contacts ... surface of contact .. packing (optlonql)
one row 4 - 20 S = selective gold-plaled SM = bar magazine
G = gold-plated B SM = pick and place pad
Z = tin-plated and bar magazine
BTR = pick and place pad
and tape and reel
(250pcs/reel)

.. packing (option) - additions:
SL LP 5 SMD ... SM; ... B SM: 4-20 contacts
SL LP 5 SMD ... B TR: 4-20 contacts

Option, for automatic assembly
— reel diameter & 330 mm
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Male headers

Turned precision male contacts

— Suitable for BL 22 SHK 14 02 G ond BL 23 SHK 14 02 SMD G
— Signal and high-power contacts

- Contacts gold-plated

— Other number of contacts / contact surface upon request

A\

TZ ; 7"4
5,08 5,08

259—— >

]

‘* 508 -

444444444
|
-—9,65

A

SL 27 SHK 14 02 SMD G

surface of contact: gold-plated
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Male headers

Male connectors for LED applications
— every pin length is available upon request

— insulating body made of white plastic (nature)

— one row, 0 0.635 mm

art. no.
A
SL 24 LED 097 ... 9.7
SL24 LED 112 ... 11.2
SL 24 LED 124 ... 12.4
please indicate: ... no. of contacts ... surface of contact
onerow 1 -36 S selective gold-plated

G
z

gold-plated
tin-plated
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Male headers

Male connectors for LED applications
— every pin length is available upon request

— insulating body made of white plastic (nature)

— one row, 0 0.635 mm

R I

art. no. dim. [mm]
A B C S
SL 25 LED THR 097 ... 9.7 4.9
SL 25 LED THR 112.... 11.2 2 6.4 !
SL 25 LED THR 124 ... 12.4 7.6 5
please indicate: ... no. of contacts ... surface of contact
one row 1 -36 S = selective gold-plated

G = gold-plated
Z = tin-plated
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Male headers

Male connectors for LED applications
— insulating body made of white plastic (nature)
— one row, 0 0.635 mm

n
S
o
o c
Fles
< B
2,8
S=5mm
art. no. dim. [mm]
B C S
SL 23 LED SMD 031 ... 5.9 3.1 4
SL 23 LED SMD 058 ... ’ 5.8 5
please indicate: ... no. of contacts ... surface of contact ... packing (optional)
one row 2 - 20 S = selective gold-plated B SM = pick and place pad
G = gold-plated and bar magazine
Z = tin-plated BTR = pick and place pad
and tape and reel
(500pcs/reel)

... packing (option) - additions:
SL 23 LED ... B TR: 2-13 contacts

Option, for automatic assembly

C 12,8 B - 21 -
SL 23 LED SMD ... B SM
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Male headers

Turned precision male contacts

~ suitable for > BLY 10 SHK 14 02 G

— signal and high-power contacts

- contacts gold-plated

— other number of contacts / contact surface upon request

wf\|  ufs  2.00

3.9

l————— 23,3 ———

gl
e
5,22 5,08

SLY 13 SHK 14 02 G

SLY 14 SHK 14 02 G

surface of contact: ‘ gold-plated
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2.00

Male headers
Design, matching for BLY ...
— are used to connect overlying PCBs
— within the total length of the pin the insulating body is variable upon request
— separable! every requested number of contact can be delivered
— one row, 0 0,5 mm
(n-1) x 2
2 —>n<-|:|0 5 t Kz
L 3 '
()
’ )
M i e e
—-
art. no. dim. [mm] art. no. dim. [mm]
A A
SLY 11 SMD 051 ... 5.1 SLY 11 SMD 092 ... 9.2 SLY 11 SMD 133 ... 13.3

... surface of contact
S = selective gold-plated
G = gold-plated
Z = tin-plated

.. no. of contacts
one row 4 - 20

please indicate:

— two rows, 0 0.5 mm

n/2-1)x2
2 — |-[]0,5

il

2,75

Piél.m.llll

I
Iy

dim. [mm]

A

art. no. dim. [mm] art. no.

A

dim. [mm]
A

art. no.

SLY 12 SMD 051 ... 5.1 SLY 12 SMD 092 ... 9.2

SLY 12 SMD 133 ... 13.3

... surface of contact
S = selective gold-plated
G = gold-plated
Z = tin-plated

.. ho. of contacis
two rows 4 - 40

please indicate:
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Male headers

Contact cross section © 0.4 mm
— two rows 4-72 contacts

— grid spacing 1.27 x 1.27

|<—((n/2-l)xl,27)—>| _t

4 @®'ee ©0ee .,

KT I S 1N {@ S

“ ! H n/2x1,27 —>_4

1,27—>I I<—
art. no. dim. [mm] art. no. dim. [mm]
A B C A B C

SLVW 4 055 ... 9.7 95 5.5 SLVW 4 105 ... 14.7 95 10.5
SLV W 4 080 ... 12.2 ' 8.0 SLVW 4 130 ... 17.2 ' 13.0

... surface of contact
G = gold-plated
Z = tin-plated

... no. of contacts
two rows 4 - 72

please indicate:

— two rows 4-72 contacts

- grid spacing 1.27 x 1.27 mm
— preferred number of contacts, others upon request

2,5
* | FE_}'
~ (1] ‘
rul i A
I |_‘t’
127 - | n/2x1,27
art. no. no. of contacts no. of contacts|  dim. [mm]
C
SLVW 4 KA 036 10 ... 10 SLVW 4 KA 060 10 ... 10
SLVW 4 KA 036 14 ... 14 SLVW 4 KA 060 14 ... 14
SLVW 4 KA 036 16 ... 16 SLV W 4 KA 060 16 ... 16
SLV W 4 KA 036 20 ... 20 SLV W 4 KA 060 20 ... 20
SLV W 4 KA 036 26 ... 26 36 SLV W 4 KA 060 26 ... 26 6.0
SLV W 4 KA 036 30 ... 30 ' SLV W 4 KA 060 30 ... 30 ’
SLVW 4 KA 036 34 ... 34 SLVW 4 KA 060 34 ... 34
SLV W 4 KA 036 40 ... 40 SLV W 4 KA 060 40 ... 40
SLV W 4 KA 036 50 ... 50 SLV W 4 KA 060 50 ... 50
SLVW 4 KA 036 72 ... 72 SLVW 4 KA 060 72 ... 72

please indicate:

... surface of contact

G = gold-plated
Z = tin-plated
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Male headers

— two rows 4-40 contacts
- grid spacing 1.27 x 1.27
|

= 1.27

((n/2-1) x 1,27)

n/2x1,27 —m

dim. [mm]
A B

SLV W 4 SMD 048 ... 8.2 5.3

4.8

SLVW 4 SMD 073 ...

10.7 5.3

7.3

please indicate: ... no. of contacts
two rows 4 - 40

... surface of contact

G = gold-plated
Z = tin-plated
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Female headers

Turned precision female contacts

— suitable for SL 26 SHK 14 02 G aond SL 27 SHK 14 02 SMD G
— signal and high-power contacts

— contacts gold-plated

— other number of contacts / contact surface upon request

n/2-1) x2,54-
2,54 ¥
} . e E (s
5 8 n®o® |8
o~
T & i
TTTT < 3,81 =
NN l 508 | 508
F: 0,25 27,94———————»
0,6 1,15 | |-—254

art. no.

BL22 SHK 1402 G

surface of contact: ‘ gold-plated
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Female headers

Low profile, fork contact spring
— for @ 0.635 mm plug pins
— other number of contacts on request

art. no.

5 I} ﬁ
_v‘z Pin1%1tl } 0;‘

wv
|
BLLP 5 SMD ... Pin 1
please indicate: ... no. of contacts ... surface of contact ... packing (optional)
one row 4 - 20 S = selective gold-plated SM = bar magazine
Z = tin-plated B SM = pick and place pad

and bar magazine

Option, for automatic assembly

BLLP 5 SMD ... B BLLP 5 SMD ... SM BLLP 5 SMD ... B SM

... BSM
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Female headers

1,5

—s
4

04

art. no.

|‘ 5 "* —(n/2) x 2,54 ——~ ‘il—l I I I I I

iR, < ' T % i1 é
% t :3; Pin 1 2,54 0,9
3 i ¥

%’ g ,

- : 6,8 2,54 0
Pin 1 :" S AR VR 1

BLLP 6 SMD ... . y

please indicate: ... no. of contacts ... surface of contact ... packing (optional)
two rows 4 - 40 S = selective gold-plated SM = bar magazine
Z = tin-plated B SM = pick and place pad

and bar magazine

... packing (option) - additions:
BL LP 6 SMD ... SM 6-40 contacts
BL LP 6 SMD ... B SM 4-40 contacts

Option, for automatic assembly

- SM BLIP6SMD..SM  BLLP 6 SMD ... B SM
...BSM
art. no. ?:7
&
::I !2,554 0,9>2H.
BLLP 7 SMD ...
please indicate: ... no. of contacts ... surface of contact ... packing (optional)
one row 1 -20 S = selective gold-plated SM = bar magazine
Z = tin-plated

... packing (option) - additions:
BL LP 7 SMD ... SM 4-20 contacts

Option, for automatic assembly

F

O

- 14 -

=—85

BLLP 7 SMD ... SM

... SM
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Female headers

— no capilliary action when soldering due to protected inner contact
— separable! any requested number of contact can be delivered

art. no.
1
| | —>| n/2x2,54 E— E ~ j
R B ENEINENGS o I I I hig
- =TI TR
] e
2,54
BL 20 SMD ... 20,6
please indicate: ... no. of contacts ... packing (optional)
two rows 4 - 40 SM = bar magazine
TR = tape and reel (600pcs/reel)
... packing (option) - additions:
BL 20 SMD ... TR: 4-26 contacts
contact sleeve: tin-plated
contact spring: gold-plated
insertion / drawing force: 1.3N/0.3N
Option, for automatic assembly
s 59
e I.g = ~
(] — N
BL 20 SMD ... SM
[— 20— —» =58
t6ssscccssesbons TT K
o~
i
¢ ¢Ez:4 s
M&HMM%&H—#J l =
4| - leg15
.. R BL 20 SMD ... 4-26 TR

Turned precision female contacts

— suitable for SL 26 SHK 14 02 G ond SL 27 SHK 14 02 SMD G
— signal and high-power contacts

— contacts gold-plated

— other number of contacts / contact surface upon request

n/2-1)x2,54
2,54

NN N

A A
O e O
oo
[U U U U U
ToETETE T g T 3,81
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2,46 0,6 1,15 6,6 - 27,94— >

art. no.

0,45
2,72

A»l508 |

|—8 90—

254 =

71

BL 23 SHK 14 02 SMD G

surface of contact: ‘ gold-plated
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Female headers

Precision contacts for 0 0.635 mm and @ up to 0.85 mm, pin cross section
— no capilliary action when soldering due to protected inner contact
— separable! any requested number of contact can be delivered

art. no. 2,54 5,08
4,00 L n x 2,54 i
- ; a ] @ j I
n x 2,54 1
MK 22 SMD Fin1 Rl 808 o
please indicate: ... no. of contacts ... packing (optional)
one row 4 - 20 B SM = pick and place pad and bar magazine

BTR = pick and place pad and tape and reel (600pcs/reel)

... packing (option) - additions:
MK 22 SMD ... B TR: 3-22 contacts

contact sleeve: tin-plated
contact spring: gold-plated
insertion / drawing force: 1.3N/0.3N

Option, for automatic assembly

e | ‘
=, =75
12,54 =

-

14

8,5
MK 22 SMD ... B SM

« B SM
e 12 [ e a2 = 8,1 o e R
R AR R R AR T%%%%%%%M ]
g 1 ¥ | T - o i U, T
. ’ g‘g 4 & (4 & ¢ %“:
g% | AHI o Ml Pl P i 7
PYPPVISVITUVIVISUWEUWE L B
»lile »lleois caboebeyreeeees ]
B 1,50 gl
..BTR MK 22 SMD ... 3-13 B TR MK 22 SMD ... 14-22 B TR
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Female headers

Precision contacts for pin cross section @ 0,5 mm
— one row

— no capilliary action when soldering due to protected inner contact

— separable! any requested number of contact can be delivered

-—I . rm,sz -2’54."(’1-.”“'54,_.!
% =4 _¥ l‘l

art. no.

MK 23 SMD ...

please indicate: ... no. of contacts ... packing (optional)
one row 4 - 20 B SM = pick and place pad and bar magazine
B TR = pick and place pad and tape and reel (600pcs/reel)

Pin 1

... packing (option) - additions:
MK 23 SMD ... B TR: 3-22 contacts

contact sleeve: tin-plated
contact spring: gold-plated
insertion / drawing force: 1.8 N/1.4 N

Option, for automatic assembly

7 —

}
=5
¥ =
by 4
m:'; N
Iy 1
42 =
8,5—»
..BSM MK 23 SMD ... B SM
- 12 - 02 _pgie
—»- 8,1 o R il
M 0 i fig P T
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%3 -E| Y r:Y r:Y F3 %‘ﬁ
AH o g fig Mg T H T
Spteetostesses ]
m,s—»”«— —>|4|<—
.BTR MK 23 SMD ... 3-13 B TR MK 23 SMD ... 14-22 B TR
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Female headers

Female connectors for LED applications, low profile, fork contact spring
- separable! any requested number of contact can be delivered

— insulating body made of white plastic (nature)

— for @ 0.635 mm pin cross section, straight

art. no. 2
‘.‘; 2,5 <a— nx2,54 ———»
4} ' ™ vy X
4‘ l ; 2 * e e ] Nl Nl L) e
% ' I ! ';’3 O NSNS
i e
m i 2,54
BLLP 9 LED s e
please indicate: ... no. of contacts ... surface of contact
one row 1 -36 S = selective gold-plated
Z = tin-plated
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Female headers

Female connectors for LED applications

- separable! any requested number of contact can be delivered
— insulating body made of white plastic (nature)

— for @ 0.635 mm pin cross section, straight

2,54

art. no. i}

i A

BL LP 8 LED SMD ...

please indicate: ... no. of contacts ... surface of contact
one row 1 - 20 S = selective gold-plated
Z = tin-plated

.. packing (optional)

SM = bar magazine

.. packing (option) - additions:
BL LP 8 LED SMD ... SM 4-20 contacts

Option, for automatic assembly

f=—85

- 14 -

BLLP 8 LED SMD ... SM
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Female headers

Turned precision female contacts

— suitable for = SLY 13 SHK 14 02 G ond SLY 14 SHK 14 02 G
— signal and high-power contacts

- contacts gold-plated

— other number of contacts / contact surface upon request

wf\|  ufs  2.00

2

n/2-1)x2
2
L%%@@@%

roe Do D] (o] () (e I@ @

—>|

o P
5,22 5,08

24—

BLY 10 SHK 14 02 G

surface of contact: ‘ gold-plated
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Female headers

Precision contacts for 0 0.5 mm and @ up to 0.56 mm, pin cross section

art. no. N
| [
| [
BLY 5 SMD ... Pin 1
please indicate: ... no. of contacts ... packing (optional)
one row 4 - 20 B SM = pick and place pad and bar magazine
BTR = pick and place pad and tape and reel (700pcs/reel)
... packing (option) - additions:
BLY 5 SMD ... B TR: 4-15 contacts
contact sleeve: tin-plated
contact spring: gold-plated
insertion / drawing force: 1.3N/0.3N
Option, for automatic assembly
.'f‘_-; ,_-‘ 8,5
<
s
>
BLY 5 SMD ... B SM
12 -

— 8,1 |-

| g2

[——— 40,4 —

——— 44 ——
T

BLY 5 SMD ... 4-15BTR
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Female headers

— no capilliary action when soldering due to protected inner contact
— separable! any requested number of contact can be delivered

art. no.

2,54

1

0,76

LA

BLY 6 SMD ...

please indicate: ... no. of contacts ... packing (optional)
one row 2 - 20 TR = tape and reel

... packing (option) - additions:
BLY 6 SMD ... TR: 2-10 contacts
BLY 6 SMD ... TR: 11-20 contacts

contact sleeve: tin-plated
contact spring: gold-plated
insertion / drawing force: 1.3N/0.3N

Option, for automatic assembly
— reel diameter & 330 mm

[ foad
|
28,4
- 32—

- 12 = 25
POEOPOOPOOOODD G
[~
=
= >
=
y P9 QPOOOOOOMOOD O

BLY 6 SMD ... TR (2-10 contacts) (2.400 pcs/reel)

... IR

-2 - 27w =
-70000000000000047 J
2 4

% POOLOOOOCOMGSES

i ellepn,

1R ... TR (11-20 contacts) (2.200 pcs/reel)
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Jumpers

For 0 0.3...0.4 mm and @ 0.4...0.5 mm

el

*@4—»

25 =
art. no. grid [mm] surface of contact no. of version
contacts
CAB 166G ... 1.27 <0.1 um Au 2 closed
please indicate: ... colour
S = black
R = red

B blue
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Technical data: PCB connectors

SL...SHK ... SL.., SLLP.. SL...LED ... SLY ... SHK ...
contact material CuZn-alloy CuSn alloy CuZn-alloy
surface contact / Ni+=0.2um Au Ni+=0.2um Au/ Ni+4...6um Sn Ni+=0.2um Au
contact sleeve
volume resistance <10 mQ =5mQ =10 mQ
nominal current 8.2A/3A 3A 8.2A/2.5A
nominal voltage 250 V AC
test voltage 1000V 2000V 1000 V
insulating body material PCT, GF PA 4.6. GF LCP PCT, GF
temperature range -40°C ... +105°C -40°C... +163°C/ -40°C...+230°C/ -40°C ... +105°C

(260°C / 10s) (260°C/10 s) (260°C/10 s) (260°C / 10s)
class of inflammability UL 94 V-0
specific insulation resistance >107 Q'm >1015 Q-cm

SLY ... SLVW ... BLLP... BL 20 SMD ...
contact material CuSn alloy CuZn-alloy CuSn alloy CuZn-alloy
surface contact / Ni+=0.2um Au/ Ni+4...6um Sn Ni+0.2um Au (selec- Ni+4...6um Sn
contact sleeve tive)/ Ni+2...4um Sn

(matt finished tin)
inner contact spring material CuBe-alloy
inner contact spring surface Ni+0,75um Au
type internal spring fork contact 6-fingers

plugability for circuit points 00,5...0,7mm 00,55...0,65mm/
20,65...0,85mm

insert depth 2...4mm 2.5...6mm

insertion / drawing force 2N/1.5N 1.3N/0.3N

shock resistance 50 g

volume resistance =5mQ =10 mQ

vibration resistance max. 15¢g

capacity between two adjacent con- =0,9 pF = 0,3 pF

tacts

nominal current 3A 1.5A 3A

nominal voltage 100V DC 125V AC 150V DC

test voltage 500 V 300V 1500V

insulating body material PA 4.6. GF PPS PA 4.6. GF

temperature range -40°C... +163°C/ (260°C/10 s) -40°C... +200°C/ -40°C... +163°C/
(260°C/10 ) (260°C/10s)

class of inflammability UL 94 V-0

specific insulation resistance >107 Q'm ‘ >1012Q >107 Q'm
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Technical data: PCB connectors

BL...SHK ... ‘ MK 22/222 ... MK 23/223 ... BLLP...LED ...
contact material CuZn-alloy CuSn alloy
surface contact / Ni+=0.2um Au Ni+4...6um Sn Ni+0.2um Au (selec-
contact sleeve tive)/ Ni+2...4um Sn

(matt finished tin)
inner contact spring material CuBe-alloy
inner contact spring surface Ni+0,75um Au Ni+0,25um Au
type internal spring fork contact 6-fingers 4-fingers fork contact
plugability for circuit points 00,64mm/ 01,14mm | ©0,55...0,65mm/ 00,22x0,25mm... 00,5...0,7mm
20,65...0,85mm 00,4x0,55mm/
20,4...0,56mm
insert depth 2.5..3.6mm 2..4mm
insertion / drawing force 1.3N/0.3N 1.8N/1.4 N 2N/1.5N
shock resistance 50¢g
volume resistance =10 mQ
vibration resistance max. 15¢g
capacity between two adjacent con- <0,3 pF =0,4 pF = 0,9 pF
tacts
nominal current 82A/3A 3A 1.5A 3A
nominal voltage 250V AC 150V DC 60V DC 125V AC
test voltage 1000 V 1500 V 1000 V 1500V
insulating body material PCT, GF PA 4.6. GF LCP
temperature range -40°C ... +105°C -40°C... +163°C/ (260°C/10s) -40°C...+230°C/

(260°C / 10s) (260°C/10s)
class of inflammability UL 94 V-0
specific insulation resistance ‘ >107 Q'm ‘ >1015 Q-cm

BLY ... SHK ... ‘ BLY ... CAB16G ...
contact material CuZn-alloy
surface contact / Ni+=0.2um Au Ni+4...6um Sn <0.Tum Au
contact sleeve
inner contact spring material CuBe-alloy
inner contact spring surface Ni+0,25um Au
type internal spring fork contact 6-fingers
plugability for circuit points 00,45...0,5mm/ 01,14mm 00,45...0,5mm/

@0,4...0,56mm
insert depth 2.5...3.8mm 2.2..2.4mm
insertion / drawing force 1.3N/0.3N
shock resistance 50 g
volume resistance <10 mQ
vibration resistance max. 15¢
capacity between two adjacent con- =0,7 pF
tacts
nominal current 82A/2.5A 25A 1A
nominal voltage 250V AC 100V DC 100V AC
test voltage 500 V
insulating body material PCT, GF PA 4.6. GF PBT
temperature range -40°C ... +105°C (260°C / |-40°C... +163°C/ (260°C/10 -40°C... +105°C
10s) s)

class of inflammability UL 94 V-0
specific insulation resistance ‘ >107 Q'm
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Shroud-male header

SMD, two rows, shrouded

— suitable for female multipoint connector VFL, FLMP, PV

— VPE = packing unit (pieces/tube)

— plug-in area available in gold-plated or completely tin-plated

— in addition they can be combined with many other ribbon cable connectors in 2.54 mm pitch

16-pol. - 1,15 N
92 = 4,3 10,6 = 1
AP W i T | i
N O al T 41 L
= [ oo ° - | | 1] | e
£| L_ [ IAL 'T j 2 54 }
109 <-2,54
Pin 1 Pin 1
art. no. no. of | packing dim. [mm] art. no. no. of | packing dim. [mm]
contacts unit A B contacts unit A B
ASL 06 SMD ... 6 32 15.3 5.08 ASL 20 SMD ... 20 15 33.1 22.86
ASL 08 SMD ... 8 27 17.8 7.62 ASL 26 SMD ... 26 12 40.7 30.48
ASL 10 SMD ... 10 24 20.4 10.16 ASL 34 SMD ... 34 9 50.9 40.64
ASL 12 SMD ... 12 21 22.9 12.70 ASL 40 SMD ... 40 8 58.5 48.26
ASL 14 SMD ... 14 19 25.4 15.24 ASL 50 SMD ... 50 7 71.2 60.96
ASL 16 SMD ... 16 17 28.0 17.78
please indicate: ... surface of contact ... packing
G = gold-plated SM = bar magazine
Z = tin-plated B SM = pick and place pad and bar
magazine
BTR = pick and place pad and tape
and reel (300pcs/reel)

.. packing (option) - additions:
ASL 26 SMD ... B TR: 26 contacts

Option, for automatic assembly

Ly iy

i s o W

109 A -....,,,;]L
2,54

ASL ... SMD ... ASL ... SMD ... B SM

16|
ER IR R R R R

—| | 2

$.

$
|<752,44>|
——————— 56 ————

ASL 26 SMD ... B TR ¢¢¢$$$ﬁcweeee¢¢$
..TR —>|4|<—_>| 215 1 12,9 |
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Shroud-male header

Straight, two rows, shrouded

— suitable for female multipoint connector = PVY ...

— they are also combinable with many other ribbon cable female multipoint connectors in grid 2,00 mm
— contacts are available in gold-plated, tin-plating upon request!

| R e ——

||| [P |||<.

i TTTTTTTT0 b o

<~

s b E o b

2 0ao,5

art. no. no. of dim. [mm]
contacts A B C
ASLGY 10 G 10 17 15.8 8
ASLGY 20 G 20 27 25.8 18
ASLGY 26 G 26 33 31.8 24
ASLGY 40 G 40 47 45.8 38
ASLGY 44 G 44 51 49.8 42
ASLGY 50 G 50 57 55.8 48
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Shroud-male header

Straight, two rows, shrouded and with lock

— suitable for female multipoint connector = PVY ...

— they are also combinable with many other ribbon cable female multipoint connectors in grid 2,00 mm

— contacts are available in gold-plated, tin-plating upon request!

2.00

—— B ——p

R R T

o e S o

—|2 - ~=—[10,5
art. no. no. of dim. [mm]

contacts A B
VSLGY 10 G 10 25.7 8
VSLGY 20 G 20 35.7 18
VSLGY 26 G 26 41.7 24
VSLGY 40 G 40 55.7 38
VSLGY 44 G 44 59.7 42
VSLGY 50 G 50 65.7 48
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Shroud-male header

SMD, two rows, shrouded

— suitable for female multipoint connector = PVY ...
— they are also combinable with many other ribbon cable female multipoint connectors in grid 2,00 mm

— contacts are available in gold-plated, tin-plating upon request!

55 | A—— = 06 | B -
" >~ 4= | e |l D
paS V4 N ||| PR |||<
* ~ PARAR R AL LL) :

Pin'l **iiiii*iﬁ * Pin1 UUUUUUUUUU
— 0o5 0o

art. no. no. of dim. [mm]

contacts A B
ASLY 10 SMD G 10 17 8
ASLY 20 SMD G 20 27 18
ASLY 26 SMD G 26 33 24
ASLY 40 SMD G 40 47 38
ASLY 44 SMD G 44 51 42
ASLY 50 SMD G 50 57 48
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Shroud-male header

Straight, two rows, shrouded

— suitable for female multipoint connector = PVV ...

— they are also combinable with many other ribbon cable female multipoint connectors in grid 1,27 mm
— contacts are available in gold-plated, tin-plating upon request!

| 5,1 |- f————— A ————p |——— B
* -»ﬁ; * |—— C —
4 n P [e)
:5* © FRE e o
T s =TTTTTE pin'
TIV 1,27 1,27 -»il-010,4
art. no. no. of dim. [mm]
confacts A B C
ASLGV 10 G 10 12.65 11.10 5.08
ASLGV 20 G 20 19.00 17.45 11.43
ASLGV 26 G 26 22.80 21.25 15.24
ASLGV 40 G 40 31.70 30.15 24.13

Angled, two rows, shrouded

— suitable for female multipoint connector = PVV ...

— they are also combinable with many other ribbon cable female multipoint connectors in grid 1,27 mm
— contacts are available in gold-plated, tin-plating upon request!

[ ———— B ———»]

C
LAAAARAAAT

_»

Y a>z4h ——Ejre

< = eaensniian

w 1 e

ah s s rh sh hch ch sh ot
* le==37 pin 1— U U IHHLD Pin 1
1,27 —i-—-[10,4
art. no. no. of dim. [mm]
confacts A B C

ASLAV 10 G 10 12.65 11.10 5.08
ASLAV 20 G 20 19.00 17.45 11.43
ASLAV 26 G 26 22.80 21.25 15.24
ASLAV 40 G 40 31.70 30.15 2413

Straight, two rows, shrouded and with lock

— suitable for female multipoint connector = PVV ...

— they are also combinable with many other ribbon cable female multipoint connectors in grid 1,27 mm
— contacts are available in gold-plated, tin-plating upon request!

—— B ——]

2,54—>| |<—

—

L
NP i
e

i i

| I—

A
>

6,7
i8]
ko)

Pin 1
1,27 > |- —»{-a-[]0,4

=

5

—_
—
—

M
1,27

3 j--——-11,3
i

art. no. no. of dim. [mm]
contacts A B
VSLGV 10 G 10 20.83 5.08
VSLGV 20 G 20 27.18 11.43
VSLGV 26 G 26 30.89 15.24
VSLGV 40 G 40 39.88 24.13
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Shroud-male header

SMD, two rows, shrouded

— suitable for female multipoint connector = PVV ...

— they are also combinable with many other ribbon cable female multipoint connectors in grid 1,27 mm
— contacts are available in gold-plated, tin-plating upon request!

E 51 (= - 22 |- * [~—— B ———|
<

i = YT A Ar—aap
5 0 Hﬂ HH ey

° Y . oom o omom et e

4_»]77 Pln]ﬁ'r?:;l L 4 Pin 1

58 |- 1,27 —— A ———
art. no. no. of dim. [mm]
contacts A B

ASLV 10 SMD G 10 6.35 5.08
ASLV 20 SMD G 20 12.70 11.43
ASLV 26 SMD G 26 16.51 15.24
ASLV 40 SMD G 40 25.40 24.13

SMD, two rows, shrouded and with lock

— suitable for female multipoint connector = PVV ...

— they are also combinable with many other ribbon cable female multipoint connectors in grid 1,27 mm
— contacts are available in gold-plated, tin-plating upon request!

1 Y v 254 i
0N Timiil

N * 4 - Ll | ©

a Pin 11,27 o1 |a-—s-l-00,4

06"1

)

art. no. no. of dim. [mm]
contacts A

VSLV 10 SMD G 10 20.83 5.08
VSLV 20 SMD G 20 27.18 11.43
VSLV 26 SMD G 26 30.89 15.24
VSLV 40 SMD G 40 39.88 24.13
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Female connector

Two rows

- Suitable for ASLGY ..., ASLY ... SMD and VSLGY ...
— Protrusion length of the ribbon cable to the case =1 mm!

2.00

42

4,8

art. no. no. of dim. [mm]

contacts A B
PVY 10 S 10 15.2 8
PVY 20 S 20 25.1 18
PVY 26 S 26 31.2 24
PVY 40 S 40 45.3 38
PVY 44 S 44 49.3 42
PVY 50 S 50 55.1 48

surface of contact:

selective gold-plated

annotation:

IDC-pattern, 1Tmm

recommended connector pins:

00,5 mm
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Female connector

Two rows
— Suitable for ASLGV ..., ASLAV ..., VSLGV ..., ASLV ... SMD und VSLV ... SMD
— Protrusion length of the ribbon cable to the case =1 mml

- B—m & A 3,05
IIIUII,_I|IIIIHII * :91
TT.......% || -
1,27 =141 =A
art. no. no. of dim. [mm]
contacts A B
PVV 10 G 10 10.54 5.08
PVV 20 G 20 16.89 11.43
PVV 26 G 26 20.70 15.24
PVV 40 G 40 29.59 24.13
surface of contact: gold-plated
annotation: IDC-pattern 0.635mm
recommended connector pins: 00,4 mm
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Technical data: IDC-connectors

ASL ... ASLGY ..., ASLAV ..., ASLGV ..., PVY..S
ASLY ... SMD G, VSLGV ...,
VSLGY ... VSLV ... SMD G
surface contact / Ni+=0.2um Au/ Ni Ni+=0.2um Au contact area: Ni
contact sleeve +4...8um Sn +<0.1um Au/ con-
nection area: Ni
+0.5...2.5um Sn
contact material CuSn alloy Cu-alloy
creepage =1,1Tmm VDEO110
air gap =0,8 mm VDEO110
nominal current 1A 1.5A 1A 1.5A
nominal voltage 250V AC insulation 150V DC 100V DC 150V DC
group A, according to
VDEO110
test voltage 500V AC 300V AC 500V AC
insertion / drawing force >0.5... =1.8N per
contact
insulating body material PPS PBT PBT, schwarz
temperature range -40°C ... +200°C -40°C ... +105°C (260°C / 10s) -40°C... +105°C
(260°C / 10s)
class of inflammability UL 94 V-0
specific insulation resistance >107 Q'm >1010Q'm
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Technical data: IDC-connectors

PWV...G

surface contact /
contact sleeve

contact area: Ni+<0.1um Au

test voltage

contact material Cu-alloy

nominal current 1.5A

nominal voltage 100V DC
500V AC

insertion / drawing force

=0.5 ... =1.8N per contact

insulating body material

PBT, schwarz

specific insulation resistance

temperature range -40°C... +105°C
class of inflammability UL 94 V-0
>1010Q'm




